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Reasons for Scheduling the 
Environmental Analysis of the 
Navy Timber Sale Project Area 

Introduction 
This appendix provides an explanation of the rationale for a specific 
timber harvest project and its importance to the multi-year timber 
program on the Tongass National Forest.  To accomplish this, the 
following questions are answered: 

• Why is timber from the Tongass National Forest being offered for 
sale? 

• How does the Forest Service develop forecasts about future timber 
market demand? 

• What steps must be completed to prepare a sale for offer? 
• How does the Forest Service maintain an orderly and predictable 

timber sale program? 
• How does the Forest Service decide where timber sale projects should 

be located? 
Coordinated timber sale planning is essential for meeting the goals of 
the Tongass Land and Resource Management Plan (Forest Plan) and to 
provide an orderly flow of timber to local industry.  To determine the 
volume of timber to offer each year, the Forest Service can look to 
current market conditions and the level of industry operations.  
However, the planning process for timber harvest projects requires the 
Forest Service to rely on projections of future harvest levels to decide 
how many timber sale projects to begin each year.  This document 
explains how the Forest Service uses information about future markets 
and past experience with timber sale planning to determine the volume 
of timber that needs to be started through this process each year.  This 
appendix relies heavily on the current annual timber demand analysis 
and the most recent timber sale schedule.  

Why is Timber from the Tongass 
National Forest Being Offered for Sale?  
On a national level, the legislative record is clear about the role of the 
timber program in the multiple-use mandate of the national forests.  One 
of the original objectives for creation of national forests was to provide 

National Legislation 
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natural resources, including timber, for the American public.  The 
Organic Act of 1897 (partially repealed in 1976) directed the agency to 
manage the forests in order to "improve and protect the forest ... [and] 
for the purpose of securing favorable conditions of water flows, and to 
furnish a continuous supply of timber for the use and necessities of the 
citizens of the United States" (emphasis added).  The Multiple-Use 
Sustained Yield Act of 1960 directs the Forest Service to administer 
federal lands for “outdoor recreation, range, timber, watershed, and 
wildlife and fish purposes.”  

The National Forest Management Act (NFMA) of 1976 states that “the 
Secretary of Agriculture...may sell, at not less than appraised value, 
trees, portions of trees, or forest products located on National Forest 
System Lands.”  Although the heart of the Act is the land management 
planning process for national forests, the Act also sets policy direction 
for timber management and public participation in Forest Service 
decision making.  Under NFMA, the Forest Service was directed to 
“limit the sale of timber from each national forest to a quantity equal to 
or less than a quantity which can be removed from such forest annually 
in perpetuity on a sustained-yield basis.” 

The NFMA directs the Forest Service to complete land management 
plans for all units of the National Forest System.  Forest plans are 
developed by an interdisciplinary team to provide for the coordination of 
outdoor recreation, range, timber, watershed, wildlife and fish, and 
wilderness.  Forest plans designate areas of national forest where 
different management activities and uses are considered appropriate 
including those areas suitable for timber harvest.   

Timber from the Tongass National Forest is being offered for sale as 
part of the multiple-use mission of the Forest Service identified in the 
public laws guiding the agency.  In addition, Alaska-specific legislation 
and the Tongass Forest Plan direct the Forest Service to seek to provide 
timber to meet market demand, subject to certain limitations.  

The Alaska National Interest Lands Conservation Act (ANILCA) and 
the Tongass Timber Reform Act (TTRA) provide direction on the issue 
of Tongass timber supply.  Section 101 of TTRA amended the ANILCA 
timber supply mandate and fixed budget appropriations and replaced 
them with the following text in Section 705 (a): 

“Sec. 705. (a) Subject to appropriations, other applicable law, and 
the requirements of the National Forest Management Act of 1976 
(P.L. 94-588); except as provided in subsection (d) of this section, 
the Secretary shall, to the extent consistent with providing for the 
multiple use and sustained yield of all renewable forest resources, 
seek to provide a supply of timber from the Tongass National Forest 
which (1) meets the annual market demand for timber from such 

Alaska-Specific 
Legislation 
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forest and (2) meets the annual market demand from such forest for 
each planning cycle.” 

The Record of Decision for the Tongass Land Management Plan 
Revision (Forest Plan) was signed by the Alaska Regional Forester in 
1997.  The Forest Plan incorporated new resource information and 
scientific studies and reflected an extensive public involvement process.   

There was direction to supplement the 1997 Final EIS to evaluate and 
consider roadless areas within the Tongass for recommendation as 
potential wilderness areas as part of the March 2001 US District Court 
decision on litigation on the 1997 Forest Plan.  The Record of Decision 
for the Supplemental Environmental Impact Statement was signed in 
February 2003.  The No-action Alternative was selected; no additional 
lands were recommended for Wilderness designation and no changes 
were made to the Land Use Designations (LUDs) from the 1997 Record 
of Decision.  The 1997 Forest Plan defines appropriate activities within 
each LUD.  Approximately 74 percent of the Tongass is allocated to 
LUDs where commercial timber harvest is not allowed. 

Amendments have been made to the 1997 Forest Plan, primarily to 
modify small Old-growth Habitat Reserves to meet Forest Plan criteria.  
These amendments have been accomplished through environmental 
analysis and are documented in decision documents.  Due to those 
modifications, LUDs in certain areas have changed from development 
LUDs that allow timber harvest to Old-growth Habitat LUD or changed 
from the Old-growth Habitat LUD to development LUDs.  Since the 
plan was signed in 1997, these amendments have affected two percent of 
the acres designated as suitable commercial timber by re-designating 
them as Old-growth Habitat LUD where timber harvest is not allowed.   

The effects to resources in the Final EIS for the 1997 Forest Plan were 
analyzed as if the full timber harvest allowed under each alternative 
would occur over the next decade and into the future.  In that way, the 
Forest Plan analysis displayed the maximum environmental effects that 
could be reasonably foreseen.  Since substantially less timber volume 
and acres have been harvested since the 1997 Forest Plan revision than 
was analyzed, the effects on resources are expected to be less than 
projected in the 1997 Final EIS.  The environmental effects analysis in 
the Forest Plan projected that up to 267 MMBF and 10,200 acres could 
be harvested per year based on the suitable forest lands where timber 
harvest is compatible with the Forest Plan Land Use Designations.  
Forest Plan monitoring indicates that average annual harvest has been 
considerably less than that amount (Figure A-1).   

Tongass National 
Forest Land and 
Resource 
Management Plan 
(Forest Plan, as 
amended) 
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Figure A-1 
 Tongass Timber Harvest,  1998-2006 
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On August 5, 2005, the Ninth Circuit Court of Appeals ruled that a 
misinterpretation of the Brooks and Haynes 1997 draft timber demand 
projections rendered the 1997 Record of Decision for the Tongass Land 
Management Plan Revision arbitrary and capricious.  The court of 
appeals remanded the matter for further proceedings consistent with the 
court's opinion (Natural Resources Defense Council v. U.S. Forest 
Service).  The process of remedying the shortcomings identified by the 
court of appeals is in progress with a Forest Plan Amendment Draft EIS 
released in January 2007.  However, there are lengthy time periods 
involved in clearing timber volume through the NEPA, administrative 
appeals and litigation processes.  Clearing a timber sale project through 
the NEPA process is an important step in the process the Alaska Region 
uses to comply with this mandate. Delaying the completion of this and 
other site-specific projects until after a decision on the Forest Plan 
Amendment is made would undermine the Forest Service’s ability to 
keep an even-flow of economical timber supply.   This project will be 
reviewed for consistency with the decision on the Forest Plan 
Amendment. 

Allowable Sale Quantity (ASQ) 
The ASQ serves as an upper limit on the amount of timber that may be 
offered for sale each decade as part of the regularly scheduled timber 
sale program.  The Record of Decision for the 1997 Forest Plan states:   

“The maximum amount of timber that could be harvested 
(Allowable Sale Quantity or ASQ) during the first decade of the 
Forest Plan implementation is an average of 267 MMBF per year.  A 
timber volume level less than the ASQ is likely to be offered over 
the next few years, given current market conditions, the transition 
that both the timber industry and the Forest Service are experiencing, 
and the current amount of appeals and litigation. 
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The ASQ is the maximum amount of sustainable timber harvest on 
suitable forest lands allocated to development by the Forest Plan, in 
accordance with its standards and guidelines and management direction.  
It consists of two separate Non-Interchangeable Components (NICs) 
called NIC I and NIC II.  The NIC I component includes lands that can 
be harvested with normal logging systems including helicopter logging 
with less than ¾ mile yarding distance.  The NIC II component includes 
land that has high logging costs due to isolation or special equipment 
requirements.  Most of these NIC II lands are presently considered 
economically and technically marginal. 

There are two purposes of partitioning the ASQ into two components: 
(1) to maintain the economic sustainability of the timber resource by 
preventing the over-harvest of the best operable ground, and (2) to 
identify that portion of the timber supply that may not be harvested 
because of marginal economic conditions.   

With regard to timber production sustainability, the Record of Decision 
for the 1997 Forest Plan further states:   

“The timber resource will be managed for production of sawtimber 
and other wood products from timberlands available for sustainable 
timber harvest, on an even-flow, sustained-yield basis and in an 
economically efficient manner.  The Tongass National Forest will 
seek to provide a timber supply sufficient to meet the annual market 
demand for Tongass National Forest timber and the market demand 
for the planning cycle. 

The Tongass National Forest will continue to allow timber harvest 
while maintaining sustained yield and multiple-use goals.  The 
forest-wide standards and guidelines for timber include general 
direction to “[e]nsure that silvicultural systems other than 
clearcutting are considered through an appropriate project level 
analysis process.”  However, uneven-aged management systems will 
be limited to areas where yarding equipment suited to selective 
logging can be used. 

The January 2001 Roadless Area Conservation Rule prohibited most 
timber harvest and road construction in inventoried roadless areas on 
National Forest System lands.   

The Roadless Area Conservation Rule (1/12/2001) has been the subject 
of several lawsuits.  In the most recent ruling (9/20/06), the court re-
instituted the rule as it appears in the 2004 version of 36 CFR Parts 200 
to 299.  The rule in effect includes the text at 294.14(d):  "this subpart 
does not apply to road construction, road reconstruction, or the cutting, 
sale or removal of timber in inventoried roadless areas on the Tongass 
National Forest". 

Roadless Area 
Conservation Rule   
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An analysis of the effects to roadless areas within the project area has 
been included as part of the analysis for this project.  This project is 
consistent with agency policy and procedures and has been designed to 
meet the management direction, goals and objectives, and standards and 
guidelines in the Forest Plan.   

How Does the Forest Service Develop 
Forecasts about Future Timber Market 
Demand? 
Consistent with the provisions of the Tongass Timber Reform Act, the 
Tongass National Forest makes two determinations on volume to be 
offered.  The first, “annual market demand” is an estimate on volume to 
be offered for the current year, based on a forecast of annual timber 
market demand.  The second is “planning cycle market demand” 
forecasts potential timber volume needs over the life of the Forest Plan.  
Annual market demand is analogous to assessing industry performance 
in the short-term.  The general approach is to consider the timber 
requirements of the region’s sawmills at different levels of operation and 
under different assumptions about market conditions and technical 
processing capability. 

The annual market demand forecast is a methodology used to set the 
short-term goals for the Tongass timber sale program – it is the projected 
volume of Tongass timber needed to meet estimated annual market 
demand.  The estimated annual market demand is the volume the Forest 
plans to offer for sale in the current year pending sufficient funding.  

The report Responding to the Market Demand for Tongass Timber 
(Morse, 2000) documents the formulas and procedures used in 
forecasting annual market demand.  The Morse methodology originally 
used the projected harvest from the final 1997 Brooks and Haynes 
report. Currently calculations of the annual demand use the annual 
projected harvest from Brackley et al. 2006 as one of the inputs.   In 
addition, the methodology is self-correcting based on actual experience 
and considers such factors as mill capacity, utilization, and volume 
under contract.  To the extent that actual harvest is lower than projected 
harvest, the inventory of timber under contract builds up and the demand 
for new timber decreases, as long as economic volume is available.  The 
procedures are designed to be flexible given the uncertainty associated 
with forecasting market conditions.  This is especially difficult in 
Southeast Alaska because of the structural transformation underway in 
the timber industry.  The methodology accounts for the fact that the 
Forest Service timber sale program cannot quickly respond to market 
fluctuations, and allows the industry to accumulate adequate volume 
under contract.  The methodology includes provisions to monitor 

Annual Market 
Demand 
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industry behavior and includes ways to adjust timber sale program levels 
to reflect harvest activity with some specific criteria for action.  These 
assumptions provide a basis for estimating the volume of timber likely 
to be processed by the industry as a whole in any given year.  The 
volume of timber likely to be purchased is equal to the volume needed to 
make up any inventory shortfall in addition to the volume likely to be 
harvested in the coming year. 

To keep the annual demand current, the timber sale plan is updated each 
fiscal year for each ranger district, whereby the current year is dropped 
at the end of the fiscal year and a new year is added.  These plans from 
the ranger districts are then consolidated into the Tongass Timber Sale 
Plan.  In the past, the Tongass prepared a 10-year timber sale plan.  For 
several reasons, the Tongass now uses a 5-year timber sale plan, which 
is consistent with Forest Service Manual 2430.  These reasons include 
the difficulty to project changing market conditions, the outcome of 
timber harvest decisions affected by litigation, the time it will take to 
remedy the Forest Plan to be consistent with the court’s opinion 
(Natural Resources Defense Council v. U.S. Forest Service) and the 
completion of the amendment to the Forest Plan currently in progress.  
This 5-year plan is based on completed and ongoing environmental 
analyses and will contain more-accurate information to purchasers and 
provide a plan that is easier to adjust in response to changing market 
conditions.    

The volume that needs to be offered to meet the “annual market 
demand” for FY 07 is projected to be 131 MMBF.  This figure was 
calculated using the Brackley et al. 2006 “expanded lumber scenario” 
which allows for sufficient timber volume for the existing Southeast 
Alaska sawmills to operate efficiently.  The spreadsheet displaying how 
this demand is calculated and a summary of the factors used in these 
calculations are in the project record.   

The planned annual timber volume offer could include a combination of 
new, previously offered, and reconfigured timber sales.  Both green 
timber and salvage will be components of the program.  Offerings will 
consist of those targeted for Small Business qualified firms, as well as a 
portion of the volume being made available for the open market.   

There have been a number of “planning cycle market demand” analyses 
prepared for Tongass timber program, including three General Technical 
Reports prepared by Brooks and Haynes (1990, 1994, and 1997) 
published by the Forest Service’s Pacific Northwest (PNW) Research 
Station. The 1997 demand projections were used as input in the 
preparing the 1997 Tongass Forest Plan.   

An update of the demand assessment by Brooks and Haynes (1997) was 
requested by the Forest Service Alaska Region.  In 2006, the PNW 
Research Station published new harvest projections (Brackley et al. 

Market Demand for 
the Planning Cycle       
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2006). The Brackley et al. 2006 projections contain four scenarios, as 
opposed to the three in Brooks and Haynes (1997).    These four 
scenarios include: 1) limited lumber production which at the time 
represented the current situation ; 2) expanded lumber production which 
represents current industry in southeast Alaska operating with some kind 
of demand stimulation; 3) medium integrated industry which represents 
an expansion of the current industry capacity and better utilization of  
forest products removed from public timber sales in response to some 
higher level of demand stimulation; and 4) high integrated industry 
which represents full utilization of forest products in response to some 
kind of further demand stimulation.  More information about these 
scenarios is in the Forest Plan Amendment Draft EIS (January 2007). 

The Brackley et al. (2006) derived demand projections did not require 
changes to the basic methodology from the procedure outlined in Morse 
(2000a) except to use the projections from Brackley, 2006 rather than 
the 1997 Brooks and Haynes projections (Alexander, 2006).  Values in 
Table A-1 are used as input to the Morse method model.   
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Table A-1.  Tongass National Forest Timber Sale Volume Necessary 
to Supply Derived Demand for Decked Log Volume and Chips— in 
Million Board Feet (MMBF); (Alexander, 20061)  
 
Year 1- Limited 

lumber 
scenario 

2 - Expanded  
lumber 
scenario 

3 -Medium 
integrated 
scenario 

4 - High 
integrated 
scenario 

2007 49.8 61.9 67 67 
2008 49.8 66.4 139 139 
2009 51.3 72.4 151 151 
2010 52.8 78.5 166 166 
2011 52.8 84.5 184 184 
2012 54.3 90.5 204 286 
2013 55.8 98.1 204 291 
2014 57.3 105.6 204 295 
2015 58.9 113.2 204 299 
2016 58.9 122.2 204 303 
2017 60.4 131.3 204 308 
2018 61.9 140.3 204 312 
2019 63.4 150.1 204 317 
2020 64.9 163.0 204 325 
2021 66.4 175.0 204 333 
2022 67.9 187.1 204 342 
2023 69.4 200.7 204 351 
2024 70.9 215.8 204 360 
2025 72.4 230.9 204 370 
1 Annualized calculation to fulfill derived demand scenarios from Brackley et al. 
(2006).  This table was created using annualized values provided by Dr. Allen 
Brackley (personal communication, Nov 29 2006) from the model used to develop 
derived demand estimates in Brackley et al. (2006a).  The values for Limited Lumber 
Scenario and Expanded Lumber scenarios reported in this table have been adjusted to 
include low quality material not included in the demand projections and include saw 
logs, cedar export, and utility (chip) volumes available from sawmill production.  The 
Medium and High Integrated Scenarios are not adjusted and include saw logs, cedar 
exports, chip volumes, low-grade material, and utility in Brackley et al. (2006). 
 
Both the “annual market demand” and the “planning cycle market 
demand” projections are important for timber sale program planning 
purposes.  They provide guidance to the Forest Service to request 
budgets, to make decisions about workforce and facilities, and to 
indicate the need to begin new environmental analysis for future 
program offerings.  They also provide a basis for expectations regarding 
future harvest, and thus provide an important source of information for 
establishing the schedule of probable future sale offerings.  The weight 
given to the projections will vary depending on a number of factors, 
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such as how recently they were done and how well they appear to have 
accounted for recent, site-specific events in the timber market.   

What Steps Must Be Completed to 
Prepare a Sale for Offer?  
The Tongass National Forest’s timber sale program is complex.  A 
number of projects are underway at any given point in time, each of 
which may be in a different stage of planning and preparation.  A system 
of checkpoints, or “gates”, helps the Forest Service track the 
accomplishments of each stage of a project from inception to contract 
termination. 

Gate 1 – Initial Planning of Timber Sale Project 
A Timber Sale Project Plan, often referred to as a Position Statement, is 
a brief analysis of the project area with the intent of determining the 
feasibility of a potential timber sale.  After the Position Statement is 
developed, the Forest Service decides whether the project area merits 
continued investment of time and funds in sale planning.  

Gate 2 – Project Analysis, Sale Area Design, and Decision 
This step is commonly referred to as the “NEPA” phase and includes 
field work, public scoping, analysis, draft disclosure of the effects of the 
project on the environment, public comment, final analysis and 
disclosure, decision, and potentially administrative appeals and 
litigation.  Gate 2 activities must be completed before a sale is awarded.  
Legislation, policy changes, and appeals and litigation have recently 
extended completion of some projects for a much longer timeframe, 
often doubling the desired time frame. 

Gate 3 – Preparation of a Timber Sale 
During this step, the information and direction included in the decision 
document from Gate 2 is used to layout units and design roads on the 
ground.  Additional site-specific information is collected at this time.  In 
order to maintain an orderly flow of sales, Gate 3 activities need to be 
complete before a sale is advertised.   

Gate 4 – Advertise a Timber Sale   
The costs and value associated with the timber sale designed in Gate 3 
are appraised and packaged in a timber sale contract.  The contract is a 
legally binding document that tells a prospective timber sale purchaser 
how the sale must be harvested to conform to the project decision 
document.  This step occurs during the final year of the project 
development and culminates with the advertisement of the project for 
sale.   
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Gate 5 – Bid Opening 
Gate 5 is completed with the opening of bids for the project.  If a bid is 
submitted, contractual provisions govern when the award of the sale 
takes place, when the sale will be completed (contract length and 
operation season), and how timber removal is to occur. 

Gate 6 – Award a Timber Sale Contract 
Gate 6 is the formal designation of a contract between a bidder and the 
Forest Service. 

How Does the Forest Service Maintain 
an Orderly and Predictable Timber Sale 
Program?  
As discussed earlier, the Forest Service tracks the accomplishment of the 
different steps of development of each timber sale with the Gate System 
process (Forest Service Handbook 2409.18).  From a timber sale 
program standpoint, it is also necessary to track and manage multiple 
projects through a “pipeline” of time as projects collectively move 
through the Gate System.  Because of the timeframes needed to 
accomplish a given timber sale and the complexities inherent in timber 
sale project and program development, it is necessary to track various 
timber sale program volumes from Gate 1 through Gate 6.  

The goal of the Tongass National Forest is to provide an even flow of 
timber sale offerings on a sustained-yield basis to meet market demand.  
In recent years, this has been difficult to accomplish due to a 
combination of uncertainties such as delays related to appeals and 
litigation; changing economic factors, such as rapid market fluctuations; 
and industry-related factors, such as changes in timber industry 
processing capabilities.  To achieve an even flow of timber sale 
offerings, ‘pools’ of volume in various stages of the Gate System are 
maintained so volume offered can be balanced against current year 
demand and market cycle projections. 

Today, upward trends in demand are resolved by moving out-year 
timber projects forward, which may leave later years not capable of 
meeting the needs of the industry.  In other instances, a number of new 
projects are started based on today’s market but will not be available for 
a number of years.  By the time the added projects are ready for offer, 
the market and demand for this volume may have changed.  Three pools 
of timber volume are tracked to achieve an even flow of timber sale 
offerings.  

The objective of the timber pools concept is to maintain sufficient 
volume in preparation and under contract to be able to respond to yearly 
fluctuations in a timely manner.  Refer to Table A-2, which displays the 

Pools of Timber 
(Pipeline Volume) 
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current estimated volume in each pool, as well as the goal for volume to 
be maintained in each pool, based on historic patterns.  Based on historic 
patterns, the Tongass has established a goal for the volume to be 
maintained in each of the timber pools.  Appeals and litigation can cause 
timber sale projects to be reevaluated to ensure they meet current 
standards and direction, which can cause delays in making projects 
available to move through the pools, thereby not fully meeting the goals 
for volumes in each pool.   

Pool 1 - Timber Volume Under Analysis (Gate 1 and Gate 2) 
Volume in Gate 1, the initial planning step, represents a large amount of 
volume, but represents a relatively low investment in each project.  This 
relatively low investment level offers the timber program manager a 
higher degree of flexibility and thus, does not greatly influence the flow 
of volume through the pipeline.   

Gate 2, timber volume under environmental analysis, includes sales 
being analyzed and undergoing public comment through the NEPA 
process.  This pool includes any project that has started the scoping 
process through those projects ready to have a decision issued.  In 
addition, tracking how much volume is involved in appeals or litigation 
may be necessary to determine possible effects on the flow of potential 
timber sales.  Volume in appeals and litigation is tracked as a subset of 
this pool as necessary (Table A-3).  

Based on historic patterns, the Tongass has established a goal for the 
pipeline volume to be maintained in each of the timber pools.  The goal 
for Pool 1 is to be maintained at approximately 4.5 times the amount of 
the projected harvest to account for projects at various stages of analysis.  
That goal reflects a number of factors which can lead to a decrease in 
volume available, such as a decision in Gate 1 to drop further analysis in 
a particular planning area (called the “no go” decision), a falldown in 
estimated volume between Gate 1 and Gate 2, and volume not available 
for harvest due to appeals or litigation.  

Pool 2 - Timber Volume Available for Sale (Gates 3, 4 and 5) 
Timber volume available for sale includes sales for which environmental 
analysis has been completed, and have had any administrative appeals 
and litigation resolved.  Enough volume in this pool is needed to be 
maintained to be able to schedule future sale offerings of the size and 
configuration that best meets market needs in an orderly manner.   

As a matter of policy and sound business practice, the Forest Service 
announces probable future sale offerings through the Periodic Timber 
Sale Announcement.  Recent delays at Gate 2 have affected sale 
preparation and have made scheduling uncertain.  At Gate 4, sales have 
been fully prepared and appraised, and are available to managers to 
advertise for sale.  This allows potential purchasers an opportunity to do 
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their own evaluations of these offerings to determine whether to bid, and 
if so, at what level.  

Timber in this pool can include a combination of new sales, previously 
offered unsold sales, and remaining volume from cancelled sales.  The 
goal is to maintain Pool 2 at approximately 1.3 times the amount of the 
projected harvest to allow flexibility in offering sales.   

Pool 3 - Timber Volume under Contract (Gate 6) 
Timber volume under contract contains sales that have been sold and a 
contract awarded to a purchaser, but which have not yet been fully 
harvested.  Contract length is based on the amount of timber in the sale, 
the current timber demand, and the accessibility of the area for 
mobilization.  The longer the contract period, the more flexibility the 
operator has to remove the timber based on market fluctuations.  Timber 
contracts typically initially give the purchaser 3 years to harvest and 
remove the timber purchased.  Analysis of Tongass timber sales 
indicates an average sale length of about 6 years due to modifications in 
the contracts due to inoperable periods of weather, injunctions, and other 
contractual delays.      

The Tongass attempts to maintain roughly 3 years of unharvested 
volume under contract to the industry as a whole.  This volume of timber 
is the industry’s dependable timber supply, which allows adaptability for 
business decisions.  This practice is not limited to the Alaska Region, 
but is particularly pertinent to Alaska because of the nature of the land 
base.  The relative absence of roads, the island geography, the steep 
terrain, and the consequent isolation of much of the timber land means 
that timber purchasers need longer-than-average lead times to plan 
operations, stage equipment, set up camps, and construct roads prior to 
beginning harvest. 

A combination of projected harvest and projected demand is used to 
estimate the volume needed to maintain an even-flow timber sale 
program.  As purchasers harvest timber, they deplete the volume under 
contract.  Timber harvest is then planned and offered by the agency as 
sales that give the industry the opportunity to replace this volume and 
build or maintain their working inventory.  Although there will be 
variation for practical reasons from year to year, in the long-run over 
both the high points and low points of the market cycle, the volume 
harvested will equal the timber volume sold, excluding cancelled sales. 

The goal for Pool 3, volume under contract, is to maintain timber 
volume at approximately three times the amount of annual projected 
harvest.  This allows the purchasers to have a continuous supply of 
timber volume available for harvest so they can plan their operations and 
be flexible to allow for weather conditions and market fluctuations.   
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Table A-2   
Accomplishments in Gate System and Timber Pools (MMBF)

Pipeline Pool Volume 2007 Goal  FY 07  
(as of 9/24/07) 

Pool 1 
Volume Under Analysis 
 (Gates 1 and 2)  
 

2791 385 

Pool 2 
Volume Available for Sale 
 (Gates 3, Gate 4 and Gate 5)  
 

792 3093 

Pool 3  
Volume Under Contract  
  (Gate 6)  
 

1864 975 

1 The goal for volume under analysis is approximately 4.5 times the projected harvest 
for the current year (61.9 MMBF for 2007 based on expanded lumber scenario).  
Volume under analysis includes all volume in projects from the Notice of Intent 
through completion of the environmental analysis for sales planned.   
2 The goal for volume available for sale is to have at least 1.3 times the projected 
harvest for the current year (61.9 MMBF) in sales that have approved NEPA and 
completion of timber sale preparation.    
3 Includes volume from sales mutually cancelled under the provision of the 2004 
Appropriations Act (Sec. 339).  However, much of this volume appraises deficit under 
current market conditions and can not be offered for sale under Congressional direction 
in the 2006 Appropriations Act (Public Law 109-54, Sec. 416).  Does not include 
volume under litigation – see Table A-3.   
4 The goal for volume under contract is for purchasers to have 3 times the volume 
under contract as projected for harvest for the current year (61.9 MMBF).  
5 Estimated volume under contract available for harvest (not including timber enjoined 
from harvest or sales that have had mutual cancellation requests granted). 
 
Timber harvest projects require site-specific environmental analysis that 
usually is documented in an environmental assessment (EA) or an 
environmental impact statement (EIS).  The public is notified of the 
analysis and is provided the opportunity to comment on proposals and 
file an appeal on decisions.  The administrative appeal process for most 
timber harvest projects takes up to 105 days before implementation to 
occur.   

When decisions are appealed and affirmed through the administrative 
appeal process, the project can still be litigated.  Litigation can be a 
lengthy process.  Although litigation does not preclude offering timber 
for sale, the Forest Service and potential purchasers are often reluctant to 
enter into a contract where the outcome is uncertain.  Recently, sales 
were enjoined from harvest after the contracts were awarded.  The 

How Appeals and 
Litigation Affect the 
Timber Sale 
Program 



Appendix A 

Navy Timber Sale DEIS                                               Reasons for Scheduling – Appendix A ■ 15 

outcome of litigation affects the Forest’s ability to provide a reliable 
timber supply.  

Table A-3  

Timber Volume Involved in Appeals and/or Litigation1 

Timber volume with decision reversed on appeals 2 23 MMBF 

Timber volume involved with litigation  43.5 MMBF 
1 As of September 24, 2007   

2 Decision overturned during internal review.  Does not include volume in decisions 
currently in the appeal period or undergoing an appeal review.  

How Does the Forest Service Decide 
Where Timber Harvest Projects should 
be Located? 
The location of timber sale projects is based first on the land allocation 
decisions in the Forest Plan.  Under the 1997 Forest Plan, lands 
designated for possible timber harvest are in the development Land Use 
Designations  (LUDs), primarily the Timber Production, Modified 
Landscape, and Scenic Viewshed LUDs. 

The second consideration is the suitability of the land for timber 
production.  Many acres within the development LUDs are not suitable 
for timber production due to poor soils or steep slopes.  The process for 
determining the suitability of the land is found in the Forest Plan, 
Appendix A.  Figure A-2 depicts the classification of all the lands within 
the Tongass National Forest.  Four percent of the Tongass land base, the 
suitable, available and scheduled forest land, provides the land base for 
the Allowable Sale Quantity of 267 MMBF per year.  Under the 1997 
Forest Plan, the remainder of the land, approximately 96 percent, does 
not allow, is not scheduled, or is not physically suitable.   

Timber Resource 
Land Suitability 
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Figure A-2  

1997 Forest Plan Timber Resource Suitability Analysis 

Non-Forest land
41%

 Withdrawn lands
25%

Non-Productive Forest
14%

Productive Forest 
Suitable and Available -

 Scheduled  4%
Productive Forest Non-

Development LUD
8%

Productive Forest 
Suitable and Available - 

Unscheduled   2%

Productive Forest- 
Not suitable

6%

 
Non-Forest land – Land that has never supported forests, e.g. muskeg, rock, ice, etc. 
Withdrawn Lands – Lands designated by Congress, the Secretary of Agriculture, or Chief for purposes 
that preclude timber harvest, e.g. Wilderness Areas 
Non-productive Forest – Forest land not capable of producing commercial wood on a sustained yield 
basis   
Productive Forest, Not suitable, Physical Attributes – Forest land unsuitable for timber due to physical 
attributes (steep slopes, soils, etc.) and/or inadequate information to ensure restocking of trees within 
five years of final harvest. 
Productive Forest, Not Suitable, Non-development LUD – Productive forest lands where timber 
production is not allowed due to Forest Plan land use designation, e.g. Semi-Remote Recreation, Old-
growth Habitat, etc.   
Productive Forest, Suitable and Available, Scheduled – Forest land that meets all the criteria for timber 
production suitability and is available and is scheduled by the Forest Plan over the planning horizon 
Productive Forest Suitable and Available Unscheduled – Forest land that meets all the criteria for timber 
production suitability, is available for harvest, however was not scheduled in the Forest Plan model for 
harvest. 

 

The Tongass National Forest is divided into ten ranger districts.  For 
planning and scheduling purposes, the Allowable Sale Quantity (ASQ) 
has been allocated to the ranger districts based on the Forest Plan 
modeling (FORPLAN) results of suitable and available acreage.  The 
average annual distribution of the full Forest Plan ASQ by ranger 
districts is displayed in Table A-4 (all volumes are identified as sawlog 
plus utility). 

District-Level 
Planning  
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Table A-4 

Annual Distribution of Forest Plan Allowable Sale Quantity 
(mmbf) by District  

Non-Interchangeable 
Component (NIC)1 Ranger District 

NIC I NIC II 

Ketchikan/Misty Fiords 32 7 

Thorne Bay 42 9 

Craig 33 7 

Wrangell 28 6 

Petersburg 50 9 

Sitka 17 4 

Hoonah 7 2 

Juneau 7 2 

Yakutat 4 1 

Admiralty National Monument 0 0 

NIC Totals 220 47 

ASQ Total(mmbf) 267 
1 NIC I component – lands that can be harvested with normal logging systems 
including helicopter logging with less than ¾ mile yarding distance.   

NIC II component – includes land that has higher logging costs due to isolation or 
special equipment requirements.   

The Forest Supervisor for the Tongass National Forest is responsible for 
the overall management of the Forest’s timber sale program.  Included 
within these responsibilities is making the determination on the amount 
of timber volume to be made available to industry.  Whether or not 
sufficient funding is appropriated to attain the program is the 
responsibility of the Congress and the President. 

District Rangers develop a timber sale plan of potential timber harvest 
projects.  The goal of the plan is to attain the targeted offer level for the 
current year, based on the estimated annual market demand, and to 
develop a timber program for several years of the planning cycle.  The 
offer level for the current year is based, to the extent possible, on the 
forecasted annual market demand.  Actual demand may fluctuate from 
year to year due to short-term market fluctuations.  Actual offer levels 
vary year to year depending on several factors, including volume in 
gates 3 through 5, and current market conditions.    

The District Ranger is responsible for identifying and recommending the 
project areas for the 5-Year Timber Sale Plan.  The Ranger’s role is to 
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develop and recommend to the Forest Supervisor timber harvest projects 
that meet Forest Plan goals and objectives.  Districts work on various 
timber sale projects simultaneously, resulting in continual movement of 
projects through the stages of the timber program pipeline.  This 
schedule allows the necessary time to complete preliminary analysis, 
resource inventories, environmental documentation, field layout 
preparations and permit acquisition, appraisal of timber resource values, 
advertisement of sale characteristics for potential bidders, bid opening, 
and physical award of the timber sale.  Project delays through the 
completion of Gate 2 attributable to legal injunctions and litigation have 
affected the offer level in recent years.  Once all of the Rangers’ 
recommendations are made and compiled into a consolidated schedule, 
the Forest Supervisor is responsible for the review and approval of the 
final timber sale plan.   

Considerations the District Ranger takes into account for each project 
include:    

• The project area contains a sufficient number of suitable timber 
production acres allocated to development Land Use Designations.  
Available information should indicate that the timber volume 
being considered for harvest can be achieved while meeting Forest 
Plan goals, objectives, and standards and guidelines.   

• Other resource uses and potential future uses of the area and of 
adjacent areas and of non-National Forest System lands.   

• Areas where the investment necessary for project infrastructure 
(roads, bridges, etc) is achievable with the estimated value of 
timber volume in the project area.  Where infrastructure already 
exists, the project would allow any maintenance and upgrade of the 
facilities necessary for removal of timber volume.   

• Areas where investments for the project coincide with long-term 
management based on Forest Plan Direction. 

The implementation of the sales on the timber sale plan depends in part 
on the final budget appropriation to the agency.  In the event insufficient 
budget is allocated, or resolution of pending litigation or other factors 
delay planned sales, timber sale projects are selected and implemented 
on a priority basis.  Generally, the higher-priority projects include sales 
where investments such as road networks, camps or log transfer 
facilities have already been established or where land management 
status is not under dispute.  The distribution of sales across the Tongass 
is also taken into account to distribute the effects of sales and to provide 
sales in proximity to timber processing facilities.  Timber sale projects 
scheduled for the current year that are not implemented, or the 
remaining volume of sales that are only partially implemented, are 
shifted to future years in the plan.  The sale plan becomes very dynamic 
in nature due to the number of influences on each district.   



Appendix A 

Navy Timber Sale DEIS                                               Reasons for Scheduling – Appendix A ■ 19 

This project meets all laws and regulations governing the removal of 
timber from National Forest System lands, including Forest Service 
policies as described in Forest Service manuals and handbooks and the 
1997 Forest Plan and Record of Decision.  Based on current year and 
anticipated future timber volume demand and the timber supply 
provisions of the Tongass Timber Reform Act, the analysis of the Navy 
Timber Sale is prudent at this time to meet timber sale needs as included 
on the approved multiple-year timber sale plan.  The anticipated budget 
allocations and the availability of resources are sufficient to prepare and 
offer this project for sale as scheduled.   

This project is currently in Gate 2, Project Analysis.  The amount of 
volume considered for harvest under the action alternatives ranges from 
18.7 MMBF to 97.9 MMBF, which would contribute to the Tongass 
timber sale program.  A no-action alternative is also analyzed in this 
EIS.  If an action alternative is selected in the decision for this project, 
this volume will be added to the volume available for sale.   

As described in the Pools of Timber section of this appendix, the volume 
of timber needed to maintain Pool 1 is 4.5 times the amount of the 
projected harvest to account for projects at varying stages of analysis for 
that year.  As displayed in Table A-2, the goal for volume under analysis 
is 589 MMBF.  Currently, the forest-wide volume under analysis (Pool 
1) is about 490 MMBF and includes the volume for this project.  This 
project contributes to timber sale program planning objectives to meet 
the goal of providing an orderly flow of timber from the Tongass on a 
sustained yield basis to meet timber supply requirements.  It is 
reasonable to be conducting the environmental analysis for this project 
at this time.  The timber volume from this project is currently proposed 
for offer in multiple sales starting in Fiscal Year 2008.   

As explained above, timber harvest project areas are selected for 
environmental analysis for a variety of reasons.  The reasons this project 
is being considered in this area include: 

• The Navy Timber Sale Project Area contains sufficient acres of 
suitable and available forest land to make this timber harvest 
proposal reasonable.  Areas with available timber need to be 
considered for harvest in order to seek to provide a supply of 
timber from the Tongass National Forest which (1) meets the 
annual market demand from such forest, and (2) meets the market 
demand from such forest for each planning cycle, pursuant to 
Section 101 of the Tongass Timber Reform Act (TTRA).   

• Over 80% of the project area is identified in the Forest Plan as 
Timber Production, Modified Landscape, or Scenic Viewshed 
Land Use Designations, which include timber harvest among their 
management goals.  

How Does This 
Project Fit into the 
Tongass Timber 
Program? 

Why is This Project 
Occurring in This 
Location? 
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• The geographic location of the Navy Timber Sale project area is 
within reach of several existing processing facilities. 

• A road system and log transfer facility are already in place to 
provide access to many of the proposed timber harvest units. 

• The Navy Timber Sale area contains sufficient acres of suitable 
and available forest land to make this timber harvest proposal 
reasonable. 

  
Providing substantially less timber volume than required to meet Forest 
Plan and TTRA Section 101 timber supply and employment objectives 
in order to avoid harvest in the project area is not necessary or 
reasonable.   

Effects on subsistence resources from timber harvest Tongass-wide are 
projected to have few differences based on the sequence in which areas 
are harvested.  Harvesting other areas with available timber on the 
Tongass National Forest would be expected to have similar potential 
effects on subsistence resources.  Harvest within other areas is 
foreseeable under the Forest Plan.   

Conclusion 
There is a long legislative recognition that timber harvest is one of the 
appropriate activities on national forests, starting with the founding 
legislation for national forests in 1897.  The National Forest Organic Act 
provides that national forests may be established “to improve and 
protect the forest within the boundaries of, or  for the purposes of 
securing favorable conditions of water flows and to furnish a continuous 
supply of timber for the use and necessities of the citizens of the United 
States.” 

Congress’s policy for national forests, as stated in the Multiple-Use 
Sustained Yield Act of 1960, is “the national forests are established and 
shall be administered for outdoor recreation, range, timber, watershed, 
and wildlife and fish purposes.”  Accordingly, Congress has authorized 
the Secretary of Agriculture to sell trees and forest products from the 
national forests “at no less than appraised value.”  The National Forest 
Management Act directs that forest plans shall “provide for multiple use 
and sustained yield, and in particular, include coordination of outdoor 
recreation, range, timber, watershed, wildlife, fish and wilderness.” 

In addition to nationwide statutes, Section 101 of the Tongass Timber 
Reform Act directs the Forest Service to seek to meet market demand 
for timber from the Tongass, subject to certain qualifications.  It is the 
goal of the Tongass National Forest to provide an even-flow of timber 
on a sustained-yield basis and in an economically efficient manner.  The 
amount of timber offered for sale each year is based on the objective of 
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offering enough volume for sale to meet the projected annual demand.  
That annual demand projection starts with installed mill capacity, and 
then looks to industry rate of capacity utilization under different market 
scenarios, the volume under contract, and a number of other factors, 
including anticipated harvest and the range of expected timber 
purchases.  

As described by Morse (April 2000), in terms of short-term economic 
consequences, oversupplying the market is less damaging than 
undersupplying it.  If more timber is offered than purchased in a given 
year, the unsold volume is still available for re-offer in future years.  The 
unsold volume would have no environmental effects because it would 
not be harvested.  Conversely, a short fall in the supply of timber can be 
financially devastating to the industry.  This project could supply from 
18.7 MMBF to 97.9 MMBF of volume for sale, with harvest potentially 
beginning in 2009.   
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Unit Cards  
Appendix B, Unit Cards, is used to explain site-specific information about each unit and 
any resource concerns and mitigations.  Narrative cards and maps for each unit in this 
Draft Environmental Statement are in numerical order and describe the silvicultural 
prescription, resource concerns, and protection or mitigation measures for each unit.    

The section of this introduction, Harvest Treatments, explains the stand description and 
harvest treatments for this entry.  The next section, Resource Concerns and Responses, 
summarizes how protection measures can be used for resource concerns.  These 
protection measures can be either from the Forest Plan or project-specific.  

The introduction to Appendix B is followed by a map and a narrative card for each 
harvest unit.    

Unit Card Header Information  
Each unit card has a header block with information used to generally describe the stand’s 
size, location, and volume proposed for harvest.  Each header block contains the 
following information:  

Unit Number:  This is the number assigned to the unit during Alternative Development.  
Each unit may be comprised of several settings, which are labeled in the Setting Number 
block; each setting has one harvest method and one prescription assigned to it.      

Total Unit Acres:  This is an estimate of total acres within the unit using aerial photos 
and GIS information.  

Harvest Acres:  This is an estimate of the acres being treated with a silvicultural 
prescription.  Harvest acres would be less than total acres when reserves are proposed 
within the harvest unit.   

Net Harvest Volume:  This is an estimated volume (in thousand board feet, or MBF) to 
be harvested.  This was derived from field estimates and the stand exam program. A 
cruise will be done during implementation to determine an accurate volume before the 
timber is sold.  

Volume Strata Acres:  This is the approximate number of acres broken out by volume 
strata.  Three volume strata (high, medium, and low) are recognized in the Forest Plan 
and explained in the Silvicultural section of Chapter 3.  

Land Use Designation (LUD): This lists which of the following LUDs the unit resides 
in:  Modified Landscape (ML), Scenic Viewshed (SV) and Timber Production (TM).  

Photo Number:  This number references the aerial photograph that corresponds with the 
location of the unit.  

                         Navy Timber Sale DEIS, Unit Cards B - 1
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Logging Systems:  This lists whether the unit is to be yarded with the use Cable, Shovel 
or Helicopter.  

In Alternatives:  This box lists which alternative the unit is in.  

Site Index:  A measure of the relative productive capacity of an area for growing wood.  
Measurement of site index is based on the height of the dominant trees in the stand at 
base age 50.   

Stand Number:  A unique number assigned to a group of trees occupying a specific area 
and sufficiently uniform in composition, age, arrangement, and condition as to be 
distinguishable from the trees in adjoining areas. 

Silvicultural Narrative 
Existing Stand Condition:  This is the developmental stage of the physical and temporal 
distribution of trees and other plants in a forested area.  

Silvicultural Prescription:  This provides direction about the methods, techniques, and 
timing of vegetative treatments.  

Silvicultural Systems  
Silvicultural systems refer to a complete set of treatments used to manage forest stands 
and forest landscapes over long periods of time.  This process includes the harvest or 
regeneration of the stand, intermediate cuttings, and other treatments necessary for the 
development and replacement of the forest stand.  

Silvicultural systems are applied through prescriptions, the written records of the 
examination, diagnosis, and treatment regimes prescribed for the stand.  

A silvicultural diagnosis/prescription will be written for each unit.  These provide 
guidance for treatments following this proposed timber harvest, including regeneration 
and thinning through the entire rotation.     

These unit cards and silvicultural prescriptions will be used during the implementation 
process to assure that all aspects of the project are implemented within applicable 
standards and guidelines.      

Even-aged Systems 
Clearcut:  Essentially all trees in a harvest unit are removed in a single operation that 
regenerates into a single-aged stand.  In the Navy project area, clearcutting method is 
prescribed to reduce levels of mistletoe infections, decay fungi, ensure regeneration 
desired tree species, and/or to minimize losses to and risk of windthrow.  Natural 
regeneration is expected to fully stock the stand with desirable trees by year 4.   

Clearcut with reserve trees present:  Even-aged management clearcut with reserve trees 
present results in most of the trees are removed in a single operation with some trees 
retained for purposes other than regeneration.  Reserve trees are scattered or clumped, 
and are normally retained throughout a rotation to serve a purpose.  Depending on the 
individual unit prescription 15% or 50% of the original stand basal area will be retained.  
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In the Navy project area, reserve trees would be retained for wildlife habitat, to reduce 
visual impact of timber harvest and/or to further enhance wind firmness of leave areas 
(i.e. RMAs, high hazard soils, visual retention patches, etc.)  Natural regeneration is 
expected to fully stock the stand with desirable trees by year 4. 

Two-aged Systems:  
Clearcut with reserve trees present:  Two-aged management clearcut with reserve trees 
present results in stands that have two distinct cohorts with the retention of reserve trees 
comprising at least 15% of the stands original basal area with standing green trees 
constituting a distinct age class separated in age by more than 20% of the rotation.  Some 
of the stands in this project are prescribed with 15% reserve trees and others 50%.  
Reserve trees are usually selected in aggregations, individually tree marked, or 
designated by description.  Aggregations and individual reserve trees must be somewhat 
well distributed; a majority of the reserves cannot be clumped along the unit boundary.  
This resulting stand structure is similar to stands that develop naturally from completely 
regenerating because of two distinct disturbance events such as windthrow.  Two-aged 
management can produce stands of greater structural diversity than even-aged 
management.  This method may be used where windthrow or disease are not major 
threats or can be tolerated (Forest Plan, p. 4-98).  In some areas, windthrow or damage to 
residual trees can be tolerated because the dead or fallen trees would continue to provide 
structure and wildlife habitat.  In the Navy project area, reserve trees would be retained 
for wildlife habitat, to reduce visual impact of timber harvest and/or to further enhance 
wind firmness of leave areas (i.e. RMAs, high hazard soil areas, visual retention patches, 
etc.).  Natural regeneration is expected to fully stock the stand with desirable trees by 
year 4. 

Uneven-aged Systems: 
Single-tree Selection:  An uneven-aged stand contains trees of three or more distinct age 
classes, intermixed throughout the stand.  Uneven-aged stands are created through 
silvicultural pathways that include uneven-aged systems or small-scale periodic 
disturbance (gap phased) that allows for recruitment/release of trees resulting in a multi-
storied stand structure.  Harvest trees are either selected through individually tree 
marking or designated by description. No more than 30% of the total original stand basal 
area will be removed and no more that 50% of the original stand basal area of spruce or 
cedar will be removed in this entry.  These stands will continue to develop, and be 
available for additional future entries (recommended in 40 years).  This system is not 
expected to appreciably increase the likelihood of windthrow in these stands. 

Resource Concerns and Responses  
Riparian Management Areas  
Forest Plan Standards and Guidelines and BMP 12.6 direct the design of riparian 
management areas (RMAs) associated with each stream in the project area.  The 
standards and guidelines prohibit programmed commercial timber harvest in RMAs 
associated with all Class I, Class II, and Class III streams, except for right-of-way 
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clearing for road construction.  RMAs vary in width from the edge of the stream channel 
according to process group (Table A2-1) and stream value class (Table A2-2).    

Unit card maps show the location of all streams and the associated RMAs.  Unit card 
narratives also prescribe the location and width of reasonable assurance of windfirmness 
(RAW) buffers for protecting RMAs, except where windthrow potential is low (BMP 
12.6a).  

Reasonable Assuredness of Windfirmness (RAW) Buffers 
Streams requiring RAW buffers are noted under the Fish/Watershed section of the unit 
cards.  When establishing the RAW buffers, look for evidence of past wind events.  If 
trees with wind firm characteristics are present, use a RAW buffer width of one site 
potential tree height.  If windfirm trees are not present or there is strong evidence of past 
stand replacing wind events, then consider two site potential tree heights as a maximum 
width.  High value trees susceptible to windthrow within the RAW buffer may be marked 
for removal if their removal is not expected to appreciably increase the windthrow risk of 
the remaining trees.  For Floodplain (FP), High Gradient Contained (HC), Large 
Contained (LC), Moderate Gradient Contained (MC), Moderate Gradient/Mixed Control 
(MM), and Palustrian (PA) areas, manage an appropriate distance beyond the no-harvest 
zone to provide for a reasonable assurance of windfirmness of the RMA.  Site-potential 
tree heights vary according to the channel type as follows:    

FP - 130 feet  

HC - 120 feet  

LC - 100 feet  

MC - 100 feet  

MM - 120 feet  

PA - 85 feet or less  

Additional trees should also be retained in marten habitat retention areas to provide 
reasonable assurance of windfirmness.  

Best Management Practices  
Best management practices are fully described in FSH 2509.22.  They are translated into 
timber harvest and road contract provisions to ensure implementation during contract 
inspection.  

Log yarding practices are based on slope stability, soil disturbance, stream class.  
Additional measures are taken to protect streams from possible disturbance associated 
with tree falling and yarding according to BMP 13.16.  Timber contract provisions guide 
tree falling and yarding near stream courses.  Trees near Class IV streams are felled away 
from the stream whenever feasible and logging debris introduced into Class IV streams is 
removed.  Suspension requirements are used to minimize soil erosion, mass movement, 
and formation of new channels (BMP 13.9)  
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Temporary roads and associated erosion control, including decommissioning practices, 
are subject to timber sale contract provisions (BMP 13.14, 13.16, 14.7, 14.18).    

Process Groups and Stream Classes   
The Tongass National Forest defines stream channel types according to the Channel Type 
User Guide (USDA Forest Service, 1992), the foundation upon which aquatic habitat 
management prescriptions are developed.  Table B-1 shows the Forest Plan codes used on 
the unit card narratives.  Only the channel types found in timber harvest units are listed.  

Stream classes are also used to define appropriate RMAs and protection measures.  
Stream classes are defined in Table B-2.  

Table B-1 Channel Types In or Adjacent to Proposed Harvest Units  

Process Group  Channel Type 
Code  Channel Type Description  

AF1  Moderate Gradient Alluvial Fan 
Channel  Alluvial Fan  

AF2  High Gradient Alluvial Cone Channel  

FP3  Narrow Low Gradient Flood Plain 
Channel  Floodplain  

FP4  Low Gradient Flood Plain Channel  

HC1  Shallowly Incised Muskeg Channel  

HC2  Shallowly to Moderately Incised 
Footslope Channel  

HC3  Deeply Incised Upper Valley Channel  

HC5  Shallowly Incised Very High Gradient 
Channel  

High Gradient Contained  

HC6  Deeply Incised Mountain Slope 
Channel  

MC1  Narrow Shallow Contained Channel  
Moderate Gradient 
Contained  MC2  Moderate Width and Incision Contained 

Channel  

Moderate Gradient Mixed 
Control  

MM1  Narrow Mixed Control Channel  

Large Contained  LC1  Low Gradient Contained Channel  

PA1  Narrow Placid Flow Channel  
Palustrine  

PA5  Beaver Dam/Pond Channel  
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Table B-2 Stream Value Classes  

Stream 
Value 
Class  

Criteria  

Class I  
Streams and lakes with anadromous or adfluvial fish or fish habitat; or high 
quality resident fish waters, or habitat above fish migration barriers known to 
be reasonable enhancement opportunities for anadromous fish.  

Class II  

Streams and lakes with resident fish or fish habitat and generally steep (6-25 
percent or higher) gradient (can also include streams with a 0-6 percent 
gradient) where no anadromous fish occur, and otherwise not meeting Class I 
criteria.  

Class III  

Streams are perennial and intermittent streams that have no fish populations 
or fish habitat, but have sufficient flow or sediment and debris transport to 
directly influence downstream water quality or fish habitat capability.  For 
streams less than 30 percent gradient, special care is needed to determine if 
resident fish are present.  

Class IV  

Other intermittent, ephemeral, and small perennial channels with insufficient 
flow or sediment transport capabilities to have immediate influence on 
downstream water quality or fish habitat capability.  Class IV streams do not 
have the characteristics of Class I, II, or III streams and have a bankfull width 
of at least 0.3 meter (1 foot).  

 

Scenery  
The following Visual Quality Objectives from the Forest Plan provide standards for 
management based on the landscape’s scenic characteristics and public viewing concern.  

Retention:  Changes in the landscape are not visually evident to the average forest 
visitor.  

Partial Retention:  Changes in the landscape may be evident to the casual observer but 
appear as natural occurrences when contrasted with the appearance to the surrounding 
landscape.  

Modification:  Changes in the landscape appear very evident but incorporate natural 
patterns of form, line, color, and texture when contrasted with the appearance of the 
surrounding landscape.  

Maximum Modification:  Changes in the landscape appear highly evident and may 
visually dominate the surrounding landscape, yet when viewed in the background 
distance these activities appear.   
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Heritage Resources  
All identified heritage resources are not in the vicinity of the timber harvest units and 
temporary roads.  If any sites are discovered during implementation, the Forest Service 
will fulfill its consultation requirements as described in Chapter 3 of the EIS.  

Other Acronyms Used in the Unit Cards  
BA:  Basal area.  The cross-sectional area of a tree trunk measured in square inches, 
usually at the DBH.  On the unit cards, this measurement is in square feet per acre.  

DBH:  Diameter breast height.  The width of a plant stem (for instance, tree trunk) as 
measured at 4.5 feet above the ground surface.  

PCT:  Precommercial thinning  

TPA:  Trees per acre  

P/A:  Plant Association 

STS:  Single Tree Selection 

SE: Southeast 

 

                         Navy Timber Sale DEIS, Unit Cards B - 7



Appendix B 
 

Q

Q

Unit 1
Setting M276

Unit 1
Setting M277

Unit 4
Setting M14

_66555

Proposed Unit
Adjacent Proposed Units

RMA Buffers

Marten Guidelines Apply

330' Eagle Nest Buffer

Goshawk Nest Buffers

Existing Harvest Units

Water

Existing NFS Road

Decommissioned Road

NFS Road Requiring Reconstruction

Proposed Temporary Road

Proposed NFS Road

Q Rare Plant Site

# Eagle Nest Tree

100' contour

500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

³

Unit 1 Navy Timber Sale Draft EIS 20 acres

Last Edited: September 19, 2007
0 500 1000

Feet
 

 
 
 
 
 

                         Navy Timber Sale DEIS, Unit Cards B - 8



 Appendix B 

 

 

   Total Unit Acres: 20 Unit Number: 1 
LUD: ML  & 

SV 
Logging 

Systems:
Cable and 
Shovel 

Harvest Acres: 20 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

 

M276, M277 
 

 

Photo Number: 1098-87  

High:
Medium:

Low:
Non-forested:

 
13 
7 
 

MBF: 268 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.   Species composition: 40% western 
hemlock, 10% redcedar, and 10% Sitka spruce.   
Silvicultural Prescription:   Even-aged prescription using clearcut with reserves (raw buffers, marten habitat).  Even-age 
management is an appropriate regeneration method given this stands high windthrow potential.  Plant and site prep if 
appropriate to ensure historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  

TIMBER/LOGGING: Northern 1/3 of the unit and portion below the 6555 road can be Shovel Yarded to the 6555 road.  The 
remainder of the unit will be downhill cable yarded. 

ENGINEERING/ROADS: Refer to road card 6555. 

BOTANY RESOURCES:  One population of Tiarella trifolatia var. laciniata (laciniate three-leaf foamflower), two 
individuals, were documented in setting M276 within the unit.  This population has been flagged; if any retention is required 
for wildlife concerns, try to place retention with this population.  A second population of Tiarella trifolatia var. laciniata 
(laciniate three-leaf foamflower), ten individuals, was documented at the edge of setting M277, within the unit at the 
confluence of two small streams.  This population is likely protected by RMA buffers. 
The proposed road corridor passes through a population of rare foamflower (Tiarella trifoliata var laciniata) population.  
Mitigation:  The population is flagged and if practicable, road realignment should provide a 100-foot buffer around the 
population. 

FISH/WATERSHED: 
Stream 1 is a Class II MM1 stream that runs parallel to the bottom of the unit.  A 120’ RMA buffer has been built into unit 
design, but windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).  
Stream 2 is a Class IV stream that runs through unit.  Additional stream mapping may be necessary during layout. Stream 2 
and other unmapped streams fall timber away from stream if feasible.  Full suspension or split yard away from streams if 
feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 
High Windthrow potential.  RAW buffers will be necessary for RMA buffers especially on the windward (southeasterly) edge 
of stream buffers and where windthrow has been historically evident.   

RECREATION:  This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Shovel tracks need to be supported by slash to protect soil resources (BMP 13.9 & 12.5). 

No resource concerns were identified for Geology, Heritage and Wildlife. 
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    Total Unit Acres: 46 Unit Number: 2 
LUD: ML Logging 

Systems: 
Shovel Harvest Acres: 43 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M18, M19 
 

 

Photo Number: 1098-86  

High:
Medium:

Low:
Non-forested:

 
40 
6 
 

MBF: 699 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 37% western 
hemlock, 51% redcedar, and 12% Sitka spruce.  Basal Area (BA) = 246.  Index based on P/A is 65 (Sitka Spruce, Farr 50) 
Silvicultural Prescription:   Even-aged prescription using clearcut with reserves (raw buffers, marten habitat).  Even-age 
management is an appropriate regeneration method given this stands high windthrow potential.  Plant and site prep if 
appropriate to ensure historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  

TIMBER/LOGGING:  Timber is planned to be shovel yarded to continuous landings along the 6555 road.  Most of the 
volume will be yarded to the lower, west edge of the unit.  Retention will be placed during layout and should provide adequate 
protection to the RMA buffer.  Potential exists to include suitable forest land along the south to the RMA buffer of Class III 
stream. 

ENGINEERING/ROADS: Refer to road card 6555. 

FISH/WATERSHED: 
Stream 1 is a Class II PA1 mainstem of Cooney creek that runs parallel to the bottom of the unit.  A minimum 100’ RMA 
buffer was built into unit design.  Additional protection may be necessary to provide a windfirm buffer (BMP 12.6, 12.6a, 
13.16).   
Stream 2 is a Class III HC5 stream on the south end of the unit.  No harvest within v-notch.  (BMP 12.6, 12.6a, 13.16).   
Stream 3 and 4 are Class IV HC1 streams in unit.  Fall timber away from stream if feasible.  Full suspension or split yard away 
from streams if feasible; a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16) 
High Windthrow potential. RAW buffers will be necessary for RMA buffers especially on the windward (southeasterly) edge 
of stream buffers and where windthrow has been historically evident.  

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  The unit includes forested wetland.  Shovel tracks need to be supported by slash (BMP 13.9 & 12.5). 

WILDLIFE:  Tongass Plan Implementation Policy Clarification (1998) states that Standards and Guidelines for marten 
should not be applied to high-value marten habitat patches <2 acres in size.   

No resource concerns were identified for Botany, Geology and Heritage. 
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    Total Unit Acres: 9 Unit Number: 3 
LUD: ML Logging 

Systems: 
Shovel Harvest Acres: 9 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M25 
 

 

Photo Number: 1098-86  

High:
Medium:

Low:
Non-forested:

 
1 
8 
 

MBF: 108 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 50% western 
hemlock, 50% Sitka spruce,   Basal Area (BA) = 130.  Site Index based on P/A is 50 (Sitka spruce, Farr 50)  
Silvicultural Prescription:   Even-aged prescription using clearcut with natural regeneration.  Reserve trees are retained for 
marten habitat.  Even-age management is an appropriate regeneration method given this stands high windthrow potential and 
to ensure adequate regeneration of desired tree species.  Also, plant and site prep if appropriate to ensure historical species mix 
and /or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  

TIMBER/LOGGING:  Timber is planned to be shovel yarded to the 6555 road.  If the unit boundary and the road line are 
not common upon final location short temporary stubs may be necessary to facilitate yarding activities. 

ENGINEERING/ROADS: Refer to road card 6555. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  The entire unit is forested wetland.  Shovel tracks need to be supported by slash (BMP13.9 & 12.5). 

No resource concerns were identified for Botany, Fish/Watershed, Heritage and Wildlife. 
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    Total Unit Acres: 32 Unit Number: 4 
LUD: ML Logging 

Systems: 
Shovel and 
Cable 

Harvest Acres: 27 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M14, M278 
 

 

Photo Number: 1098-87  

High:
Medium:

Low:
Non-forested:

12 
15 
5 
 

MBF: 490 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock, 50% Sitka spruce, 10% western redcedar.  Basal Area (BA) = 357.  Site Index based on P/A is 100 (Sitka spruce, 
Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten, habitat) trees present.  Reserve trees 
are retained for marten habitat.  Even-age management is an appropriate regeneration method given this stands high 
windthrow potential and to ensure adequate regeneration of desired tree species.  Also, plant and site prep if appropriate to 
ensure historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural 
need.  

TIMBER/LOGGING:  Eastern setting, M278, is designed for shovel logging to the 6555 road and the temporary road.  
Setting M14 is designed for uphill cable yarding to the temporary road.  The northwest portion of this setting can be shovel 
yarded to the 6555 road.  Retention will be designed during layout. 
ENGINEERING/ROADS: Refer to road card 6555. 

FISH/WATERSHED: 
Stream 1 is a Class II (PA5/MM1) stream that runs along the western unit boundary that may need additional protection for 
wind firmness.  RMA buffer has been built into unit design but windfirmness buffer may also be necessary for additional 
protection (BMP 12.6, 12.6a, 13.16).  
Stream 2 is a Class IV stream that runs through unit.  Fall timber away from stream if feasible.  Full suspension or split yard 
away from stream if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
High windthrow potential. RAW buffers will be necessary for RMA buffers especially on the windward (southeasterly) edge 
of stream buffers and where windthrow has been historically evident.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Eastern portion of the unit is forested wetland.  Shovel tracks need to be supported by slash (BMP13.9 & 12.5). 

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Geology and Heritage. 
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    Total Unit Acres: 17 Unit Number: 5 
LUD: ML, 

SV 
Logging 

Systems: 
Cable Harvest Acres: 14 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M23 
 

 

Photo Number: 1098-87  

High:
Medium:

Low:
Non-forested:

11 
3 
3 
 

MBF: 272 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 34% western 
hemlock, 24% Sitka spruce, 17% western redcedar and 25% yellow-cedar.  Basal Area (BA) = 327.  Site Index based on P/A 
is 55 (Sitka spruce, Farr 50) 
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat).  Even-age management is an 
appropriate regeneration method to ensure adequate regeneration of desired tree species.  Also, plant and site prep if 
appropriate to ensure historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the 51551 road.  If the unit boundary and the road 
line are not common upon final location short temporary stubs may be necessary to facilitate yarding activities.  Retention will 
be located during layout in groups or clumps, suitable for future management. 
ENGINEERING/ROADS: Refer to road card 51551. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Fish/Watershed, Geology, Heritage and Soils. 
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    Total Unit Acres: 42 Unit Number: 6 
LUD: SV Logging 

Systems: 
Cable Harvest Acres: 38 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M11, M12 
 

 

Photo Number: 1098-87  

High:
Medium:

Low:
Non-forested:

13 
23 
6 
 

MBF: 670 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 52% western 
hemlock, 33% Sitka spruce, 15% western redcedar.  Basal Area (BA) = 154.  Site Index based on P/A is 75 (Sitka spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat, visuals).   
Even-age management is an appropriate regeneration method given this stands high windthrow potential and to ensure 
adequate regeneration of desired tree species.  Also, plant and site prep if appropriate to ensure historical species mix and /or 
protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  

TIMBER/LOGGING:  This unit is designed for uphill cable yarding to the 6555 road. Retention will be in groups or clumps 
and be located during layout. 

ENGINEERING/ROADS: Refer to road card 6555. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 and 2 are Class IV streams that run through unit.  Fall timber away from streams if feasible.  Full suspension or split 
yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 
13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is seen from the Clarence Strait Viewshed (although the units are seen from a distance of 6 miles from the 
travel route). The adopted VQO for these settings is partial retention, and VAC rating is intermediate. Since only about 60% 
(25 acres) of the total unit acreage is estimated to be visible, the proposed clear cut prescription for this unit will meet the 
adopted VQO. 

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
The temporary road in this unit is within one half mile of one or more bald eagle nests and may be subject to timing 
restrictions for blasting under the Interagency bald eagle MOU.  

No resource concerns were identified for Geology, Heritage and Soils. 
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    Total Unit Acres: 70 Unit Number: 7 
LUD: SV Logging 

Systems: 
Cable Harvest Acres: 59 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M6, M7 
 

 

Photo Number: 1098-87  

High:
Medium:

Low:
Non-forested:

2 
68 
 
 

MBF: 1,017 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 27% western 
hemlock, 6% Sitka spruce, 54% western redcedar and 13% yellow-cedar.  Basal Area (BA) = 315.  Site Index based on P/A is 
86 (Sitka spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with 15% BA reserve trees present.  Reserve trees are 
retained for marten habitat and to meet the VQO objectives.  The objective is to meet the VQO requirements by blending the 
cutting unit boundary into the landscape.  Options include feathered edges with partial harvest and/or natural appearing 
boundaries; apply reserves on upper NW boundary.  Even-age management is an appropriate regeneration method given this 
stands high windthrow potential and to ensure adequate regeneration of desired tree species.  Also, plant and site prep if 
appropriate to ensure historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING: This unit is designed for uphill cable yarding to temporary spur roads off of the 6555 and 51551 
roads. Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Alternative C would construct 0.49 miles of temporary road. Road will be decommissioned after the 
timber sale. No road concerns. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
The Southeast corner of the unit has two Class III streams; there are three Class IV streams also in unit.  For two Class III 
streams no harvest in v-notch, additional protection may be necessary for windfirmness (BMP 13.9, 13.16).  For Class IV 
streams, fall timber away from streams if feasible.  Full suspension or split yard away from streams if feasible, a minimum of 
partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 
High windthrow potential.  RAW buffers will be necessary for RMA buffers especially on the windward (southeasterly) edge 
of stream buffers and where windthrow has been historically evident.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is seen from just inside the mouth of the Mosman Inlet Viewshed.  The adopted VQO is partial retention, 
and the VAC rating is predominantly low. The Forest Plan scenery standards and guideline for visible clearcut sizes is 5 - 10 
acres. Approximately 28 acres (40%) of unit 7 is estimated to be visible. However, the proposed clearcut prescription will 
retain 11 acres (15% of the unit).  Concentrating these reserves in the visible part of the unit will effectively reduce their size 
and aspect to sufficiently meet VQOs. 

SOILS:  This unit contains slopes > 72% midslope in setting M7.   Uphill logging with full suspension (BMP 13.9) will 
minimize soil disturbance. 

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
The temporary road in this unit is within one half mile of one or more bald eagle nests and may be subject to timing 
restrictions for blasting under the Interagency bald eagle MOU.  

No resource concerns were identified for Geology and Heritage. 
 

                         Navy Timber Sale DEIS, Unit Cards B - 21



Appendix B 

Unit 8
Setting M3

Unit 8
Setting M4

Unit 5
Setting M23

Unit 3
Setting M25

_651551

Proposed Unit
Adjacent Proposed Units

RMA Buffers

Marten Guidelines Apply

330' Eagle Nest Buffer

Goshawk Nest Buffers

Existing Harvest Units

Water

Existing NFS Road

Decommissioned Road

NFS Road Requiring Reconstruction

Proposed Temporary Road

Proposed NFS Road

Q Rare Plant Site

# Eagle Nest Tree

100' contour

500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

³

Unit 8 Navy Timber Sale Draft EIS 56 acres

Last Edited: September 19, 2007
0 500 1000 1500 2000 2500

Feet  
 
 

                         Navy Timber Sale DEIS, Unit Cards B - 22



 Appendix B 
 

    Total Unit Acres: 56 Unit Number: 8 
LUD: SV, ML Logging 

Systems: 
Cable Harvest Acres: 52 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M3 and M4 
 

 

Photo Number: 1098-87  

High:
Medium:

Low:
Non-forested:

8 
23 
25 
 

MBF: 786 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 45% western 
hemlock, 30% Sitka spruce, 13% western redcedar and 12% yellow-cedar.  Basal Area (BA) = 273.  Site Index based on P/A 
is 75 (Sitka spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with 15% BA reserve trees present.  Reserve trees are 
retained for marten habitat and to meet the VQO objectives.  The objective is to meet the VQO requirements by blending the 
cutting unit boundary into the landscape.  Options include feathered edges with partial harvest and/or natural appearing 
boundaries; apply reserves to western edge of unit.  Even-age management is an appropriate regeneration method given this 
stands high windthrow potential and to ensure adequate regeneration of desired tree species.  Also, plant and site prep if 
appropriate to ensure historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need. 

TIMBER/LOGGING: This unit is designed for uphill cable yarding to temporary spur roads off of the 51551 road.  
Retention will be located during layout in groups or clumps, suitable for future management.  No Class III stream was 
identified between the settings and these acres should be included in the final unit design.  

ENGINEERING/ROADS: Alternative C would construct 0.31 miles of temporary road. Road will be decommissioned after 
the timber sale.  

BOTANY RESOURCES:  One population of Tiarella trifolatia var. laciniata (laciniate three-leaf foamflower), one 
individual, was documented in the unit.   

FISH/WATERSHED: 
Southern portion of the unit contains a Class III stream.  There are also two Class IV stream in unit.  For Class III stream no 
harvest in v-notch, additional protection may be necessary for windfirmness (BMP 13.9, 13.16).  For Class IV streams, fall 
timber away from streams if feasible.  Full suspension or split yard away from streams if feasible, a minimum of partial 
suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 
High windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be necessary for 
RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been historically 
evident.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY:  The unit is visible from the mouth of the Mosman Inlet Viewshed.  The adopted VQO is partial retention. Only 
small portions of the tops of these settings are visible, and share low and intermediate VAC ratings. Concentrating the 
retention in these visible openings will meet the partial retention VQO.  

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
The temporary road in this unit is within one half mile of one or more bald eagle nests and may be subject to timing 
restrictions for blasting under the Interagency bald eagle MOU.  

No resource concerns were identified for Geology, Heritage and Soils. 
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 Appendix B 
 

    Total Unit Acres: 36 Unit Number: 9 
LUD: ML Logging 

Systems: 
B-Cable 
C-Helicopter 

Harvest Acres: B-30  
C-36 

In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N6, N7 
 

 

Photo Number: 1098-184  

High:
Medium:

Low:
Non-forested:

7 
24 
5 
 

MBF: B-526 
C-267 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 66% western 
hemlock, 19% western redcedar and 15% yellow-cedar.  Basal Area (BA) = 200.  Site Index based on P/A is 75 (Sitka spruce, 
Farr 50)  
Silvicultural Prescription:   Alt B- Even-aged prescription using clearcut with 15% BA reserve trees present.  Reserve trees are 
retained for marten habitat.  Even-age management is an appropriate regeneration method given this stands high windthrow 
potential and to ensure adequate regeneration of desired tree species.  Also, plant and site prep if appropriate to ensure 
historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt 
C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration. 

TIMBER/LOGGING:  In alternative B this unit is designed for downhill and uphill cable yarding to the 51561 or temporary 
spur roads.  Some shovel yarding is likely in portions of setting N6.  Retention will be located during layout in groups or 
clumps.  In alternative C this unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be 
bundled and placed in the water for rafting to processing facilities, or stored on barges and towed to processing facilities.    

ENGINEERING/ROADS:  Refer to road card 51561. 

BOTANY RESOURCES:  No field surveys were conducted. 
FISH/WATERSHED: 
Stream 1, Class II portion of stream located at north end of the unit. Class IV portion of stream on north side of unit. Stream 1, 
RMA buffer has been built into unit design but RAW buffer may also be necessary for additional protection (BMP 12.6, 
12.6a, 13.16).  For Class IV portion of stream, fall timber away from stream if feasible.  Full suspension or split yard away 
from stream if feasible, a minimum of partial suspension is required.  Remove logging debris from stream (BMP 13.9, 13.16). 
High windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be necessary for 
RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been historically 
evident.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Shovel tracks need to be supported by slash to protect soil resources (BMP 13.9 & 12.5).  

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
The temporary road in this unit is within one half mile of one or more bald eagle nests and may be subject to timing 
restrictions for blasting under the Interagency bald eagle MOU.  
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Geology and Heritage. 
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 Appendix B 
 

    Total Unit Acres: 37 Unit Number: 10 
LUD: SV & 

ML 
Logging 

Systems: 
B-Cable 
C-Helicopter 

Harvest Acres: B-32 
C-37 

In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N8, N9 
 

 

Photo Number: 1098-184  

High:
Medium:

Low:
Non-forested:

31 
6 
0 
 

MBF: B-656 
C-305 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 88% western 
hemlock, 8% Sitka spruce and 4% western redcedar.  Basal Area (BA) = 246.  Site Index based on P/A is 75 (Sitka spruce, 
Farr 50)  
Silvicultural Prescription:   Alt B- Even-aged prescription using clearcut with 15% BA reserve trees present.  Reserve trees are 
retained for marten habitat.  Even-age management is an appropriate regeneration method given this stands high windthrow 
potential and to ensure adequate regeneration of desired tree species.  Also, plant and site prep if appropriate to ensure 
historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt 
C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration. 

TIMBER/LOGGING:  :  In alternative B this unit is designed for downhill cable yarding to temporary spur roads off of the 
51561 road.  Retention will be located during layout in groups or clumps.  In alternative C this unit is designed for helicopter 
yarding directly to offshore log landing barges.  Logs will be bundled and placed in the water for rafting to processing 
facilities, or stored on barges and towed to processing facilities.    

ENGINEERING/ROADS: Alternative B would construct 0.33 miles of temporary road. Road will be decommissioned after 
the timber sale. Refer to road card 51561. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review.  

FISH/WATERSHED: 
There is a Class IV stream in the unit. Fall timber away from stream if feasible.  Full suspension or split yard away from 
streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16) 

RECREATION:  This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is visible from Clarence Strait and mouth of Burnett Inlet, just off of Fawn Island.  The adopted VQO is 
partial retention and the VAC is intermediate. Only small aspects of the entire units will be visible though, and the proposed 
prescription will meet the adopted VQO of partial retention. 

SOILS: This unit contains slopes > 72% along the back line.   Use full suspension (BMP 13.9) or exclude from unit. 

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 88 Unit Number: 11 
LUD: SV,ML Logging 

Systems: 
B-Cable 
C-Helicopter 

Harvest Acres: B-10 
C-88 

In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N3,N4,N5,N10 
 

 

Photo Number: 1098-184  

High:
Medium:

Low:
Non-forested:

81 
4 
3 
 

MBF: B-203 
C-722 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 91% western 
hemlock, 4% Sitka spruce, and 5% western redcedar.  Basal Area (BA) = 187.  Site Index based on P/A is 75 (Sitka spruce, 
Farr 50)  
Silvicultural Prescription:  Alt B- Even-aged prescription using clearcut with 50% BA reserve trees present on setting N4.  
Reserve trees are retained to meet VQO requirements.  Even-age management is an appropriate regeneration method given 
this stands high windthrow potential and to ensure adequate regeneration of desired tree species.  Also, plant and site prep if 
appropriate to ensure historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  Alt C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with only hemlock being removed to ensure species diversity and promote desired regeneration.  

TIMBER/LOGGING: In alternative B only setting N4 is proposed for management.  This unit is designed for downhill cable 
yarding to the 51561 road.  Retention will be located during layout in groups or clumps suitable for future management.  In 
alternative C this unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be bundled and 
placed in the water for rafting to processing facilities, or stored on barges and towed to processing facilities. 

ENGINEERING/ROADS: Refer to road card 51561. 

BOTANY RESOURCES:  One population of Botrychium lanceolatum (Lance-leaf moonwort), two individuals, was located 
in the northwest corner of setting N4 near the proposed road.  This plant is not ranked within the State of Alaska; however, 
documented occurrence is rare within southeastern Alaska.  Plants were flagged.  Relocate road and adjust unit boundary if 
practicable or buffer population.  

FISH/WATERSHED: Stream 1 is a HC3 Class II near northwest corner of unit.  A RMA buffer has been built into unit 
design but windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a HC6 Class II stream on west side of unit.  A RMA buffer has been built into unit design but windfirmness buffer 
may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).  
Streams 3 and 4 are Class IV streams in the unit.  Fall timber away from stream if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16) 
High windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be necessary for 
RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been historically 
evident.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is seen from the mouth of the Burnett Inlet Viewshed.  The proposed prescription meets the adopted 
VQO of partial retention. 

SOILS: This unit contains slopes greater than 72%.  During layout, exclude areas with slopes greater than 85%.  If alternative 
B is selected, modification of the back line to rounded corners will reduce the amount of harvest on slopes greater than 72%.  
Full suspension is needed in areas with slopes greater than 72% (BMP 13.5). If alternative C is selected, these areas will be 
harvested by helicopter using a light treatment that retains 70% of the basal area.   Based on the lack of ground disturbance 
and the light treatment, the effects of treatment are expected to be minimal. 

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 31 Unit Number: 12 
LUD: SV, ML Logging 

Systems: 
B-Cable 
C-Helicopter 

Harvest Acres: B-27 
C-31 

In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N1, N2 
 

 

Photo Number: 1098-183  

High:
Medium:

Low:
Non-forested:

20 
8 
3 
 

MBF: B-517 
C-245 
 

SILVICULTURE:  
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 100% western 
hemlock.  Basal Area (BA) = 253.  Site Index based on P/A is 100 (Sitka spruce, Farr 50)  
Silvicultural Prescription:   Alt B- Even-aged prescription using clearcut with reserves (marten habitat).  Even-age 
management is an appropriate regeneration method given this stands high windthrow potential and to ensure adequate 
regeneration of desired tree species.  Also, plant and site prep if appropriate to ensure historical species mix and /or protect 
resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt C- Uneven-aged prescription using 
single-tree selection (STS) with retention of approximately 70% of the stand BA.   

TIMBER/LOGGING: In alternative B this unit is designed for downhill cable yarding to the 6556 or 51561 roads.  Retention 
will be located during layout in groups or clumps.  This may result in a patch cut appearance.  If the final location of the 51561 
road cannot be kept out of the beach buffer short temporary stubs will be necessary to facilitate yarding activities.  In 
alternative C this unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be bundled and 
placed in the water for rafting to processing facilities, or stored on barges and towed to processing facilities. 

ENGINEERING/ROADS: Refer to road card 6556 and 51561. 

BOTANY RESOURCES:  No surveys were conducted. 

FISH/WATERSHED: 
Stream 1is a Class II HC3 stream near the southwest corner of the unit.  A RMA buffer has been built into unit design but 
windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).   
Stream 2 is a Class IV stream in unit.  Fall timber away from stream if feasible.  Full suspension or split yard away from 
stream if feasible, a minimum of partial suspension is required.  Remove logging debris from stream (BMP 13.9, 13.16). 
High windthrow potential.  RAW buffers will be necessary for RMA buffers especially on the windward (southeasterly) edge 
of stream buffers and where windthrow has been historically evident.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY:  Only the top half of the unit is visible from the mouth of the Burnett Inlet Viewshed.  The proposed prescription 
will meet the adopted VQO of partial retention. 

SOILS:  The southeast corner has scattered patches of ground with slopes greater than 72%.   The small size and patchy 
distribution reduces potential risk of detrimental impact associated with cable harvest (Alt B).  Full suspension is required on 
ground greater than 72% (BMP 13.9).  No resource concerns for Alternative C helicopter treatment.   

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.  
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU.  
No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 108 Unit Number: 13 
LUD: SV,ML Logging 

Systems: 
B-Cable 
C-Helicopter 

Harvest Acres: B-8 
C-108 

In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N25, N26, N11, N12 
N13 
 

 

Photo Number: 1098-183  

High:
Medium:

Low:
Non-forested:

94 
14 
0 
 

MBF: B-164 
C-901 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 84% western 
hemlock, and 16% Sitka Spruce, Basal Area (BA) = 224.  Site Index based on P/A is 75 (Sitka spruce, Farr 50)  
Silvicultural Prescription:   Alt B- treats setting N12 and is an even-aged prescription of clearcut, treating 50% of the unit 
acres to meet VQO objectives.  Even-age management is an appropriate regeneration method given this stands high 
windthrow potential and to ensure adequate regeneration of desired tree species.  Plan to PCT at 15-35 years of age depending 
on silvicultural need.  Alt C- treats all settings in this unit with single tree selection (STS) and will retain at least 70% of the 
stand with no more than 5% of the spruce being removed to ensure species diversity and promote a healthy mix of 
regeneration.   

TIMBER/LOGGING: In alternative B only setting N12 is proposed for management.  This unit is designed for downhill 
cable yarding to a temporary spur road off the 6556 road.  Retention will be located during layout in groups or clumps suitable 
for future management.  In alternative C this unit is designed for helicopter yarding directly to offshore log landing barges.  
Logs will be bundled and placed in the water for rafting to processing facilities, or stored on barges and towed to processing 
facilities. 

ENGINEERING/ROADS: Alternative B would construct 0.24 miles of temporary road. Road will be decommissioned after 
the timber sale. Refer to road card 6556. 

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: Stream 1 is a Class III stream that bisects this unit near the western edge.   
Streams 2 and 3 are Class III streams in the eastern portion of the unit.  No harvest in v-notch.  Additional protection may be 
necessary for windfirmness (BMP 12.6, 12.6a, 13.16). 
Stream 4 is a Class I FP stream (mainstem of Navy Creek) the northeast corner of the unit.   A RMA buffer has been built into 
unit design but windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
Stream 5 and 6 are Class IV streams in the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16).   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: All settings except for N13 are seen from the mouth of the Burnett Inlet Viewshed.  The proposed prescription 
will meet the adopted VQO of partial retention for the seen settings. 

SOILS: No resource concerns were identified for cable harvest units.  Helicopter unit contains slopes greater than 72%, based 
on field review of site conditions; it is recommended that slopes steeper than 90% be excluded from the unit. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
The temporary road in this unit is within one half mile of one or more bald eagle nests and may be subject to timing 
restrictions for blasting under the Interagency bald eagle MOU.  
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 196 Unit Number: 14 
LUD: SV,ML Logging 

Systems: 
B-Cable & Heli 
C-Helicopter 

Harvest Acres: B-168 
C-196 

In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N23, 24, 14, 15, 16, 17 
 

 

Photo Number: 998-71  

High:
Medium:

Low:
Non-forested:

173 
11 
12 
 

MBF: B-2,049 
C-1,583 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 78% western 
hemlock, 20% Sitka spruce, and 2% western redcedar.  Basal Area (BA) = 246.  Site Index based on P/A is 75 (Sitka spruce, 
Farr 50)  
Silvicultural Prescription:  Alt B- Even-aged prescription using clearcut with reserve trees present on settings N14, N16, and 
N17.  Reserve trees are retained to meet marten habitat retention requirements.  Even-age management is an appropriate 
regeneration method to ensure adequate regeneration of desired tree species.  Also, plant and site prep if appropriate to ensure 
historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt 
B will also include an uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the 
stand BA on settings N23 and N24.  Alt C- Uneven-aged prescription using single-tree selection (STS) with retention of 
approximately 70% of the stand BA with at least 50% of the spruce BA  and all western redcedar being retained to ensure 
species diversity and promote desired regeneration.       

TIMBER/LOGGING:  In Alternative B settings N14, N16 and N17 are proposed for downhill cable yarding to the 6556 
road.  Total harvest acres for these settings are 53.  Retention within these settings will be located during layout in groups or 
clumps.  The remaining 115 harvest acres are in settings N23 and N24 and are proposed for helicopter yarding to landings 
located on the 6556 road.   In alternative C this unit is designed for helicopter yarding directly to offshore log landing barges.  
Logs will be bundled and placed in the water for rafting to processing facilities, or stored on barges and towed to processing 
facilities. 

ENGINEERING/ROADS: Refer to road card 6556. 

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented within setting 
N17 in the unit.  No mitigation measures are recommended due to the number of known populations located in the vicinity.   
One population of Tiarella trifolatia var. laciniata (lacinate three-leaf foamflower) was documented in the unit.  If possible, 
marten habitat retention could be placed at plant location to protect the population. 

FISH/WATERSHED: 
Additional work will be necessary during layout to delineate RMA buffers and design cable setting to reduce impacts to Class 
IV streams. 
There are 7 different Class I and II stream segments that impact the design of this unit.  No harvest in RMA buffer which will 
be different for different channel types around the unit.  Additional protection may be necessary for wind firmness of RMA 
buffer (BMP 13.9, 13.16). 
There are 5 different Class III stream segments that impact the design of this unit.  No harvest in v-notch, additional protection 
may be necessary for windfirmness (BMP 13.9, 13.16). 
There are at least 10 different Class IV streams in this unit.  Fall timber away from streams if feasible.  Full suspension or split 
yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 
13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The prescribed VQOs for the unit range from modification to partial retention. The proposed prescription will 
meet partial retention for all areas visible from the Burnett Inlet Viewshed. Unit settings N16 and N17 are unseen. 

SOILS:  Both the cable and helicopter portions of this unit contains slopes >72%.   For the cable portion exclude areas with 
slopes >85% along the backline; require at least partial suspension on slopes >72%.  On slopes >72% in helicopter portion of 
the unit, retaining 70% of the stand is expected to reduce the potential for detrimental soil disturbance. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
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If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 46 Unit Number: 15 
LUD: SV, 

ML 
Logging 

Systems: 
Helicopter Harvest Acres: 46 In Alternatives: B 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N22 
 

 

Photo Number: 998-71  

High:
Medium:

Low:
Non-forested:

45 
1 
 
 

MBF: 383 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:   Wind generated multicanopy uneven-aged stand.  Species composition: 70% western 
hemlock and 30% Sitka spruce.  Basal Area (BA) = 178.  Site Index based on P/A is 75 (Sitka spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% of the spruce BA being removed to ensure species diversity and promote desired 
regeneration.  

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings located on the 6556 road.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The adopted VQOs for this unit range from modification to partial retention.  The proposed prescription will 
meet partial retention, as seen from the mouth of the Burnet Inlet and Mosman Inlet Viewsheds. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Fish/Watershed, Geology, Soils and Heritage. 
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    Total Unit Acres: 6 Unit Number: 16 
LUD: ML Logging 

Systems: 
Helicopter Harvest Acres: 6 In Alternatives: B 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N19 
 

 

Photo Number: 998-72  

High:
Medium:

Low:
Non-forested:

6 
0 
0 
 

MBF: 52 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation: Species composition is 50% western hemlock, 22% Sitka spruce, 14% western redcedar 
and 14% yellow-cedar.  Site Index based on P/A is 75 (Sitka spruce, Farr 50). 
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% of the cedar and spruce BA being removed to ensure species diversity and promote 
desired regeneration.   

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings located on the 6556 road.   

FISH/WATERSHED: 
Stream 1 is a Class III alluvial fan on the southwest side of the unit.  No harvest within 140’ (height of one site-potential tree) 
of stream, additional protection may be necessary for windfirmness (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a Class III stream on the northern end of the unit.  No harvest in v-notch, additional protection may be necessary 
for windfirmness (BMP 13.9, 13.16). 
Navy Lake, a Class II lake, is located on the northwest end of the unit.  No harvest within 100’ of lake. Additional protection 
may be necessary for windfirmness. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Botany, Geology, Soils and Heritage. 
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    Total Unit Acres: 30 Unit Number: 17 
LUD: ML Logging 

Systems: 
Helicopter Harvest Acres: 30 In Alternatives: B 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N80 
 

 

Photo Number: 998-72  

High:
Medium:

Low:
Non-forested:

22 
8 
 
 

MBF: 245 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Species composition is 92% western hemlock and 8% Sitka spruce. Basal Area (BA) = 
332.Site Index based on P/A is 99 (Sitka spruce, Farr 50). 
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with only hemlock being removed to ensure species diversity and promote desired regeneration.  

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings located on the 6556 road, across Navy Lake.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Navy Lake, a Class II lake, is located on the west side of the unit.  No harvest within 100’ of lake.  Additional protection may 
be necessary for windfirmness. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  This unit contains slopes >72%.  Avoid steep slopes directly above the lake.  Helicopter harvest retaining 70% of the 
stand is expected to reduce the potential for detrimental soil disturbance.      

WILDLIFE: 
Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is identified.  Retain 
10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 large live trees/acre 
(20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  Where trees this 
large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable assurance of 
windfirmness.   

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 69 Unit Number: 18 
LUD: ML,SV Logging 

Systems: 
B-Cable 
C-Helicopter 

Harvest Acres: B-25 
C-69 

In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N29, N31, N32, N37, 
N81 
 

 

Photo Number: 998-71  

High:
Medium:

Low:
Non-forested:

 
39 
30 
 

MBF: B-396 
C-438 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Species composition is 23% western hemlock, 15% Sitka spruce, 40% western redcedar 
and 22% yellow-cedar. Basal Area (BA) = 272, Site Index based on P/A is 86 (Sitka spruce, Farr 50). 
Silvicultural Prescription:   Alt B- Even-aged prescription using clearcut on settings N31 and N81.  Even-age management is 
an appropriate regeneration method because of this units high windthrow.  Plant and site prep, if appropriate, to ensure 
historical species mix and /or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt 
C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% of the cedar and spruce BA being removed to ensure species diversity and promote desired regeneration.  

TIMBER/LOGGING:  In Alternative B only settings N81 and N31 are proposed for management.  They are designed for 
downhill cable yarding to a temporary spur road off of the 6556 road.  Retention within these settings will be located during 
layout in groups or clumps.  In alternative C this unit is designed for helicopter yarding directly to offshore log landing barges.  
Logs will be bundled and placed in the water for rafting to processing facilities, or stored on barges and towed to processing 
facilities. 

ENGINEERING/ROADS: Alternative B would construct 0.66 miles of temporary road. Road will be decommissioned after 
the timber sale.  

BOTANY RESOURCES:  One sensitive plant population of Hymenophyllum wrightii (Wright’s filmy fern) was documented 
within setting N31 in the unit. No mitigation measures are recommended due to the number of known populations located in 
the vicinity of the unit. 

FISH/WATERSHED: 
Stream 1 is a Class I MM1 stream on southern boundary of unit. 120’ RMA buffer has been built into unit design but 
windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
Streams 2 – 8 are Class IV streams in the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
High windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be necessary for 
RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been historically 
evident.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Setting N33 is unseen. The remaining settings are visible from the mouth of the Burnett Inlet Viewshed, where 
the adopted VQOs range from partial retention to modification. The proposed prescription for these settings will meet the 
adopted VQO of partial retention.  

SOILS:  Setting N29 contains slopes >72% mid slope.  This setting has a high risk of mass movement; excluding the northern 
portion of the setting is recommended; verify feasibility of spur road to access N29. Full suspension is recommended for the 
entire setting.   

WILDLIFE:  If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter 
yarding within ¼ mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 47 Unit Number: 19 
LUD: ML,SV Logging 

Systems: 
Helicopter Harvest Acres: 47 In Alternatives: B 

Volume Strata Acres:  Net Harvest Volume: Stand Number(s): N41 
 

 

Photo Number: 998-72  

High:
Medium:

Low:
Non-forested:

 
12 
35 
 

MBF: 396 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Species composition is 46% western hemlock, 24% western redcedar and 30% yellow- 
cedar. Basal Area (BA) = 194, Site Index based on P/A is 80 (Sitka spruce, Farr 50). 
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% of the BA of cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings located on the 6556 road and the temporary 
spur road that accesses unit 18. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There are four Class IV streams in the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The adopted VQO for this unit is modification. The proposed prescription for this unit, as seen from the mouth of 
the Burnett Inlet Viewshed, will meet the adopted VQO of partial retention. 

SOILS: This unit contains slopes >72%.  Helicopter harvest retaining 70% of the stand is expected to reduce the potential for 
detrimental soil disturbance.       

WILDLIFE:  If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter 
yarding within ¼ mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 20 Unit Number: 20 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 20 In Alternatives: B 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N28 
 

 

Photo Number: 998-72  

High:
Medium:

Low:
Non-forested:

 
1 
19 
 

MBF: 233 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 10% western 
hemlock, 18% Sitka spruce, 22% redcedar and 50% yellow cedar. BA=246.  Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription of clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING: This unit is designed for downhill cable yarding to the 6556 road and temporary spur road.  

ENGINEERING/ROADS: Refer to road card 6556. 

FISH/WATERSHED: 
Stream 1 is a Class I MM1 stream in southwest corner of unit.  120’ RMA buffer has been built into unit design but 
windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a Class II MM2 stream in southeast corner of unit.  120’ RMA buffer has been built into unit design but 
windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 

SOILS:  Timely implementation of erosion control BMPs is recommended in area where road and unit are adjacent to the 
stream buffer. (BMPs 12.17 and 13.11) 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit not seen from any visual priority travel route or use area. 

No resource concerns were identified for Botany, Geology, Heritage, Soils and Wildlife. 
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    Total Unit Acres: 69 Unit Number: 21 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 64 In Alternatives: B 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N85, N86 
 

 

Photo Number: 998-72  

High:
Medium:

Low:
Non-forested:

53 
16 
 
 

MBF: 1,324 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 50% western 
hemlock, 40% Sitka spruce, 8% redcedar and 2% yellow cedar. BA=290.  Site Index based on PA is 55 (Sitka Spruce, Farr 50) 
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if 
appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the 6556 road.  Some shovel yarding may occur in 
the northeast corner.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Refer to road card 6556. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Navy Lake, a Class II lake, is located on the northwest end of the unit.  No harvest within 100’ of lake. Additional protection 
may be necessary for windfirmness. 
Stream 1is a Class III AF1 stream on northern end of unit.  No harvest within 140’ (height of one site-potential tree) of stream; 
additional protection may be necessary for windfirmness (BMP 12.6, 12.6a, 13.16). 
Streams 2 and 3 are Class IV streams in unit.  Fall timber away from stream if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16) 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Setting N86 contains slopes >72% along the back line of the unit that present a high risk for mass movement.  Unit 
boundary will be located to avoid slopes >72%. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 45 Unit Number: 22 
LUD: ML Logging 

Systems: 
Helicopter Harvest Acres: 45 In Alternatives: B 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

N43, N44, N45  

Photo Number: 998-73  

High:
Medium:

Low:
Non-forested:

12 
33 
 
 

MBF: 357 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 68% western 
hemlock, 24% Sitka spruce, and 8% redcedar.  BA=246.  Site Index based on PA is 96 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings located on the 6556 road.   

BOTANY RESOURCES:  No plant surveys were conducted. 

FISH/WATERSHED: 
There are Class III streams on unit boundaries.  No harvest in v-notch (BMP 12.6, 12.6a, 13.16). 
Navy Lake, a Class II lake, is located on the northwest end of the unit.  No harvest within 100’ of lake. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Setting N44 includes areas with slopes >72%. Helicopter harvest retaining 70% of the stand is expected to reduce the 
potential for detrimental soil disturbance.  Layout back line to avoid areas with slopes >85%. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads and Geology. 
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    Total Unit Acres: 57 Unit Number: 23 
LUD: ML Logging 

Systems: 
B,C-Cable Harvest Acres: B,C-51 

 
In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M196,197,195, and 
M801 

 

Photo Number: 1098-100  

High:
Medium:

Low:
Non-forested:

 
57 
 
 

MBF: B,C-867 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 27% western 
hemlock, 55% Sitka spruce, 1% redcedar and 17% yellow cedar.  BA=324. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING: This unit is designed for downhill cable yarding to the 6546 road.  Some shovel yarding may occur 
along the southern edge of the unit.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Alternative B and C would construct 0.36 miles of temporary road. Road will be decommissioned 
after the timber sale. The material source is located on rd. 6546 mp 6.3. Refer to road card 6546. 

FISH/WATERSHED: 
There are Class III streams on unit boundaries.  No harvest in v-notch, additional protection may be necessary for 
windfirmness (BMP 13.9, 13.16). 
High windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be necessary for 
RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been historically 
evident.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is visible from the Mosman Inlet Viewshed, where the adopted VQO is modification and the VAC 
rating is intermediate. Approximately half of the unit is visible and at an angle. The proposed prescription will meet a VQO of 
partial retention to modification. 

SOILS:  This unit contains slopes over 72%.  This unit needs additional field information. 

No resource concerns were identified for Botany, Geology, Heritage and Wildlife. 
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    Total Unit Acres: 22 Unit Number: 24 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 18 In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M193 
 

 

Photo Number: 1198-84  

High:
Medium:

Low:
Non-forested:

 
22 
 
 

MBF: 314 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 18% western 
hemlock, 71% redcedar and 11% yellow cedar.  BA=323. Site Index based on PA is 86 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.    

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the 6546 road.  Some shovel yarding may occur 
along the southern edge of the unit.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Refer to road card 6546. 

BOTANY RESOURCES:  One population of Tiarella trifolatia var. laciniata (laciniate three-leaf foamflower), 17 
individuals, was documented in the unit.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: This unit is seen from the Mosman Inlet Viewshed, where the adopted VQO is modification and VAC rating is 
intermediate. The proposed prescription will meet a VQO of partial retention to modification. 

No resource concerns were identified for Fish/Watershed, Heritage, Soils and Wildlife. 
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    Total Unit Acres: 65 Unit Number: 25 
LUD: TM,ML Logging 

Systems: 
Cable Harvest Acres: B-35 

C-50 
In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M192, M191 
 

 

Photo Number: 1198-84  

High:
Medium:

Low:
Non-forested:

28 
33 
4 
 

MBF: B -577 
C-897 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 36% western 
hemlock, 24% Sitka spruce, 38% redcedar and 2% yellow cedar.  BA=246. Site Index based on PA is 75 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Alt B treats only setting M192 with an even-aged prescription of clearcut with reserves (marten 
habitat) with natural regeneration.  Alt C - is an even-aged prescription of clearcut with reserves (marten habitat) in setting 
M192 and even-aged prescription of clearcut with reserves of 50% retention for setting M191 due to a goshawk nest buffer. 
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if 
appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  In Alternative B only setting M192 is proposed for management.  In Alternative C settings M191 and 
M192 are included.  The unit is designed for downhill cable yarding to the 6546 road.  Retention will be located during layout 
in groups or clumps.   

ENGINEERING/ROADS: Refer to road card 6546. 

BOTANY RESOURCES:  Several populations of Tiarella trifoliata var. laciniata (laciniate three-leaf foamflower) were 
identified within stand M191 in the unit.  Two populations were documented, one population with nine individuals and a 
second population that consisted of 26 individuals with satellite populations (i.e., within 100 meters) of three and eleven 
individuals.  The Northern goshawk buffer, as currently mapped, will protect the larger population and its satellites from being 
directly impacted. 

FISH/WATERSHED: 
Stream 1is a Class III mainstem of Boss creek.  No harvest in v-notch, additional protection may be necessary for 
windfirmness (BMP 13.9, 13.16). 
High windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be necessary for 
RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been historically 
evident.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Setting M191 is unseen. Setting M192 is seen from the Mosman Inlet Viewshed, where the adopted VQO is 
modification. Only a small opening of this setting is visible, and proposed prescription will meet a VQO of partial retention. 

SOILS: No resource concerns for setting M192.  Setting M191 contains slopes >72%.  These areas will be included in the 
50% retention patches. 

WILDLIFE: Apply Standards and Guideline for marten in those portions of units where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit overlaps a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the identified 
buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting habitat 
exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from March 15 to 
August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or unsuccessful.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 88 Unit Number: 26 
LUD: ML, TM Logging 

Systems: 
Helicopter Harvest Acres: 88 In Alternatives: B 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M190  

Photo Number: 1198-83  

High:
Medium:

Low:
Non-forested:

46 
41 
1 
 

MBF: 712 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 60% western 
hemlock, 15% Sitka spruce, 10% redcedar and 15% yellow cedar.  BA=220.  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% 
of the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings located on the 6546 road.   

BOTANY RESOURCES:  One population of Tiarella trifolatia var. laciniata (laciniate three-leaf foamflower), 12 
individuals, was documented in the unit.  If possible, place marten habitat retention to protect plant population. 

FISH/WATERSHED: 
There is a Class III stream on the southeast unit boundary.  Do not harvest in the v-notch (BMP 12.6, 12.6a, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: This unit is seen from the Mosman Inlet Viewshed. The adopted VQO is modification. The proposed prescription 
will meet a VQO of partial retention. 

SOILS:  Northern ½ of the unit has slopes >72%.  This unit needs additional field information to assess potential issues. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit is near a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the identified 
buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting habitat 
exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from March 15 to 
August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or unsuccessful.   

No resource concerns were identified for Roads, Geology and Heritage. 
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  :  Total Unit Acres: 40 Unit Number: 27 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 34 In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M187, M188 
 

 

Photo Number: 1198-83  

High:
Medium:

Low:
Non-forested:

40 
 
 
 

MBF: 737 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 53% western 
hemlock, 18% Sitka spruce, 15% redcedar and 14% yellow cedar.  BA=228.  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.    

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the 6546 road.  Some shovel yarding may occur 
along the west edge of the unit.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Refer to road card 6546. 

BOTANY RESOURCES:  Field surveys were not conducted. 

FISH/WATERSHED: 
There is a Class III stream on the west side of the unit.  Do not harvest in the v-notch, additional protection may be necessary 
for windfirmness (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  This unit contains slopes >72%.  Landslide tracts run through the unit, though initiation points are upslope in unit 26.  
Backline of the unit should be located to avoid slopes >72%.  

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit overlaps a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the identified 
buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting habitat 
exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from March 15 to 
August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or unsuccessful.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 69 Unit Number: 28 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: B-45 

C-64 
In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M181, M183, M184, 
M185 
 

 

Photo Number: 1098-103  

High:
Medium:

Low:
Non-forested:

50 
16 
3 
 

MBF: B-1,078 
C-2,199 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 52% western 
hemlock, 18% Sitka spruce, 15% redcedar and 15% yellow cedar.  BA=228.  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.    

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to landings located on the 51462 road and a 
temporary spur extension.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Alternative B and C would construct 0.49 miles of temporary road. Road will be decommissioned 
after the timber sale. The material source is located on rd. 6546 mp 5.6. Refer to road card 51462. 

BOTANY RESOURCES:  Field surveys were not conducted. 

FISH/WATERSHED: 
Stream 1 is a Class III stream on the southern end of unit.  Do not harvest in the v-notch.  Additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 
Stream 2 is a Class III the northern end of unit with alluvial characteristics.  Avoid harvest in alluvial and colluvial areas in 
northern end of unit.  Additional work during layout will be necessary to determine proper protections.  No harvest in v-notch, 
additional protection may be necessary for windfirmness (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: This unit is not seen from any visual priority travel route or use area. 

SOILS:  Settings M181, M183 and M184 contain slopes steeper than 72%.  This unit needs additional field information.  Unit 
boundary will be located to avoid slopes >85%.  Full suspension is required in areas with slopes >72% (BMP 13.9).  

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 8 Unit Number: 29 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 8 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M174 
 

 

Photo Number: 1098-103  

High:
Medium:

Low:
Non-forested:

 
8 
 
 

MBF: 142 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock, 20% Sitka spruce, 18% redcedar and 22% yellow cedar.  BA=214.  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands wind throw potential.  Plant and site prep if appropriate to ensure historical 
species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need. 

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to a temporary spur extension of the 51461 road. 

ENGINEERING/ROADS: Alternative C would construct 0.38 miles of temporary road. Road will be decommissioned after 
the timber sale.  The material source is located on rd. 6546 mp 5.6.  

BOTANY RESOURCES:  Field surveys were not conducted. 

FISH/WATERSHED: 
Stream 1 is a Class III stream on the east side of the unit.  Do not harvest in v-notch, additional protection may be necessary 
for windfirmness (BMP 13.9, 13.16). 
Stream 2 is a Class III stream on the west side of the unit.  Do not harvest in v-notch, additional protection may be necessary 
for windfirmness (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

No resource concerns were identified for Heritage, Soils and Wildlife. 
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    Total Unit Acres: 35 Unit Number: 30 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 35 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M170, M173 
 

 

Photo Number: 1098-103  

High:
Medium:

Low:
Non-forested:

 
31 
4 
 

MBF: 487 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock, 20% Sitka spruce, 18% redcedar and 22% yellow cedar.  BA=214.  
Silvicultural Prescription:  Even-aged prescription using clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need. 

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the 51461 road and a temporary spur extension of 
this road. 

ENGINEERING/ROADS: Refer to road card 51461.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III alluvial fan on the southwest side of the unit.  Do not harvest within 140’ (height of one site-potential 
tree) of stream, additional protection may be necessary for windfirmness (BMP 12.6, 12.6a, 13.16).   
Stream 2 and 3 are Class III streams between settings.  Do not harvest in the v-notch, additional protection may be necessary 
for windfirmness (BMP 13.9, 13.16). 
Streams 4, 5, and 6 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split 
yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 
13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

No resource concerns were identified for Geology, Heritage, Soils and Wildlife. 
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    Total Unit Acres: 52 Unit Number: 31 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: B -50 

C-34 
In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M169, M168, M167 
 

 

Photo Number: 1198-82  

High:
Medium:

Low:
Non-forested:

34 
17 
1 
 

MBF: B -988 
C-724 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 53% western 
hemlock, 22% Sitka spruce, 10% redcedar and 15% yellow cedar.  BA=215.  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands wind throw potential.  Plant and site prep if 
appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  

TIMBER/LOGGING:  In alternative C only settings M167 and M168 are proposed for management.  In alternatives B all 
settings are included.  This unit is designed for downhill cable yarding to the 51461 road.  Some shovel yarding may occur 
along the south and east edges of the unit.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Refer to road card 51461. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III alluvial fan on the northeast side of the unit.  Do not harvest within 140’ (height of one site-potential 
tree) of stream, additional protection may be necessary for windfirmness (BMP 12.6, 12.6a, 13.16).   
Stream 2 is a Class III stream between settings. Do not harvest in the v-notch, additional protection may be necessary for 
windfirmness (BMP 13.9, 13.16).   
Stream 3 is a Class IV stream in the unit.  Fall timber away from stream if feasible.  Full suspension or split yard away from 
stream if feasible, a minimum of partial suspension is required.  Remove logging debris from stream (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  This unit contains slopes >72%, slopes. These slopes are suitable for harvest if full suspension can be achieved 
(BMP 13.5, 13.9). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit is near a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the identified 
buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting habitat 
exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from March 15 to 
August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or unsuccessful.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 57 Unit Number: 32 
LUD: ML Logging 

Systems: 
Shovel Harvest Acres: 48 In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M164 
 

 

Photo Number: 1198-83  

High:
Medium:

Low:
Non-forested:

3 
24 
30 
 

MBF: 697 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 100% western 
hemlock.  BA=289. Site Index based on PA is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands wind throw potential and species composition 
of western hemlock.  Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to 
PCT at 15-35 years of age depending on silvicultural need.  

TIMBER/LOGGING:  This unit is designed for shovel yarding to a temporary stub spur off of the 6546 road.  Retention will 
be located during layout in groups or clumps. 

ENGINEERING/ROADS: Refer to road card 6546.  In addition to the proposed NFS road, 0.16 miles of temporary road will 
be constructed to access the unit.  The temporary road will be decommissioned after the timber sale.  The rock required to 
construct this road will come from a pit that was developed for construction of the 6546 road. 

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented within the 
unit.  No mitigation measures are recommended, due to the number of populations located in the vicinity of the unit. 

FISH/WATERSHED: 
There is a Class III stream in the southeastern corner of the unit.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit sits low, is masked by beach buffer trees and is not seen from any visual priority travel route or use 
areas. 

SOILS: Most of the unit is forested wetland, shovel tracks need to be supported by slash (BMP 12.5, 13.9). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
The temporary road in this unit is within one half mile of one or more bald eagle nests and may be subject to timing 
restrictions for blasting under the Interagency bald eagle MOU.  
This unit overlaps into a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the 
identified buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting 
habitat exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from 
March 15 to August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or 
unsuccessful.   
No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 53 Unit Number: 33 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: B -15 

C-33 
In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M159, M162 
 

 

Photo Number: 1198-83  

High:
Medium:

Low:
Non-forested:

16 
32 
5 
 

MBF: B-278 
C-590 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 44% western 
hemlock, 6% Sitka spruce, 30% redcedar, 13% yellow cedar and 6% mountain hemlock.  BA=314. Site Index based on PA is 
55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription: Alt B only treats setting M162 with an even-aged prescription of clearcut with reserves (martin 
habitat) with natural regeneration.  Alt C treats setting M162 the same as in Alt B and setting M159 clearcut with reserves for 
goshawk nest buffers.  Even age management is an appropriate regeneration method given the stands high wind throw 
potential.  Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 
15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING:  In alternative B only setting M162 is proposed for management.  In alternative C all settings are 
included.  This unit is designed for downhill cable yarding to the 6546 road.  Some shovel yarding may occur along the east 
edges of the unit.  Retention will be located during layout in groups or clumps.   

ENGINEERING/ROADS: Refer to road card 6546. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit sits low and is mostly masked by beach buffer trees as seen from the Mosman Inlet Viewshed.  Only the 
very top openings are evident. The adopted VQO for the unit is modification.  The proposed prescription will meet a VQO of 
partial retention. 

SOILS: This unit contains slopes > 72%.  This area has McGilvery soils (shallow organic over bedrock) susceptible to 
detrimental disturbance.  Full suspension is required on the upper (east side) 1/3 of the unit (BMP 13.9). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit overlaps into a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the 
identified buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting 
habitat exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from 
March 15 to August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or 
unsuccessful.   

No resource concerns were identified for Botany, Fish/Watershed, Geology and Heritage. 
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    Total Unit Acres: 142 Unit Number: 34 
LUD: ML, 

SV 
Logging 

Systems: 
Cable & Shovel Harvest Acres: 71 In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M154, M155, M156, 
M157 
 

 

Photo Number: 1198-81  

High:
Medium:

Low:
Non-forested:

70 
66 
6 
 

MBF: 1,354 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 15% western 
hemlock, 22% redcedar and 63% yellow cedar.  BA=369. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat, visuals and goshawk buffers 
located in setting M157) with natural regeneration.  Even age management is an appropriate regeneration method given the 
stands high wind throw potential.  Plant and site prep if appropriate to ensure historical species mix and/or protect resource 
values.  Plan to PCT at 15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING:  Final implementation of this unit will result in a series of patch cuts.  Patch cuts will be designed 
during layout to harvest half of the acres in the unit to meet scenery objectives.  Downhill cable and shovel yarding will be 
used with landings on the 6546 road. 

ENGINEERING/ROADS: Refer to road card 6546. 

FISH/WATERSHED: 
Additional streams may be identified during layout. 
For Class IV streams, fall timber away from streams if feasible.  Full suspension or split yard away from streams if feasible, a 
minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit sits low and is mostly masked by beach buffer trees as seen from the Mosman Inlet Viewshed.  
Approximately 25% (35 acres) is visible.  Only the very top openings are evident. The adopted VQO for this unit is 
modification and the proposed prescription will result in a VQO of modification to partial retention. To ensure VQO is met, 
locate retention along the top of the unit.  

SOILS:  Locate retention in areas with slopes >72%.  Retention will be located along the back line of setting M154 and 
M156. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit overlaps into a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the 
identified buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting 
habitat exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from 
March 15 to August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or 
unsuccessful.   

No resource concerns were identified for Botany, Geology and Heritage. 
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    Total Unit Acres: 304 Unit Number: 35 
LUD: ML, 

TM, 
SV 

Logging 
Systems: 

Helicopter Harvest Acres: 304 In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M161,M146,M147, 
M160 
 

 

Photo Number: 1198-80 & 1198-81  

High:
Medium:

Low:
Non-forested:

64 
157 
83 
 

MBF: 2,128 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 55% western 
hemlock, 20% Sitka spruce, 17% yellow cedar, and 8% mountain hemlock.  BA=238. Site Index based on PA is 75 (Sitka 
Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% 
of the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings located on the 6546 road.  No landings will be 
located inside the beach buffer.  In some areas operability may be difficult due to slopes. These areas may be removed during 
layout.  

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III stream on the north end of the unit.  Do not harvest in the v-notch (BMP 13.16, 13.19). 
Stream 2 is a Class III stream on the south end of the unit.  Do not harvest in the v-notch (BMP 13.16, 13.19). 

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Only setting M147 is not seen. The other settings are visible from the Mosman Inlet Viewshed, where the 
adopted VQOs are modification and maximum modification. The proposed prescription will meet a VQO of partial retention. 

SOILS:  This unit contains slopes > 72%.  Layout unit to avoid harvest in areas with slopes >90%.  It is anticipated that 
helicopter harvest and retention of 70% of the stand will have little effect on the inherent slope stability of these sites.   

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit is adjacent to a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the 
identified buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting 
habitat exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from 
March 15 to August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or 
unsuccessful.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads and Heritage. 
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    Total Unit 
Acres:

113 Unit Number: 36 

LUD: SV 
ML 
TM 

Logging 
Systems: 

Helicopter Harvest Acres: B,C-113  
D-36 

In Alternatives: B,C,D 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M150, M151, M152, 
M153 
 

 

Photo Number: 1098-82  

High:
Medium:

Low:
Non-forested:

7 
72 
34 
 

MBF: B,C-774 
D-270 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 55% western 
hemlock, 5% Sitka spruce, 15% redcedar and 22% yellow cedar.  BA=241. Site Index based on PA is 75 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% 
of the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  

TIMBER/LOGGING:  In alternative D only setting M150 is included.  In alternatives B and C all settings are included.  This 
unit is designed for helicopter yarding to landings on the 6546 road.  Landings will be located in units 34 or 37, to avoid 
creation of large openings in the beach buffer.   

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class II stream in the northwest corner of the unit.  A RMA buffer has been built into unit design, but a 
windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).   

RECREATION: Most of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is visible from the Mosman Inlet Viewshed, where the adopted VQOs range from partial retention to 
maximum modification. Partial retention is the dominant VQO.  The proposed prescription will meet a VQO of partial 
retention. 

SOILS:  Unit contains slopes >72%.  More field information with site specific prescription is needed. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit 
Acres:

61 Unit Number: 37 

LUD: ML,TM,
SV 

Logging 
Systems: 

Cable & Shovel Harvest 
Acres:

 

B,C-46 
D-52 
F-38 E-25  

In Alternatives: B,C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M148, M149, M14A, 
M261 
 

 

Photo Number: 1098-82  

High:
Medium:

Low:
Non-

forested:

40 
21 
 
 

MBF:   
 

B,C-911 
D-1,041  
E-495  
F-758 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 100% western 
hemlock.  BA=173. Site Index based on PA is 70 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:, Alt B and C treats settings M148 and M14A with an even-aged prescription of clearcut with 
reserves (marten habitat).  Setting M149 will be even-aged with reserves (martin habitat and visuals 15% of basal area located 
in upper potion of unit).  Alt D treats all settings (148,149,14A, and 261) with an even-aged prescription of clearcut with 
reserves (marten habitat and (visuals setting M149)).  Alt E treats settings M149 with a clearcut with reserves (marten habitat 
and visuals) and setting M14A with a clearcut with marten habitat retention.  Alt F treats M148 with a clearcut with reserves 
(marten habitat) and M149 with a clearcut with reserves (visuals and marten habitat), setting M261 is a clearcut with reserves 
(marten habitat).  Even age management is an appropriate regeneration method given the stands high wind throw potential.  
Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years 
of age depending on silvicultural need.   

TIMBER/LOGGING:  In alternatives B, and C settings M148, M149 and M14A are proposed for management.  In 
alternative E settings M149 and M14A are included.  In alternative F settings M261, M148 and M149 are included.  In 
alternative D all settings are included.  This unit is designed for both shovel and cable yarding to the 6546 road or the existing 
6558 road. 

ENGINEERING/ROADS: Alternative F would construct 0.28 miles of temporary road. Road will be decommissioned after 
the timber sale.  The material source is located on Road 6568 mp 0.07. Refer to road card 6546. 

FISH/WATERSHED: 
Stream 1 is a Class II main stem (Wetbeck Creek) on the north end of unit.  RMA buffer has been built into unit design but 
windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).  Limit harvest below the 6558 
road to protect the RMA of Wetbeck Creek.   
Stream 2 is a Class II stream in the south end of unit.  RMA buffer has been built into unit design but windfirmness buffer 
may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).   
Stream 3 is a Class III stream on the east side of the unit.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 
This unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.   

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Settings M14A and M261 are not seen. The other settings are visible from the Mosman Inlet Viewshed, where 
the adopted VQOs range from partial retention to maximum modification and VAC rating is intermediate. The proposed 
prescription will meet a VQO of partial retention for setting M149.  All other settings will meet the prescribed VQO of 
maximum modification. 

SOILS:  Unit contains slopes >72%, layout unit to avoid slopes >72%. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Geology and Heritage. 
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    Total Unit Acres: 19 Unit Number: 38 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 16 In Alternatives: D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M256 
 

 

Photo Number: 1098-81  

High:
Medium:

Low:
Non-forested:

17 
2 
 
 

MBF: 347 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 46% western 
hemlock, 7% Sitka spruce, 46% redcedar and 2% yellow cedar.  BA=221. Site Index based on PA is 86 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat and visuals) with natural 
regeneration.  Even age management is an appropriate regeneration method given the stands wind throw potential.  Plant and 
site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age 
depending on silvicultural need.  

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to a temporary stub road off of the 51581 road.  
Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Alternative E and F would construct 0.18 miles of temporary road. Road will be decommissioned 
after the timber sale. The material source is located on rd. 6568 mp .07. No road concerns. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

SCENERY: The unit is visible from the head of the Mosman Inlet Viewshed, where the adopted VQO is modification, and 
VAC rating ranges from low to high. The proposed prescription will meet a VQO of modification. Partial retention can be 
achieved if the retention is concentrated in the visible opening. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness 

No resource concerns were identified for Fish/Watershed, Geology, Heritage, Recreation and Soils. 
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    Total Unit Acres: 38 Unit Number: 39 
LUD: ML Logging 

Systems: 
Helicopter Harvest Acres: 38 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M131 
 

 

Photo Number: 1198-11  

High:
Medium:

Low:
Non-forested:

9 
24 
5 
 

MBF:
:

283 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 45% western 
hemlock, and 55% yellow cedar.  BA=290. Site Index based on PA is 50 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% 
of the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  

TIMBER/LOGGING:  This unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be 
bundled and placed in the water for rafting to processing facilities, or stored on barges and towed to processing facilities. 

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There is a Class III stream on the north end of unit.  Do not harvest in the v-notch (BMP 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is visible from the Burnett Inlet Viewshed, where the adopted VQO is modification. The proposed 
prescription will meet a VQO of partial retention. 

SOILS:  This unit contains slopes >72%.  Further information is needed to assess slope stability. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 232 Unit Number: 40 
LUD: ML, 

SV 
Logging 

Systems: 
Helicopter Harvest 

Acres:
 

B,C-212 
E -232 

In Alternatives: B,C,E 

Volume Strata Acres:  Net Harvest Volume: Stand Number(s): M115,116,117,118,120 
M121,126,293,294,800 
M119 
 

 

Photo Number: 1198-14  

High:
Medium:

Low:
Non-forested:

161 
45 
26 
 

MBF: 
 
 

B,C -1,655 
E-1,816 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 75% western 
hemlock, 12% Sitka spruce, 10% redcedar and 3% yellow cedar.  BA=210. Site Index based on PA is 100 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% 
of the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alt B and C treat all settings except M116.  Alt E treats all settings.  

TIMBER/LOGGING:  This unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be 
bundled and placed in the water for rafting to processing facilities, or stored on barges and towed to processing facilities.  In 
alternatives B and C setting M116 is not included.   

BOTANY RESOURCES:  Field surveys were not conducted. 

FISH/WATERSHED: 
Stream 1 is a Class II stream that bisects the unit.  A RMA buffer has been built into unit design, no harvest in RMA buffer 
(BMP 13.16).   
Stream 2, 3, and 4 are Class III streams that border the unit.  Do not harvest in the v-notch.  Additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 
Stream 5, 6, 7 are Class IV streams.  The unit may contain other unmapped Class IV streams. For Class IV streams, fall timber 
away from streams if feasible.  Full suspension or split yard away from streams if feasible, a minimum of partial suspension is 
required.  Remove logging debris from streams (BMP 13.9, 13.16).  

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Settings M293 and M294 are unseen. All other settings are visible from the Burnett Inlet Viewshed, where the 
adopted VQO is partial retention and modification.  The proposed prescription will meet a VQO of partial retention for all 
seen areas. 

SOILS: The unit has been located to avoid an existing landslide tract.  The unit contains slopes >72%.  Helicopter harvest 
retaining 70% of the stand is expected to reduce the potential for detrimental soil disturbance; however, any sediment 
generated from potential mass movement events has a direct connection with the stream system below.   Recommend 
excluding slopes >85% and adjusting unit boundary to avoid harvest on slopes>72% adjacent to stream buffer on northern 
most stream (between setting M115 and M118). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit 
Acres:

173 Unit Number: 41 

LUD: TM,ML,
SV 

Logging 
Systems: 

Helicopter Harvest Acres:
 

B,C-173 
D-66 
F-35 

In Alternatives: B,C,D,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M98-100; M103-106,  
 

 

Photo Number: 1198-15  

High:
Medium:

Low:
Non-forested:

40 
123 
10 
 

MBF: B,C-1,341 
D-521 

  F-279 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 53% western 
hemlock, 15% Sitka spruce, 6% redcedar and 26% yellow cedar.  BA=258. Site Index based on PA is 75 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription: Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alts B and C- treats all settings.  Alt D will treat all settings except M103.  Alt F treats settings M100, 
M98 and M99.   

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings located on a temporary extension of the 
51401 road.  In alternative F only settings M98, M99, and M100 are included.  In alternative D only settings M98, M99, 
M100, M104, M105, and M106 are included. 

ENGINEERING/ROADS: Alternative B, C, D, F would reconstruct 0.18 miles of temporary road. Road will be 
decommissioned after the timber sale. The material source is located on rd. 6548 mp .06, rd. 6548 mp .67, rd 6540 mp 3.14.  

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There are seven Class III streams within or adjacent to the unit.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 
There are two Class IV streams that lie within the unit.  Fall timber away from streams if feasible.  Full suspension or split 
yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 
13.9, 13.16). 

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is visible from either the head of the Burnett Inlet or Anita Bay Viewsheds, where the adopted VQOs 
range from partial retention to maximum modification. The proposed prescription will meet a VQO of partial retention. 

SOILS: The unit contains slopes >72%. Recommend steep slope exclusions in setting M100 and M103.  Helicopter harvest 
retaining 70% of the stand is expected to reduce the potential for detrimental soil disturbance.   

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 23 Unit Number: 42 
LUD: SV,TM Logging 

Systems: 
Cable Harvest Acres: 12 In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M102 
 

 

Photo Number: 1198-15  

High:
Medium:

Low:
Non-forested:

2 
15 
6 
 

MBF: 187 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 61% western 
hemlock, and 39% redcedar.  BA=289.  Site Index based on PA is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (50% in northern half of unit for visual 
concerns) with natural regeneration.  Even age management is an appropriate regeneration method given the stands high wind 
throw potential.  Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to 
PCT at 15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to a temporary stub road located off of the 51401 
road.  Retention will be located during layout in groups or clumps, suitable for future management. 

ENGINEERING/ROADS: Alternative B, C, D, and E would construct 0.30 miles of temporary road. Road will be 
decommissioned after the timber sale. The material source is located on rd. 6548 mp .06, rd. 6548 mp .67, rd 6540 mp 3.14. 
No road concerns. 

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented.  No 
mitigation measures are recommended due to the number of known populations documented in the vicinity of the unit. 

FISH/WATERSHED: 
There is a Class III stream on the southern boundary of the unit.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is visible from the head of the Burnet Inlet Viewshed, where the adopted VQOs are partial retention to 
maximum modification. The proposed prescription will meet a VQO of partial retention. 

SOILS:  The spur road to access the unit is located on slopes >65%.  The unit contains slopes>72%.  Additional information 
including logging system capability and where reserve patches will be located is needed to assess potential impacts. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
The temporary road in this unit is within one half mile of one or more bald eagle nests and may be subject to timing 
restrictions for blasting under the Interagency bald eagle MOU.  

No resource concerns were identified for Geology and Heritage. 
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    Total Unit 
Acres:

30 Unit Number: 43 

LUD: TM Logging 
Systems: 

Cable & Shovel Harvest 
Acres:

 

B,C,D,F-28 
E-17 

In Alternatives: B,C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M101, M96 
 

 

Photo Number: 1198-16  

High:
Medium:

Low:
Non-forested:

26 
4 
 
 

MBF:
 

B,C,D,F-600 
E, -336 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 100% western 
hemlock, BA=320. Site Index based on PA is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat).  Even age management is an 
appropriate regeneration method given the stands high wind throw potential and species composition.  Plant and site prep if 
appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  Alts B, C, D and F- treat all settings.  Alt E only treats setting M101.  

TIMBER/LOGGING:  Setting M101 is designed for downhill cable yarding to a temporary stub road located off of the 
51401 road.  Setting M96 is designed for shovel yarding to continuous landings on the 51401 road.  Retention will be located 
during layout in groups or clumps.  In alternative E only setting M101 is proposed for management. 

ENGINEERING/ROADS: Alternative B, C, D, E, and F would construct 0.11 miles of temporary road. Road will be 
decommissioned after the timber sale. The material source is located on Rd. 6548 MP 0.06, Rd. 6548 MP 0.67, Rd 6540 MP 
3.14.  

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Setting M96 is unseen. Setting M101 is visible from the head of the Burnet Inlet Viewshed, where the adopted 
VQO is maximum modification. Only a small portion of the entire unit is evident, so the proposed prescription will meet a 
VQO of modification. 

SOILS: This unit contains slopes >72%.  Require full suspension on slopes >72%. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
The temporary road in this unit is within one half mile of one or more bald eagle nests and may be subject to timing 
restrictions for blasting under the Interagency bald eagle MOU.  

No resource concerns were identified for Botany, Fish/Watershed, Geology and Heritage. 
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    Total Unit 
Acres:

46 Unit Number: 44 

LUD: TM Logging 
Systems: 

Cable, 
Helicopter 

Harvest 
Acres:

C,E -43 
F-28 

In Alternatives: C,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

 
M268, M97 

 

Photo Number: 1198-16  

High:
Medium:

Low:
Non-forested:

38 
8 
 
 

MBF:
 

C,E -894 
F-600 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 62% western 
hemlock, 22% Sitka spruce, 22% redcedar, 10% yellow cedar and 6% mountain hemlock.  BA=246. Site Index based on PA 
is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription: Alts C and E will use an even-aged prescription of clearcut with reserves (marten habitat) with 
natural regeneration.  Even age management is an appropriate regeneration method given the stands wind throw potential and 
the high percentage of western hemlock.  Plant and site prep if appropriate to ensure historical species mix and/or protect 
resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt F will treat setting M97 use an 
uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration.   

TIMBER/LOGGING:  In alternative F only setting M97 is included and it is designed for helicopter yarding to landings 
located on a temporary extension of the 51401 road.  In alternatives C and E settings M97 and M268 are proposed for 
management.  The unit is designed for downhill cable yarding to landings located on a temporary extension of the 51402 road.  
Retention will be located during layout in groups or clumps.  

ENGINEERING/ROADS: Alternative C, E, and F would construct 0.37-0.50 miles of temporary road.  Road will be 
decommissioned after the timber sale.  A temporary 50-70 foot log-stringer bridge will be constructed over Class II stream 
crossing.  Noted stringer logs in the area.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class I/II MM1 mainstem of Duckbill Creek.  A 120’ RMA buffer has been built into unit design but 
windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a Class III stream on the southern unit boundary.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 
A high amount of sediment is likely to enter the stream where road is constructed in the RMA.  A bridge will be needed for 
Duckbill crossing.  Minimize road in RMA by crossing as perpendicular to stream course as feasible.  More detailed road 
information will need to be collected during layout.  Road feasibility is a concern for this unit.  

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Setting M268 is unseen. Setting M97 is visible from the head of the Anita Bay Viewshed, where the adopted 
VQO is maximum modification. The proposed prescription will meet a VQO of modification to maximum modification. 

SOILS:  As proposed the spur road is on slopes >65%, locate spur road downslope to avoid steep areas.   Fine-textured glacial 
till on south side of the unit, cutslopes should be laid back to angle of repose, or buttressed, and promptly revegetated to 
minimize sedimentation of headwaters of Duckbill creek. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.  Retain structure along the boundary with the managed stand to the northeast to provide for 
elevational migration of wildlife.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 20 Unit Number: 45 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 20 In Alternatives: B,C,D,E,F,

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M91 
 

 

Photo Number: 1098-108  

High:
Medium:

Low:
Non-forested:

 
19 
1 
 

MBF: 344 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 37% western 
hemlock, 29% Sitka spruce, and 34% yellow cedar.  BA=181. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands wind throw potential.  Plant and site prep if appropriate to ensure historical 
species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the 6539 road.   

FISH/WATERSHED: 
Stream 1 is a Class III stream on the southwestern unit boundary.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 
Stream 2, 3, and 4 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split 
yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 
13.9, 13.16). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:   Unit contains slopes > 72%.  Modify unit during layout unit to avoid slopes steeper than 72%.  

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Botany, Geology, Heritage and Recreation. 
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    Total Unit Acres: 5 Unit Number: 46 
LUD: TM Logging 

Systems: 
Shovel Harvest Acres: 5 In Alternatives: B,C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M267 
 

 

Photo Number: 1098-108  

High:
Medium:

Low:
Non-forested:

 
 
5 
 

MBF: 61 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 60% western 
hemlock, 10% Sitka spruce, 10% redcedar and 20% yellow cedar.  BA=120. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method as it will encourage the regeneration of desirable shade intolerant species (spruce and cedar).  
Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years 
of age depending on silvicultural need.   

TIMBER/LOGGING:  This unit is designed for shovel yarding to the existing 6539 road.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 
FISH/WATERSHED: 
Stream 1 is a Class II mainstem Thrucut creek on the eastern unit boundary. A 130’ RMA buffer has been built into unit 
design but windfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 

SCENERY: The unit is visible from the head of the Anita Bay Inlet Viewshed, where the adopted VQO is maximum 
modification. Only a slight portion of this opening is evident, so proposed prescription will meet a VQO of partial retention. 

No resource concerns were identified for Roads, Geology, Heritage, Recreation, Soils and Wildlife. 
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    Total Unit 
Acres:

56 Unit Number: 47 

LUD: TM Logging 
Systems: 

Cable Harvest 
Acres:

51 In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M81, M82, M83 
 

 

Photo Number: 1198-77  

High:
Medium:

Low:
Non-forested:

56 
 
 
 

MBF:  1,105 
 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 55% western 
hemlock, 16% Sitka spruce, 15% redcedar and 14% yellow cedar.  BA=228  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method as it will encourage the regeneration of desirable shade 
intolerant species such as spruce and cedar, in addition, stem decay and mistletoe will be reduced in the hemlock component 
of the stand.  Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 
15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING:  The unit is designed for downhill cable yarding to landings located on a temporary spur road off of 
the existing 6539 road.  Some shovel yarding may occur on the north side of the unit.  Retention will be located during layout 
in groups or clumps.  

ENGINEERING/ROADS: Alternatives B, C, D, and E would construct 0.47 miles of temporary road. Road will be 
decommissioned after the timber sale. The material source is located on rd. 6540 mp 3.1, rd. 6540 mp 4.9. A temporary log-
stringer bridge will be constructed over Class II stream crossing.   

BOTANY RESOURCES:  Multiple populations of Hymenophyllum wrightii (Wright’s filmy fern) were documented within 
the unit.  No mitigation measures are recommended due to the number of known populations located in the vicinity of the unit.

FISH/WATERSHED: 
Streams 1-6 are Class I and Class II streams within or adjacent to the unit.  The east and west side of the unit contains alluvial 
fans and fish streams, which may need additional RAW buffers. For fish streams no harvest in RMA buffer which will be 
different for different channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer 
(BMP 13.9, 13.16). 
Streams 7-9 are Class III streams that affect layout of this unit.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16).   
Streams 10-16 are Class IV streams that flow through this unit.  Fall timber away from streams if feasible.  Full suspension or 
split yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams 
(BMP 13.9, 13.16). 
The proposed temporary road crosses Class III channels and a Class I/II channel.  Temporary log stringers bridges will be 
necessary road obliteration may be necessary in depositional areas.  Adequate size structures will need to be installed and 
removed as soon as logging activities have ended.  Additional fish verification is needed to determine timing windows and 
extent of anadromous habitat. 

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: The unit was designed to avoid an existing landslide. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 40 Unit Number: 48 
LUD: TM Logging 

Systems: 
Cable & Shovel Harvest Acres: D-15 

F-35 
In Alternatives: D,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M248, M249, M80 
 

 

Photo Number: 1198-77  

High:
Medium:

Low:
Non-forested:

36 
4 
 
 

MBF: D-318 
F-742 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 65% western 
hemlock, 16% Sitka spruce, 10% redcedar and 9% yellow cedar.  BA=246.  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method as desirable shade intolerant species such as spruce and cedar 
will be favored, in addition stem decay and mistletoe will be effectively treated with this harvest method.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  Alt D- treats setting M248.  Alt F- treats all settings.   

TIMBER/LOGGING:  In alternative D only setting M248 is included.  All settings are included in alternative F.  This unit is 
designed for downhill cable yarding to the existing 6546 road.  A short temporary spur road may be necessary to facilitate 
yarding in setting M249.  Shovel yarding will occur in the southwest portion of setting M248.  Retention will be located 
during layout in groups or clumps. 

ENGINEERING/ROADS: Alternative F would construct 0.09 miles of temporary road. Road will be decommissioned after 
the timber sale.  

BOTANY RESOURCES:  Multiple populations of Hymenophyllum wrightii (Wright’s filmy fern) were located within this 
unit.  No mitigation measures are recommended due to the number of known populations located in the vicinity of the unit. 

FISH/WATERSHED: 
Stream 1 is a Class II AF1 stream on the northeast corner of the unit.  Do not harvest in the RMA buffer.  Additional 
protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Stream 2 is a Class II HC3 stream that bisects unit.  Do not harvest in RMA buffer.  Additional protection may be necessary 
for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Stream 3 is a Class III portion above fish habitat of stream 1.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16).   
Stream 4 is a Class III portion above fish habitat of stream 2.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16).   
Streams 5-9 are Class IV streams within the unit. Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

SOILS: Shovel tracks need to be supported by slash to protect soil resources (BMP 13.9 & 12.5). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology, Heritage, and Recreation. 
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    Total Unit 
Acres:

29 Unit Number: 49 

LUD: TM Logging 
Systems: 

Cable Harvest 
Acres:

 

C-18 
B,E-17 
D-26 
F-18 

In Alternatives: B,C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M63, M63A, M64 
 

 

Photo Number: 1198-107  

High:
Medium:

Low:
Non-forested:

29 
 
 
 

MBF: 
 

C-378 
 B,E-362 
 D-564 
F-388 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock, 60% redcedar.  BA=145. Site Index based on PA is 86 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  Alts B, D and E- treat settings M63 and M63A with an even-aged prescription of clearcut with reserves 
(marten habitat).  Alt C- treats settings M63A and M64.  Alt F- treats settings M63 and M64.  

TIMBER/LOGGING:  In alternatives B and E, settings M63 and M63A are proposed. In alternative C settings M64 and 
M63A are proposed.  In alternative F settings M64 and M63 are proposed for management.  All settings are included in 
alternative D.  The unit is designed for downhill cable yarding to landings located on the proposed extension of the 51421 
road.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Alternative F would construct 0.24 miles of temporary road. Road will be decommissioned after 
the timber sale. The material source is located on rd. 6540 mp 10.3, rd. 51421 mp 0.34. Refer to road card 51421. 

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented within setting 
M64 in the unit.  No mitigation measures are recommended due to the number of known populations located in the vicinity of 
the unit. 

FISH/WATERSHED: 
Stream 1 is a Class II MM1 stream on the southeast corner of the unit.  A 120’ RMA buffer built into unit design.  Additional 
protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16).   
Stream 2, 3, and 4 are Class III streams on the north and south end of the unit as well as bisecting the unit.  No harvest in the 
v-notch, additional protection may be necessary for windfirmness (BMP 13.9, 13.16). 
Stream 5, 6, and 7 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split 
yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 
13.9, 13.16). 
This unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.  

GEOLOGY/KARST: There is a well developed karst area in the northern part of the unit (setting M64), exclude this area 
from the harvest unit.  Require at least partial suspension on all upslope areas contributing to the resurgent stream (the 
northern most stream shown on the unit card). 

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Partial suspension in setting M64 to prevent surface erosion for karst issue will protect soils. Locate backline to 
avoid slopes >85% (inclusion of short pitch of steep slope along back line will increase deflection and allow for less soil 
disturbance across the unit). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
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    Total Unit Acres: 85 Unit Number: 50 
LUD: TM,SV Logging 

Systems: 
Cable Harvest Acres: B,D-45 

C-81 
E-55 

In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M60, M61, M62 
 

 

Photo Number: 1098-107  

High:
Medium:

Low:
Non-forested:

48 
37 
 
 

MBF: B,D-963 
C-1,583 
E-1,031  
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 28% western 
hemlock, 48% redcedar and 24% yellow cedar.  BA=327. Site Index based on PA is 86 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut and clearcut with reserves (marten habitat) with natural 
regeneration.  Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant 
and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age 
depending on silvicultural need.  Alt B- treats settings M61 and M62 with an even-aged prescription of clearcut with reserves 
(marten habitat).  Alt C- treats setting M60 with a clearcut and M61 and M62 with clearcut with reserves.   Alt D and E- 
treats setting M60 with a clearcut and M61 with clearcut with reserves (marten habitat). 

TIMBER/LOGGING:  In alternatives B and D settings M61 and M62 are proposed. In alternative C settings M60, M61 and 
M62 are proposed.  In alternative E settings M60 and M61 are proposed for management.  The unit is designed for downhill 
cable yarding to landings located on the proposed extension of the 51421 road.  In alternative E additional retention acres are 
planned to provide larger vertical migration corridors along Class III streams.  Retention will be located during layout in 
groups or clumps.  

ENGINEERING/ROADS: Refer to road card 51421. 

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented.  No 
mitigation measures are recommended due to the number of known populations documented in the vicinity of the unit. 

FISH/WATERSHED: 
Stream 1 is a Class I/II main stem Mirkwood Creek on the eastern side of unit.  The RMA buffer is built into the unit design.  
Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Stream 2 is a Class II MC1 steam on the southeast corner of the unit.  The RMA buffer is built into the unit design.  Additional 
protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Stream 3, 4, and 5 are Class III streams on the north and south end of unit as well as a segment on the northeast side of the 
unit.  Do not harvest in the v-notch.  Additional protection may be necessary for windfirmness (BMP 13.9, 13.16). 
Stream 6-11 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
This unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.    

GEOLOGY/KARST:  There was no carbonate bedrock identified in the unit.  Stream 1 hydrologically separates this unit 
from the mini karst system to the east. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is visible from the head of the Mosman Inlet Viewshed, where the adopted VQOs range from partial 
retention to maximum modification. The bottom portions of settings M60 and M61 are in the SV LUD and are largely unseen. 
The proposed prescription will meet the adopted VQO of partial retention. 

SOILS: This unit has cliff (slopes > 72%) located in the center of setting M61.  Consider high risk of windthrow in the area 
when designing retention.  Require at least partial suspension for entire unit. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
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    Total Unit Acres: 70 Unit Number: 51 
LUD: SV,TM Logging 

Systems: 
Cable Harvest Acres:

 
C-60 
E-45 

In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M55,M56,M59 
 

 

Photo Number: 1198-106  

High:
Medium:

Low:
Non-forested:

40 
27 
3 
 

MBF: C-1,158 
E -875 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 45% western 
hemlock, 35% Sitka spruce and 20% redcedar.  BA=242. Site Index based on PA is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  Alt C treats all settings.  Alt E treats settings M55 and M56.  

TIMBER/LOGGING:  In alternative C settings M55, M56 and M59 are proposed.  In alternative E settings M55 and M56 
are proposed for management.  The unit is designed for a combination of uphill and downhill cable yarding to landings located 
on the proposed temporary extension of the 51421 road.  Retention will be located during layout in groups or clumps.  

ENGINEERING/ROADS: Alternative C and E would construct 0.49 miles of temporary road. Road will be decommissioned 
after the timber sale. The material source is located on rd. 6540 mp 10.3, rd. 51421 mp 0.34. Refer to road card 51421. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Streams 1-5 are Class I and II streams.  RAW and RMA buffers need to be established for the alluvial fans that impact this 
unit.  For fish streams do not harvest in the RMA buffer, which will be different for different channel types around unit.  
Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Streams 6 and 7 are Class III streams.  Do not harvest in v-notch, additional protection may be necessary for windfirmness 
(BMP 13.9, 13.16). 
Streams 8-16 are Class IV streams that flow through the unit.  Fall timber away from streams if feasible.  Full suspension or 
split yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams 
(BMP 13.9, 13.16). 
Temporary access road has several stream crossings that will need adequate structures.  All structures will be removed at the 
end of timber sale operations (BMP 13.16, 14.20). 
This unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.    

GEOLOGY/KARST:  There was no carbonate bedrock identified in the unit.    

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Only setting M55 is seen.  It is visible from the head of the Mosman Inlet Viewshed where the adopted VQO is 
partial retention. The proposed prescription will meet a VQO of partial retention. 

SOILS:  This unit contains slopes>72% located along the backline.  If included in the unit, require full suspension.  The 
location of the spur road crossing notch between settings M56 and M59 is a concern.  Until the specific location is identified 
impacts are unknown. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Heritage. 
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    Total Unit Acres: 60 Unit Number: 52 
LUD: ML Logging 

Systems: 
Helicopter Harvest Acres: 60 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B117-B121 
 

 

Photo Number: 1098-176  

High:
Medium:

Low:
Non-forested:

 
9 
51 
 

MBF: 299 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 60% western 
hemlock and 40% yellow cedar.  BA=486. Site Index based on PA is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration 

TIMBER/LOGGING:  This unit is designed for helicopter logging to landings located on temporary spur extension of the 
6547 road. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There are Class III streams on unit boundaries.  Do not harvest in v-notch (BMP 12.6, 12.6a, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Only setting B121 is seen.  It is visible from the Burnett Inlet Viewshed, where the adopted VQO is 
modification. Only a small portion of the opening is evident, so the proposed prescription will meet in a VQO of retention to 
partial retention. 

SOILS: This unit contains slopes >72%. Recommend dropping northeast portion of setting B120 and eastern portion of B121.  
It is anticipated that helicopter harvest and retention of 70% of the stand will have little effect on the inherent slope stability of 
these sites.   

WILDLIFE:  If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter 
yarding within ¼ mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 112 Unit Number: 53 
LUD: ML Logging 

Systems: 
C-Cable & Heli 
E -Heli 

Harvest Acres: C-80 
E-112 

In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B111, B112, B113, 
B114, B123, B125 

 

Photo Number: 1098-175  

High:
Medium:

Low:
Non-forested:

92 
8 
12 
 

MBF: C-1,035 
E-883 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 50% western 
hemlock, 20% Sitka spruce and 30% redcedar.  BA=200. Site Index based on PA is 86 (Sitka Spruce, Farr 50)  
Silvicultural Prescription: Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method to regenerate shade intolerant species such as cedar and spruce 
as well as effectively treating stem decays and mistletoe in hemlock.  Plant and site prep if appropriate to ensure historical 
species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.   Alt C- treats 
settings B112-B114.  Alt C- treats settings B111, B123 and B125 and Alt E treats all settings with an uneven-aged 
prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no more than 50% 
BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration.  

TIMBER/LOGGING:  All settings are included in alternatives C and E.  In alternative C settings B112, B113, and B114 are 
designed for downhill cable yarding to a temporary spur extension of the 6547 road.  In alternative C settings B111, B123, and 
B125 are designed for helicopter yarding to landings on the temporary road.  Retention in the cable settings will be located 
during layout in groups or clumps.  Final implementation of the cable settings may resemble path cuts.  In alternatives D and E 
this unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be bundled and placed in the 
water for rafting to processing facilities, or stored on barges and towed to processing facilities.    

ENGINEERING/ROADS: Alternative C would construct 0.58 miles of temporary road. Road will be decommissioned after 
the timber sale.  

BOTANY RESOURCES:  Field surveys were not conducted.  

FISH/WATERSHED: 
Stream 1 is a Class II stream that bisects the unit.  Do not harvest in the RMA buffer which will be different for different 
channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Stream 2 and 3 are Class III streams on the northern end of unit.  Do not harvest in the v-notch.  Additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 
Stream 4 is a Class IV stream within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Only setting B111 is seen.  It is visible from the Burnett Inlet Viewshed, where the adopted VQO is 
modification. Only the top half of the setting is evident, and the proposed prescription will meet a VQO of retention to partial 
retention. 

SOILS:  No field information.  The assessment made based on interpretation of LIDAR slope information and aerial photos.  
This unit contains slopes >72% in an area with historic landslide tracts.  The risk of additional mass movement is high.   
Avoid harvest on slopes >72% adjacent to v-notches. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
The temporary road in this unit is within one half mile of one or more bald eagle nests and may be subject to timing 
restrictions for blasting under the Interagency bald eagle MOU.  
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 20 Unit Number: 54 
LUD: ML Logging 

Systems: 
Helicopter Harvest Acres: 20 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B800, B110 
 

 

Photo Number: 1098-175  

High:
Medium:

Low:
Non-forested:

20 
 
 
 

MBF: 165 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 60% western 
hemlock, 20% Sitka spruce, 10% redcedar and 10% yellow cedar.  BA=228.  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.   

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings on the temporary extension of the 6547 road. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There are Class III streams on unit boundary.  Do not harvest in the v-notch (BMP 12.6, 12.6a, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is visible from the Burnett Inlet Viewshed, where the adopted VQO is modification. Only slight 
openings of the unit are evident.  The proposed prescription will meet a VQO of retention to partial retention. 

SOILS:  No field information.  The assessment was made based on interpretation of LIDAR slope information and aerial 
photos.  This unit contains slopes >72%.  The unit lies in the landslide initiation zone of 4 identifiable landslide tracts.  Risk of 
additional mass movement is extremely high.  Recommend dropping setting B110. 

WILDLIFE: Tongass Plan Implementation Policy Clarification (1998) states that Standards and Guidelines for marten should 
not be applied to high-value marten habitat patches less than 2 acres in size.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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     Total Unit 
Acres:

230 Unit Number: 55 

LUD: ML,TM Logging 
Systems: 

C-Cable & Heli 
E -Heli 

Harvest Acres: C-220 
E -230 

In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B103, B104, B107, 
B108 ,B101 and B102 
 

 

Photo Number: 1198-174  

High:
Medium:

Low:
Non-forested:

165 
58 
7 
 

MBF: 
 

C-2,838 
E -1,867 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 65% western 
hemlock, 19% Sitka spruce, 11% redcedar and 5% yellow cedar.  BA=246. Site Index based on PA is 75 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription: Even-aged prescription of clearcut with reserves (marten habitat) with natural regeneration.  Even 
age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if 
appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  Alt C- treats all settings with B104 being uneven aged management and Alt E treats all settings with 
uneven-aged management, single tree selection (STS) and will retain approximately 70% of the stand with no more than 50% 
of the cedar and spruce being removed to ensure species diversity and promote a healthy mix of regeneration.    

TIMBER/LOGGING: All settings are included in alternatives C and E.  In alternative C settings B101, B102, B103, B107, 
and B108 are designed for downhill cable yarding to a temporary spur extension of the 6547 road.  In alternative C setting 
B104 is designed for helicopter yarding to landings on the temporary road.  Retention in the cable settings will be located 
during layout in groups or clumps.  Final implementation of the cable settings may resemble patch cuts.  In alternative E this 
unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be bundled and placed in the water 
for rafting to processing facilities, or stored on barges and towed to processing facilities.  

ENGINEERING/ROADS: Alternative C would construct 0.69 miles of temporary road. Road will be decommissioned after 
the timber sale.  

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III stream on the southern unit boundary.  Do not harvest in the v-notch (BMP 12.6, 12.6a, 13.16). 
Additional stream mapping may be necessary during layout.   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Settings B102, B103, B107, and B108 are unseen. Settings B101 and B104 are seen.  They are visible from the 
head of the Burnett Inlet Viewshed, where the adopted VQO is modification. Only a small portion of the very top of setting 
B101 is evident. Most of setting B104 is visible. The proposed prescription will result in VQOs that meet partial retention to 
modification. 

SOILS:  No field information.  The assessment was made based on interpretation of LIDAR slope information and aerial 
photos.  This unit contains slopes >72%.  Lay out backline of setting B107 to avoid slopes >85%.  Two large historic 
landslides in this unit are indicative of landslide prone terrain. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
The temporary road in this unit is within one half mile of one or more bald eagle nests and may be subject to timing 
restrictions for blasting under the Interagency bald eagle MOU.  
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 54 Unit Number: 56 

LUD: ML,SV,
TM 

Logging 
Systems: 

Helicopter Harvest Acres: 54 In Alternatives: B,C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B98, B99, B100 
 

 

Photo Number: 1098-173  

High:
Medium:

Low:
Non-forested:

22 
23 
9 
 

MBF: 402 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 32% western 
hemlock, 9% Sitka spruce, 10% redcedar, 44% yellow cedar and 5% mountain hemlock.  BA=275. Site Index based on PA is 
75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  

TIMBER/LOGGING:  In alternatives B and E this unit is designed for helicopter yarding directly to offshore log landing 
barges.  Logs will be bundled and placed in the water for rafting to processing facilities, or stored on barges and towed to 
processing facilities.  In alternative C this unit is designed for helicopter yarding to landings located on the 6547 road. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III stream on the west side of the unit.  Do not harvest in the v-notch.  Additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 
Stream 2 is a Class IV stream within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is visible from the head of the Burnett Inlet Viewshed, where adopted VQOs range from partial 
retention to maximum modification. The proposed prescription will meet a VQO of retention to partial retention.  

SOILS:  This unit contains slopes >72%.  There is one large historic landslide in the southern part of the unit.  Avoid harvest 
on slopes >85%. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit 
Acres:

56 Unit Number: 57 

LUD: TM,SV Logging 
Systems: 

Cable & Shovel Harvest 
Acres:

 

B,D-24 
C-53 
E-9 

In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B94-B97 
 

 

Photo Number: 1098-173  

High:
Medium:

Low:
Non-forested:

34 
19 
3 
 

MBF:
 

B,D-464 
C-1,039 
E-188 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 91% western 
hemlock and 9% mountain hemlock.  BA=246. Site Index based on PA is 96 (Sitka Spruce, Farr 50)  
Silvicultural Prescription: Even-aged treatment of clearcut with reserves (marten habitat) with natural regeneration.  Even age 
management is an appropriate regeneration method as it will favor desireable shade intolerant species such as cedars and 
spruce.  It will also effectively deal with stem decay and mistle-toe in the hemlock component of the stand.  Plant and site 
prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age 
depending on silvicultural need   Alt B and D- treat settings B94, B95 andB96, Alt C- treats all settings, Alt E treats settings 
B94 and B95.  

TIMBER/LOGGING:  In alternatives B and D settings B94, B95, and B96 are proposed.  In alternative E settings B94 and 
B95 are proposed.  In alternative C all settings are included for management.  Settings B94 and B95 are designed for downhill 
cable yarding to landings located on the proposed 6547 road.  Settings B96 and B97 are designed for a combination of cable 
and shovel yarding.  The shovel yarding will occur in the north half of the settings.  Retention will be located during layout in 
groups or clumps. 

ENGINEERING/ROADS: Refer to road card 6547. 

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented.  No 
mitigation measures are recommended due to the number of known populations documented in the vicinity of the unit. 

FISH/WATERSHED: 
Stream 1 is a Class I/II mainstem Detailer Creek on the northern end of the unit.  Do not harvest in the v-notch, additional 
protection may be necessary for windfirmness (BMP 13.9, 13.16).  Do not harvest in the RMA buffer which will be different 
for different channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 
13.16). 
Stream 2, 3, and 4 are Class III streams that bisect the unit.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16). 
This unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.    

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Settings B94, B95, and B96 are unseen. Setting B97 is visible from the head of the Burnett Inlet Viewshed, 
where the adopted VQO ranges from partial retention to maximum modification. Only a small aspect of the opening is visible 
and the prescribed prescription will meet a VQO of partial retention. 

SOILS: This unit contains slopes >72%.  Modify the backline to avoid slopes >85%.  Require full suspension on slopes >70% 
(BMP 13.9).  The northern portion of the unit is forested wetland.  Shovel tracks need to be supported by slash (BMP 13.9). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit 
Acres:

61 Unit Number: 58 

LUD: TM Logging 
Systems: 

Cable Harvest 
Acres:

B,E -44 
C,D-56 
 

In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B91-B93 
 

 

Photo Number: 1098-173  

High:
Medium:

Low:
Non-forested:

60 
1 
 
 

MBF: B,E-954 
C,D-1,198 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 93% western 
hemlock and 7% Sitka spruce.  BA=215. Site Index based on PA is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription: Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method as it will favor desirable shade intolerant specie such as cedars 
and spruce.  In addition, this treatment will effectively deal with stem decays and mistletoe in the hemlock component of the 
stand.  Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 
years of age depending on silvicultural need.  Alt B, D and E treat settings B91 and B92, Alt C- treats all settings.  

TIMBER/LOGGING:  In alternatives B and E settings B91 and B92 are proposed.  In alternatives C and D all settings are 
included for management.  This unit is designed for downhill and uphill cable yarding to landings located on the temporary 
spur road off of the 6547 road.  Retention will be located during layout in groups or clumps.  

ENGINEERING/ROADS: Alternatives B, C, D and E would construct 0.58 miles of temporary road. Road will be 
decommissioned after the timber sale.  

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented.  No 
mitigation measures are recommended due to the number of known populations documented in the vicinity of the unit. 

FISH/WATERSHED: 
Stream 1 is a Class II mainstem stream (Detailer Creek) on the east side of the unit.  Do not harvest in the RMA buffer.  
Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Stream 2 and 3 are Class III streams on the north and south end of the unit.  Do not harvest in the v-notch, additional 
protection may be necessary for windfirmness (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  This unit contains slopes >72% along backline in settings B91 and B92.  Layout backline to avoid slopes>85% and 
require full suspension on slopes steeper than 72% (BMP 13.9). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 39 Unit Number: 59 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: B -20 

C-36 
In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B89, B90 
 

 

Photo Number: 1098-174  

High:
Medium:

Low:
Non-forested:

39 
 
 
 

MBF: B -425 
C-774 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 67% western 
hemlock and 33% Sitka spruce.  BA=156. Site Index based on PA is 96 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method as it favors desireable shade intolerant species such as cedars 
and spruce.  In addition, it effectively deals with stem decay and mistle-toe in the hemlock component of the stand.  Plant and 
site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age 
depending on silvicultural need.  Alt B - treats setting B90 and Alt C treats both settings.  

TIMBER/LOGGING:  In alternative B only setting B90 is proposed.  In alternative C all settings are included for 
management.  This unit is designed for downhill and uphill cable yarding to landings located on the temporary spur road off of 
the 6547 road.  Shovel yarding may occur in the north half of the unit.  Retention will be located during layout in groups or 
clumps. 

ENGINEERING/ROADS: Alternative B and C would construct 0.22-0.41 miles of temporary road. Road will be 
decommissioned after the timber sale.  

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class II mainstem stream (Detailer Creek) on the northeast side of the unit.  Do not harvest in the RMA buffer 
which will be different for different channel types around unit.  Additional protection may be necessary for wind firmness of 
RMA buffer (BMP 13.9, 13.16). 
Stream 2 is a Class III stream on the northern end of the unit.  Do not harvest in the v-notch, additional protection may be 
necessary for windfirmness (BMP 13.9, 13.16).  

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  This unit contains slopes >72% along the backline of setting B89.  Require at least partial suspension (BMP 13.9).  
Shovel tracks need to be supported by slash to protect soil resources (BMP 13.9 & 12.5). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit 
Acres:

47 Unit Number: 60 

LUD: TM Logging 
Systems: 

Cable Harvest 
Acres:

B,D,E -24 
C-42 

In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B82, B83, B84 
 

 

Photo Number: 1098-173  

High:
Medium:

Low:
Non-forested:

26 
6 
15 
 

MBF: B,D,E -527
C-765 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 78% western 
hemlock and 22% Sitka spruce.  BA=203.  Site Index based on PA is 96 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut, and clearcut with reserves (marten habitat) with natural 
regeneration.  Even age management is an appropriate regeneration method given the stands wind throw potential and high 
percentage of western hemlock in which future species composition, stem decay and mistle-toe can be effectively dealt with.  
Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years 
of age depending on silvicultural need.  Alts B, D and E - treat setting B84 with a clearcut and B83 with a clearcut with 
reserves (marten habitat).  Alt C- treats settings B82 and B83 with a clearcut with reserves (marten habitat) and B84 with a 
clearcut.  

TIMBER/LOGGING: In alternatives B, D and E settings B83 and B84 are proposed.  In alternative C all settings are 
included for management.  This unit is designed for long span cable yarding across Detailer Creek to landings located on the 
temporary spur road off of the 6547 road.  Full suspension yarding across the creek must be achieved, and yarding corridors 
through the RMA buffer will be necessary.  Retention will be located during layout in groups or clumps.    

FISH/WATERSHED: 
Stream 1 is a Class II mainstem stream (Detailer Creek) on the southwest side of the unit.  Minimize disturbance in the RMA 
buffer.  Additional protection may be necessary for windfirmness of RMA buffer (BMP 13.9, 13.16). 
Stream 2 is a Class II/III AF1 stream on the northern end of the unit.  A 140’ RMA buffer built into unit design.  Additional 
protection may be necessary for windfirmness of RMA buffer (BMP 13.9, 13.16). 
Stream 3 is a Class III stream on the southern end of the unit.  Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16) . 
During harvest provide full suspension over Detailer Creek and limit impacts to the RMA as logs are yarded across. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  This unit is located on colluvial footslopes. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Roads, Geology and Heritage. 
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    Total Unit 
Acres:

17 Unit Number: 61 

LUD: TM Logging 
Systems: 

Cable Harvest 
Acres:

B,D,E-3 
C-14 

In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B85, B86 
 

 

Photo Number: 1098-174  

High:
Medium:

Low:
Non-forested:

14 
3 
 
 

MBF: B,D,E-70 
C-298 
 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 78% western 
hemlock, and 22% Sitka spruce.  BA=293. Site Index based on PA is 85 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Also, this method will encourage desireable 
shade tolerant species such as cedars and spruce as well as dealing with stem decay and mistle-toe in the hemlock component 
of the stand.  Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 
15-35 years of age depending on silvicultural need.  Alt B, D, E - treats setting B85.  Alt C treats both settings.  

TIMBER/LOGGING:  In alternatives B, D, and E setting B85 is proposed.  In alternative C all settings are included for 
management.  This unit is designed for long span cable yarding across Detailer Creek to landings located on the temporary 
spur road off of the 6547 road.  Full suspension yarding across the creek must be achieved, and yarding corridors through the 
RMA buffer will be necessary.  Retention will be located during layout in groups or clumps.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class II mainstem stream (Detailer Creek) on the southwest side of the unit.  Minimize disturbance in the RMA 
buffer.  Additional protection may be necessary for windfirmness of RMA buffer (BMP 13.9, 13.16). 
Stream 2 and 3 are Class III streams on the northern end of the unit.  Do not harvest in the v-notch, additional protection may 
be neccesssary for windfirmness (BMP 13.9, 13.16)    
During harvest provide full suspension over Detailer Creek and limit impacts to the RMA as logs are yarded across. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  This unit is located on colluvial footslopes. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology, Heritage and Soils. 
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    Total Unit Acres: 20 Unit Number: 62 
LUD: SV,TM Logging 

Systems: 
Helicopter Harvest Acres: 20 In Alternatives: E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B81 
 

 

Photo Number: 1098-172  

High:
Medium:

Low:
Non-forested:

 
18 
2 
 

MBF: 152 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 87% western 
hemlock and 13% Sitka spruce.  BA=216. Site Index based on PA is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration  

TIMBER/LOGGING:  This unit is designed for helicopter yarding directly to the 6547 road or to offshore log landing 
barges.  Logs may be bundled and placed in the water for rafting to processsing facilities, or stored on barges and towed to 
processing facilities. 

BOTANY RESOURCES:  No field surveys were conducted. 

FISH/WATERSHED: 
Stream 1 is a Class I/II stream on the southern side of the unit.  Do not harvest in the RMA buffer, which has been built into 
unit design and contains sensitive MM and FP channels.  Additional protection may be necessary for wind firmness of TTRA 
buffer (BMP 13.9, 13.16). 
Stream 2 is a Class I stream on the northern side of the unit.  Do not harvest in the RMA buffer, which has been built into unit 
design and contains sensitive MM and FP channels.  Additional protection may be necessary for wind firmness of TTRA 
buffer (BMP 13.9, 13.16). 
Stream 3 and 4 are Class IV streams that run through the unit. Fall timber away from streams if feasible.  Full suspension or 
split yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams 
(BMP 13.9, 13.16).   

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

WILDLIFE:  If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter 
yarding within ¼ mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology, Heritage and Soils. 
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    Total Unit Acres: 39 Unit Number: 63 
LUD: TM Logging 

Systems: 
Cable & Shovel Harvest Acres: 37 In Alternatives: B,D 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B79, B80 
 

 

Photo Number: 1098-172  

High:
Medium:

Low:
Non-forested:

24 
6 
9 
 

MBF: 694 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 42% western 
hemlock, 12% Sitka spruce and 46% redcedar.  BA=276.  Site Index based on PA is 86 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands wind throw potential.  Plant and site prep if 
appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  Setting B79 is designed for downhill cable yarding and setting B80 is designed for shovel logging to 
landings on the proposed 6547 road.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Refer to road card 6547. 

BOTANY RESOURCES:  No field surveys were conducted in setting B80; however, no resource concerns were identified 
through habitat review.  No resource concerns were identified in setting B79. 

FISH/WATERSHED: 
Stream 1 is a Class II mainstem stream (Detailer Creek) on the southwest side of the unit.  Do not harvest in the RMA buffer.  
Additional protection may be necessary for windfirmness of RMA buffer (BMP 13.9, 13.16). 
Stream 2 is a Class II/III AF1 stream on the southern end of the unit.  A 140’ RMA buffer was built into unit design.  
Additional protection may be necessary for windfirmness of RMA buffer (BMP 13.9, 13.16). 
Stream 3 is a Class III stream on the northern end of the unit. Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Unit may have slopes >72% along backline.  Western portion of the unit is forested wetland.  Shovel tracks need to 
be supported by slash (BMP 13.9). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 66 Unit Number: 64 
LUD: TM Logging 

Systems: 
Cable & Shovel Harvest Acres:

 
B-25 
C-56 
D,E-49 

In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B124, B74, B75, B77 
 

 

Photo Number: 1098-172  

High:
Medium:

Low:
Non-forested:

46 
20 
 
 

MBF:
 

B-534 
C-1,138 
D,E-997 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 46% western 
hemlock, 5% Sitka spruce, 44% redcedar and 5% yellow cedar.  BA=246. Site Index based on PA is 96 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  Alt B treats setting B74 and B77,  Alt C-treats all settings. and Alts D and E treat all settiings except B74. 

TIMBER/LOGGING:  In alternative B settings B74 and B77 are proposed.  In alternatives D and E settings B75, B77, and 
B124 are proposed.  In alternative C all settings are included for management.  Settings B74, B75, and B77 are designed for 
downhill cable yarding to the 6547 road.  Setting B124 is designed for shovel yarding to landings located on the 6547 road.  
Retention will be located during layout in groups or clumps.  

ENGINEERING/ROADS: Refer to road card 6547. 

BOTANY RESOURCES:    No resource concerns were identified in settings B74 and B75.  No field surveys were conducted 
in settings B77 and B124; however, no resource concerns were identified through habitat review. 

FISH/WATERSHED: 
Stream 1 is a Class III stream on the southern end of the unit.  Do not harvest in the v-notch.  Additional protection may be neccesssary for 
windfirmness (BMP 13.9, 13.16). 
Streams 2-6 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
This unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation) . RAW buffers will be necessary for 
RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been historically evident.     

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is seen from the head of the Burnett Inlet Viewshed, where the adopted VQO is maximum modification, 
and the VAC rating is prodominantly intermediate, with some low. Proposed prescription will meet VQOs of modification to 
maximum modification. 

SOILS:  Setting B77 contains slopes >72%, reserve trees for marten could be located in this area. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage 
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    Total Unit Acres: 55 Unit Number: 65 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: B-45 

C,D-55  
In Alternatives: B,C,D 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B76, B78 
 

 

Photo Number: 1098-172  

High:
Medium:

Low:
Non-forested:

12 
15 
28 
 

MBF: B-255 
C,D -337 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock, 12% Sitka spruce, 18% redcedar and 30% yellow cedar.  BA=305. Site Index based on PA is 75 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alt C and D- treats all settings, Alt B only treats setting B76. 

TIMBER/LOGGING:  In alternative B only setting B76 is proposed for harvest.  In alternatives C and D all settings are 
included.   The unit is designed for helicopter yarding to the proposed 6547 road. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 
FISH/WATERSHED: 
There is a Class III stream on the southern end of the unit.  Do not harvest in the v-notch (BMP 12.6, 12.6a, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Setting B78 is unseen. Only setting B76 is visible from the head of the Burnett Inlet Viewshed; it has an adopted 
VQO of maximum modification. The proposed prescription will meet a VQO of retention to partial retention.  

SOILS:  The unit contains slopes >72%.  Layout unit to avoid harvest on slopes >85%.  Helicopter harvest and retention of 
70% of the stand will reduce the risk of detrimental soil disturbance. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology and Heritage. 
 

                         Navy Timber Sale DEIS, Unit Cards B - 139



Appendix B 

Unit 66
Setting B69

Unit 66
Setting B73

Unit 64
Setting B74

Unit 65
Setting B76

_66547

_66547_651720

Proposed Unit
Adjacent Proposed Units

RMA Buffers

Marten Guidelines Apply

330' Eagle Nest Buffer

Goshawk Nest Buffers

Existing Harvest Units

Water

Existing NFS Road

Decommissioned Road

NFS Road Requiring Reconstruction

Proposed Temporary Road

Proposed NFS Road

Q Rare Plant Site

# Eagle Nest Tree

100' contour

500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

³

Unit 66 Navy Timber Sale Draft EIS 39 acres

Last Edited: September 19, 2007
0 500 1000 1500 2000 2500

Feet  
 
 

                         Navy Timber Sale DEIS, Unit Cards B - 140



 Appendix B 
 

    Total Unit Acres: 39 Unit Number: 66 
LUD: TM,SV Logging 

Systems: 
Cable Harvest Acres:

 
B-37 
C,D-33 
E-13 

In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B69, B73 
 

 

Photo Number: 1098-171  

High:
Medium:

Low:
Non-forested:

13 
6 
20 
 

MBF:
 

B-572 
C,D-523 
E-248 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 70% western 
hemlock, 19% Sitka spruce and 11% yellow cedar.  BA=207. Site Index based on PA is 96 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands wind throw potential as well as encouraging 
desireable species such as cedars and spruce.  Plant and site prep if appropriate to ensure historical species mix and/or protect 
resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alts B and C- treat all settings, Alts D 
and E treat setting B73. 

TIMBER/LOGGING:  In alternative E only setting B73 is included.  In alternatives B, C and D both settings are proposed 
for harvest.  The unit is designed for uphill and downhill cable yarding to the proposed 6547 road.  Additional retention acres 
in alternative C should be designed to maintain a vertical migration corridor between unit 66 and unit 64.  Retention will be 
located during layout in groups or clumps. Retain the northwest point of setting B69 to protect the Camp Creek Canyon.  
ENGINEERING/ROADS: Refer to road card 6547. 

FISH/WATERSHED: 
Stream 1 is a Class II stream (Camp creek) on the northern end of the unit.  Do not harvest in the RMA buffer.  Additional 
protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16).  
Stream 2 is a Class III stream in the middle of the unit.  Do not harvest in the v-notch, additional protection may be necessary 
for windfirmness (BMP 13.9, 13.16). 
Stream 3 is a Class IV stream in the southern portion of the unit.  Fall timber away from streams if feasible.  Full suspension 
or split yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams 
(BMP 13.9, 13.16). 
This unit has high windthrow potential on the western side (based on field reconnaissance and aerial photo interpretation).  
RAW buffers will be necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where 
windthrow has been historically evident.     

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233).  Retain the northwest point of setting 
B69 to protect the Camp Creek Canyon.  

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: If shovel logging is used, shovel tracks will be supported by slash (BMP 13.9). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Geology and Heritage. 
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    Total Unit Acres: 35 Unit Number: 67 
LUD: TM,SV Logging 

Systems: 
Cable Harvest Acres: 31 In Alternatives: B,C,D,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B53, B54 
 

 

Photo Number: 1098-170  

High:
Medium:

Low:
Non-forested:

31 
4 
 
 

MBF: 736 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 62% western 
hemlock, 6% redcedar and 32% yellow cedar.  BA=310. Site Index based on PA is 80 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  The unit is designed for downhill and uphill cable yarding to the existing 51720 road.  Additional 
retention, approximately 3 acres, will be required in alternatives B, C, and D to meet wildlife concerns.  Retention will be 
located during layout in groups or clumps.   
FISH/WATERSHED: 
Stream 1 is a Class III stream that bisects the unit.  Do not harvest in the v-notch, additional protection may be neccesssary for 
windfirmness (BMP 13.9, 13.16).  Do not harvest in the v-notch, additional protection may be neccesssary for windfirmness 
(BMP 13.9, 13.16). 
Streams 2 & 3 are Class IV streams within the unit.  Fall timber away from the streams if feasible.  Full suspension or split 
yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 
13.9, 13.16). 
This unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.     

SCENERY: Unit is seen from the head of the Burnett Inlet Viewshed, where the adopted VQO is partial retention to 
maximum modification. The portion of Scenic Viewshed that lies at the bottom of setting B54 is unseen. The proposed 
prescription will meet a VQO of partial retention to maximum modification. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit is adjacent to a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the 
identified buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting 
habitat exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from 
March 15 to August 15.  Activity restrictions are removed for active nests that become inactive or unsuccessful.   

No resource concerns were identified for Roads, Botany, Geology, Heritage, Recreation and Soils. 
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    Total Unit Acres: 74 Unit Number: 68 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: 74 In Alternatives: B,C,D 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B47, B48 
 

 

Photo Number: 1098-170  

High:
Medium:

Low:
Non-forested:

37 
28 
9 
 

MBF: 570 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 51% western 
hemlock, 19% redcedar and 30% yellow cedar.  BA=244. Site Index based on PA is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription.  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings on the existing 51720 road.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class IV stream that runs through the unit.  Fall timber away from streams if feasible.  Remove logging debris from streams 
(BMP 13.9, 13.16). 

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: This unit is seen from the head of the Burnett Inlet Viewshed, which has an adopted VQO of maximum 
modification. The proposed prescription will meet a VQO of retention to partial retention. 

SOILS: This unit contains slopes>72%. Avoid slopes >85% in the southern part of setting B48.  Helicopter harvest and 
retention of 70% of the stand is expected to have little effect on the inherent slope stability of these sites.   

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 46 Unit Number: 69 
LUD: ML Logging 

Systems: 
Helicopter Harvest Acres: 46 In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B44 
 

 

Photo Number: 998-85  

High:
Medium:

Low:
Non-forested:

12 
34 
 
 

MBF: 363 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 42% western 
hemlock, 32% Sitka spruce, 6% yellow cedar and 20% mountain hemlock.  BA=239.  Site Index based on PA is 75 (Sitka 
Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING: This unit is designed for helicopter yarding to landings on the existing 51720 road.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review and stand objectives review. 

FISH/WATERSHED: 
Stream 1 and 2 are Class IV streams that run through the unit.  Fall timber away from streams if feasible. Remove logging debris from 
streams (BMP 13.9, 13.16). 

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: This unit is seen from the Anita Bay Viewshed, which has an adopted VQO of modification. The proposed 
prescription will meet a VQO of retention to partial retention. 

SOILS: This unit contains slopes>72%.  Adjust the backline to avoid the cliff in eastern part of the unit.  Helicopter harvest 
and retention of 70% of the stand is expected to have little effect on the inherent slope stability of these sites.   

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit 
Acres:

82 Unit Number: 70 

LUD: ML,TM Logging 
Systems: 

Cable Harvest 
Acres:

B,C,D-73, 
F-50 
 

In Alternatives: B,C,D,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B40, B41, B801, B39 
 

 

Photo Number: 998-86  

High:
Medium:

Low:
Non-forested:

48 
34 
 
 

MBF: B,C,D-1,449 
F-998 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 35% western 
hemlock, 7% Sitka spruce, 29% redcedar and 50% yellow cedar.  BA=232.  Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (martin habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given that this stand has moderate levels of mistle-toe and stem 
decay in both the hemlock and yellow cedar.  Plant and site prep if appropriate to ensure historical species mix and/or protect 
resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alts B, C and D-treats all settings, Alt F 
treats all settings except B40. 

TIMBER/LOGGING:  In alternative F settings B39, B41, and B801 are proposed for mangement.  In alternatives B, C, and 
D all settings are included.  This unit is designed for uphill cable yarding to the exisiting 51720 road or a temporary stub spur.  
Alternative F will contain additional retention inside the harvest unit to increase the size of vertical migration corridors.  
Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Alternatives B,C and D would construct 0.11 miles of temporary road.  The road would be 
decommissioned after the timber sale.  The proposed material source is located on the 51720 road at MP 0.74. 

FISH/WATERSHED: 
Stream 1 is a Class III stream that bisects the unit.  Do not harvest in the v-notch.  Additional protection may be neccesssary 
for windfirmness (BMP 13.9, 13.16). 
Streams 2-7 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

SCENERY: Unit is seen from the midpoint of the Anita Bay Viewshed, which has an adopted VQO of modification, and an 
intermediate VAC rating. To meet visual quality objectives, the retention should be divided into groupings or clusters, and 
located near the tops and middle portions of these settings, instead of the bottom portions which are not visible. This will 
effectively break up or reduce the unit’s openings enough to ensure the VQO is met. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Botany, Geology, Heritage, Recreation and Soils. 
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    Total Unit Acres: 40 Unit Number: 72 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 34 In Alternatives: B,C,D,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B49 
 

 

Photo Number: 1098-169  

High:
Medium:

Low:
Non-forested:

40 
 
 
 

MBF: 738 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 60% western 
hemlock, 15% Sitka spruce, 5% redcedar and 20% yellow cedar.  BA=118.  Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method as desirable, shade tolerant species such as cedars and spruce 
will be encouraged.  Also, this method is an effective way to treat mistle-toe and stem decay found in hemlock.  
Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years 
of age depending on silvicultural need.   

TIMBER/LOGGING:  This unit is designed for uphill cable yarding to the exisiting a temporary stub spur off of the 51720 
road.  The western 1/3 of the unit may need to be yarded across the Class II stream to landings located on the 6540 road.  Full 
suspension must be maintained across the stream and yarding corridors through the buffer will need to be identified.  
Retention will be located during layout in groups or clumps.   

ENGINEERING/ROADS: Alternative B,C,D and F would construct 0.13 miles of temporary road. Road will be 
decommisioned after the timber sale. The material source is located on rd. 51720 mp 0.74.  

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There is a Class III/IV stream in the unit. Do not harvest in the v-notch, additional protection may be neccesssary for 
windfirmness (BMP 13.9, 13.16).  Channel type verification may be necessary to determine alluvial characteristics of channel.  
For class IV portion of stream, fall timber away from stream if feasible.  Full suspension or split yard away from streams if 
feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 
Map and acreage calculation does not reflect the removal of the RMA.   The RMA will not be included in the unit. 

SCENERY: The unit is seen from the Anita Bay Viewshed, which has an adopted VQO of maximum modification. The 
proposed prescription will meet a VQO of partial retention. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit is near a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the identified 
buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting habitat 
exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from March 15 to 
August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or unsuccessful.   

No resource concerns were identified for Geology, Heritage, Recreation and Soils. 
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    Total Unit Acres: 12 Unit Number: 73 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 10 In Alternatives: B,C,D,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T63 
 

 

Photo Number: 1098-169  

High:
Medium:

Low:
Non-forested:

11 
1 
 
 

MBF: 209 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 22% western 
hemlock, 47% redcedar and 31% yellow cedar.  BA=360. Site Index based on PA is 80 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the existing 6540 road.  If landings cannot be 
identified outside of the RMA then a short temporary stub road may be required.  Retention will be located during layout in 
groups or clumps. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There is a Class II stream on the southeast side of the unit.  A 120’ RMA buffer has been built into unit design but 
winfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).  No harvest below the road. 
This unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.   

SCENERY: Unit is not seen from any visual priority travel route or use area. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit is near a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the identified 
buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting habitat 
exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from March 15 to 
August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or unsuccessful.   

No resource concerns were identified for Roads, Geology, Heritage, Recreation and Soils. 
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    Total Unit Acres: 70 Unit Number: 74 
LUD: TM Logging 

Systems: 
Cable & Shovel Harvest Acres: 63 In Alternatives: B,C,D,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T64, T65 
 

 

Photo Number: 1098-169  

High:
Medium:

Low:
Non-forested:

51 
19 
 
 

MBF: 1,435 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 30% western 
hemlock, 4% Sitka spruce, 46% redcedar and 20% yellow cedar.  BA=246. Site Index based on PA is 65 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (martin habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need. 

TIMBER/LOGGING:  The unit is designed for a combination of shovel and uphill cable yarding.  Setting T64 is entirely 
designed for shovel yarding to a proposed temporary road extension of the 6548 road.  Setting T65 is designed for both cable 
and shovel yarding.  Additional retention, approximately 5 acres, will be required to meet wildlife concerns.  Retention will be 
located during layout in groups or clumps. 

ENGINEERING/ROADS: Alternative B,C,D, and F would construct 0.51-0.77 miles of temporary road. Road will be 
decommisioned after the timber sale. The material source is located on rd. 6548 mp 0.06, rd. 6548 mp 0.67, rd 6540 mp 3.14.  

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented within setting 
T65 in the unit.  No mitigation measures are recommended due to the number of known populations located in the vicinity of 
the unit. 

FISH/WATERSHED: 
There is a Class III stream on the southeastern boundary of the unit.  Do not harvest in v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 
This unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.   

SCENERY: Setting T64 is not seen. Only T65 is seen from the Anita Bay Viewshed, and has an adopted VQO of maximum 
modification. The proposed prescription will meet a VQO of partial retention.  

SOILS:  Approximately 5% of the unit will have detrimental soil disturbance from spur road construction. Setting T64 
contains forested wetlands.  Shovel tracks need to be supported by slash (BMP 13.9).  There is a small area with slopes >72% 
at the southern tip of the unit.  If included in the unit, it will require full suspension (BMP 13.9). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
This unit is adjacent to a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within the 
identified buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped nesting 
habitat exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet from 
March 15 to August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or 
unsuccessful.   

No resource concerns identified for Geology, Heritage and Recreation. 
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    Total Unit Acres: 15 Unit Number: 75 
LUD: TM Logging 

Systems: 
Shovel Harvest Acres: 15 In Alternatives: B,C,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T67 
 

 

Photo Number: 1198-17  

High:
Medium:

Low:
Non-forested:

 
 
15 
 

MBF: 67 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 10% western 
hemlock, 15% Sitka spruce, 30% redcedar and 45% yellow cedar.  BA=184. Site Index based on PA is 50 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Alt C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 
70% of the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and 
promote desired regeneration.  This unit has been designated for small sale opportunities. 

TIMBER/LOGGING:  This unit is designed for shovel yarding to a temporary stub spur off the existing 6540 road.  This 
unit is prescribed for a single tree selection partial harvest.  Leave trees will not impair yarding activities or pose a safety risk. 

ENGINEERING/ROADS: Alternative B,C,E and F would construct 0.19 miles of temporary road. Road will be 
decommisioned after the timber sale. The material source is located on rd. 6548 mp 0.06, rd. 6548 mp 0.67, rd 6540 mp 3.14. 
Spur road will be located so as to not impact stream flow.   Spur road will be relocated around rare plant if applicable. 

BOTANY RESOURCES:  Ten individuals of Platanthera orbiculata (Round-leaved orchid) were located within the RMA 
buffer on the east side of this unit.  The proposed spur road would go through the population.  Establish a windfirm buffer to 
prevent habitat from unraveling.  Relocate the spur road if practicable.  
FISH/WATERSHED: 
Stream 1 is a Class I stream on the east side of the unit.  A 100’ RMA buffer has been built into unit design individual tree 
mark prescription should be windfirm (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a Class IV stream in the unit. Fall timber away from stream if feasible.  Full suspension or split yard away from 
streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Unit contains forested wetlands.  Shovel tracks need to be supported by slash (BMP 13.9).     

No resource concerns identified for Geology, Heritage, Recreation and Wildlife. 
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    Total Unit Acres: 15 Unit Number: 76 
LUD: TM,SV Logging 

Systems: 
Shovel Harvest Acres: 15 In Alternatives: B,C,D,E,F,

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

 
M77 

 

Photo Number: 1098-78  

High:
Medium:

Low:
Non-forested:

 
1 
14 
 

MBF: 66 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 78% western 
hemlock, 8% Sitka spruce, 4% redcedar and 10% yellow cedar.  BA=200.  Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.   

TIMBER/LOGGING:  This unit is designed for shovel yarding to the existing 6540 road.  This unit is prescribed for a single 
tree selection partial harvest.  Leave trees will not impair yarding activities or pose a safety risk. 

FISH/WATERSHED: 
Stream 1 is a Class I mainstem stream (Pump Creek) on the east side of the unit. A RMA buffer has been built into unit design 
individual tree mark prescription should be windfirm (BMP 12.6, 12.6a, 13.16). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains forested wetlands.  Shovel tracks need to be supported by slash (BMP 13.9).     

No resource concerns were identified for Roads, Botany, Geology, Heritage, Recreation and Wildlife. 
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    Total Unit Acres: 52 Unit Number: 77 
LUD: TM Logging 

Systems: 
Shovel Harvest Acres: 52 In Alternatives: B,C,D,E,F,

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T124 
 

 

Photo Number: 1098-77  

High:
Medium:

Low:
Non-forested:

 
13 
39 
 

MBF: 275 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 78% western 
hemlock, 8% Sitka spruce, 4% redcedar and 10% yellow cedar.  BA=170.  Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.   

TIMBER/LOGGING:  This unit is designed for shovel yarding to the existing 51544 road.  This unit is prescribed for a 
single tree selection partial harvest.  Leave trees will not impair yarding activities or pose a safety risk. 

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented in the unit.  
No mitigation measures are recommended due to the number of known populations located in the vicinity of the unit. 

FISH/WATERSHED: 
Stream 1 is a Class I mainstem stream (Pump Creek) on the east side of the unit.  A RMA buffer has been built into unit 
design, individual tree mark prescription should be windfirm (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a Class II stream on the west side of the unit.  A 100’ RMA buffer built into unit design, individual tree mark 
prescription should be windfirm (BMP 12.6, 12.6a, 13.16). 
Streams 3, 4, and 5 Class IV streams within the unit.  Fall timber away from stream if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  If shovel logging is used, shovel tracks need to be supported by slash to protect soil resources (BMP 13.9 & 12.5). 

WILDLIFE: This unit is near a 100 acre goshawk nesting habitat buffer.  No commercial timber harvest is permitted within 
the identified buffer.  New road construction is permitted if no other reasonable roading alternatives outside the mapped 
nesting habitat exist.  Permit no continuous disturbance likely to result in nest abandonment within the surrounding 600 feet 
from March 15 to August 15.  Noise disturbance (timing) restrictions are removed for active nests that become inactive or 
unsuccessful.  

No resource concerns were identified for Roads, Geology, Heritage, and Recreation. 
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    Total Unit 
Acres:

132 Unit Number: 78 

LUD: TM, ML Logging 
Systems: 

Helicopter Harvest 
Acres:

 

C,D,F-132 
E -114 

In Alternatives: C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T121, T149, T148 
 

 

Photo Number: 1098-75  

High:
Medium:

Low:
Non-forested:

26 
97 
9 
 

MBF:  C,D,F-1,013 
E -870 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 42% western 
hemlock, 6% Sitka spruce, 7% redcedar 36% yellow ceda, and 9% mountain hemlock.  BA=246.  Site Index based on PA is 
55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.   Alt C, D and F - treats all settings.  Alt E  treats settings T121 and T148. 

TIMBER/LOGGING:  In alternative E settings T121 and T148 are proposed for management.  In alternatives C, D, and F all 
settings are included.  This unit is designed for helicopter yarding to landings on the existing 51544 road.   

BOTANY RESOURCES:  No resource concerns were identified in setting T148.  No field surveys were conducted in 
settings T149 or T121; however, no resource concerns were identified through habitat review. 

FISH/WATERSHED: 
Stream 1 is a Class II portion of mainstem stream (Pump Creek) on the southest corner of the unit.  A RMA buffer has been 
built into unit design but winfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a Class III stream that bisects the unit.  Do not harvest in the v-notch.  Additional protection may be neccesssary 
for windfirmness (BMP 13.9, 13.16). 
Stream 3-7 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

SCENERY: Setting T121 in unseen. Setting T149 is partially visible in the distance from the head of the Burnett Inlet 
Viewshed, and setting T148 is partially visible from the heads of the Burnett and Mosman Inlet Viewsheds. The adopted VQO 
for these settings is maximum modification. The proposed prescription, along with the great distances from where aspects of 
this unit can be seen, will meet a VQO of retention.  

SOILS:  Unit contains short pitches with slopes >72%. Helicopter harvest and retention of 70% of the stand is expected to 
have little effect on the inherent slope stability of setting T148.   

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology, Heritage and Recreation. 
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 Appendix B 
 

    Total Unit Acres: 73 Unit Number: 79 
LUD: ML Logging 

Systems: 
Helicopter Harvest Acres: 73 In Alternatives: C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T147, T151 
 

 

Photo Number: 1098-75  

High:
Medium:

Low:
Non-forested:

73 
 
 
 

MBF: 614 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 62% western 
hemlock, 30% Sitka spruce and 8% mountain hemlock.  BA=250. Site Index based on PA is 96 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings on the existing 6544 and 51441 roads.   

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented within setting 
T147 in the unit.  No mitigation measures are recommended due to the number of known populations located in the vicinity of 
the unit. 

FISH/WATERSHED: 
There are seven Class IV streams that run through the unit.  Fall timber away from streams if feasible.  Full suspension or split 
yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 
13.9, 13.16). 

SCENERY: Setting T151 is unseen. Aspects of setting T147 are slightly visible from Clarence Strait, and has an adopted 
VQO of modification. Since so little of T147 can be seen from this distance, the proposed prescription will meet a VQO of 
retention.  

SOILS: Unit contains slopes >72%.  During layout, exclude the northeastern portion of setting T147, and southeast portion of 
T151.  Helicopter harvest and retention of 70% of remaining steep areas will reduce the risk of detrimental soil disturbance. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology, Heritage and Recreation. 
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    Total Unit Acres: 43 Unit Number: 80 
LUD: SV, TM Logging 

Systems: 
C -Cable 
E,F -Helicopter 

Harvest Acres:
 

C-37 
E -43 
F-18 

In Alternatives: C,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T153, T156 
 

 

Photo Number: 1098-74  

High:
Medium:

Low:
Non-forested:

27 
16 
 
 

MBF:

 

C-736 
E -354 
F-152 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 50% western 
hemlock, 14% Sitka spruce, 27% yellow cedar and 9% mountain hemlock.  BA=341. Site Index based on PA is 75 (Sitka 
Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (martin habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the high percentage of hemlock.  This method will 
encourage desirable shade tolerant species such as cedars and spruce to develop and effectively treat mistletoe and stem decay 
in hemlock.  Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 
15-35 years of age depending on silvicultural need.  Alt C treats all settings 
Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration.  Alt 
E- treats all settings.  Alt F- treats setting T153. 

TIMBER/LOGGING:  In alternative F only setting T153 is proposed.  In alternatives C and E all settings are included.  In 
alternatives E and F this unit is designed for helicopter yarding to landings located on the existing 6541 road.  In alternative C 
this unit is designed for downhill cable yarding to the proposed 51442 road.  In alternative C retention will be located during 
layout in groups or clumps.   

ENGINEERING/ROADS: Refer to road card 51442. 

BOTANY RESOURCES:  No resource concerns were identified in setting T153.  No field surveys were conducted in setting 
T156; however, no resource concerns were identified through habitat review. 

FISH/WATERSHED: 
There is a Class IV stream within the unit.  Fall timber away from stream if feasible.  Full suspension or split yard away from 
streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: The unit contains slopes >72%.  Locate back line to avoid areas with slopes >85% and require full suspension where 
slopes are steeper than 70%. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
 
 

                         Navy Timber Sale DEIS, Unit Cards B - 167



Appendix B 

Unit 81
Setting T159

Unit 82
Setting T161

_651442

Proposed Unit
Adjacent Proposed Units

RMA Buffers

Marten Guidelines Apply

330' Eagle Nest Buffer

Goshawk Nest Buffers

Existing Harvest Units

Water

Existing NFS Road

Decommissioned Road

NFS Road Requiring Reconstruction

Proposed Temporary Road

Proposed NFS Road

Q Rare Plant Site

# Eagle Nest Tree

100' contour

500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

³

Unit 81 Navy Timber Sale Draft EIS 34 acres

Last Edited: September 19, 2007
0 500 1000 1500 2000

Feet  
 
 

                         Navy Timber Sale DEIS, Unit Cards B - 168



Appendix B 
 

    Total Unit Acres: 34 Unit Number: 81 
LUD: SV Logging 

Systems: 
Cable Harvest Acres: C-29 

 
In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T159 
 

 

Photo Number: 1098-74  

High:
Medium:

Low:
Non-forested:

7 
12 
15 
 

MBF: C-456 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 38% western 
hemlock, 9% Sitka spruce, 17% redcedar and 36% yellow cedar.  BA=350. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to landings on the proposed 51442 road.  Retention 
will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Refer to road card 51442. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH WATERSHED: 
There is a Class III stream on the west side of the unit.  Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 

RECREATION: Most of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: This unit is visible from Stikine Strait, just east of Quiet Harbor, and the adopted VQO is partial retention. The 
distance from the priority travel route, its intermediate VAC rating, and the size of the proposed clearcut combine to meet a 
VQO of partial retention.  

SOILS: Unit contains slopes >72%.  Require full supension on slopes 72%. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 33 Unit Number: 82 
LUD: SV Logging 

Systems: 
Helicopter Harvest Acres: 33 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T155, T161 
 

 

Photo Number: 1098-74  

High:
Medium:

Low:
Non-forested:

16 
17 
 
 

MBF: 263 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 78% western 
hemlock, 8% Sitka spruce, 4% redcedar and 10% yellow cedar.  BA=251. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings on the proposed 51442.   

BOTANY RESOURCES:  No field surveys were conducted in setting T155; however, no resource concerns were identified 
through habitat review.  Field surveys are recommended for setting T161. 

FISH/WATERSHED: 
Stream 1 is a Class III stream between settings.  Do not harvest in the v-notch.  Additional protection may be neccesssary for 
windfirmness (BMP 13.9, 13.16). 
Streams 2-5 are Class IV streams within the unit.  Fall timber away from stream if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Setting T155 is unseen. Setting T161 is visible from Stikine Strait, just east of Quiet Harbor, and the adopted 
VQO for the setting is partial retention. When combined with this settings angle from viewer and distance from travel route,  
the proposed prescription will meet a VQO of retention. 

SOILS:  Unit contains slopes >72%.  Helicopter harvest and retention of 70% of the stand is expected to have little effect on 
the inherent slope stability of these sites. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology, and Heritage. 
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    Total Unit Acres: 173 Unit Number: 83 
LUD: SV Logging 

Systems: 
Helicopter Harvest Acres: 173 In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Settings 
Number(s): 

T175, T176, T179, 
T180, T182, T183 
 

 

Photo Number: 1098-71  

High:
Medium:

Low:
Non-forested:

135 
35 
3 
 

MBF: 1,416 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 44% western 
hemlock, 16% redcedar 34% yellow cedar and 6% mountain hemlock.  BA=318.  Site Index based on PA is 75 (Sitka Spruce, 
Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be 
bundled and placed in the water for rafting to processsing facilities, or stored on barges and towed to processing facilities.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
and stand objectives review. 

FISH/WATERSHED: 
Additional stream mapping may be necessary for this unit.  Consult hydrologiy/fishery specialist on streams found during 
layout. 
Streams 1-4 are Class III streams  bordering unit.  Do not harvest in the v-notch, additional protection may be neccesssary for 
windfirmness (BMP 13.9, 13.16). 
For unmapped Class IV streams, fall timber away from streams if feasible.  Full suspension or split yard away from streams if 
feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Setting T182 is unseen. All other settings are visible from Stikine Strait, and the adopted VQO is partial 
retention. The prescribed prescription for the seen units will meet a VQO of partial retention.  

SOILS: No field information.  The assessment was made based on aerial photo interpretation and soil map.  Unit contains 
slopes>72%.  There are three landslide tracts in and near this unit, one initiates in setting T175, one is associated with the class 
III stream, and the other is above setting T176.   Avoiding slopes >72% on the backline of setting T179 and T180 will 
decrease risk of management induced landslide. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology, and Heritage. 
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    Total Unit Acres: 46 Unit Number: 84 
LUD: SV Logging 

Systems: 
Helicopter Harvest Acres: 46 In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T184, T185, T187, 
T190 
 

 

Photo Number: 1198-114  

High:
Medium:

Low:
Non-forested:

 
39 
7 
 

MBF: 339 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 61% western 
hemlock, 7% Sitka spruce, 28% redcedar and 4% yellow cedar.  BA=221.  Site Index based on PA is 75 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be 
bundled and placed in the water for rafting to processsing facilities, or stored on barges and towed to processing facilities.   

BOTANY RESOURCES:  Field surveys were not conducted. 

FISH/WATERSHED: 
Additional stream mapping may be necessary for this unit.  Consult hydrology/fishery specialist on streams found during 
layout. 
Stream 1 is a Class II portion on the east side of setting T190.  Do not harvest in the RMA buffer which will be different for 
different channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 
13.16). 
Stream 2 is a Class I stream that bisects settings T185 and T187.  Do not harvest in the RMA buffer which will be different for 
different channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 
13.16). 
Stream 3 is a Class III stream that runs along the west side of setting T184.  Do not harvest in the v-notch.  Additional 
protection may be neccesssary for windfirmness (BMP 13.9, 13.16). 
For unmapped Class IV streams, fall timber away from streams if feasible.  Full suspension or split yard away from streams if 
feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Only setting T185 is visible from Stikine Strait and has a prescribed VQO of partial retention. The prescribed 
prescription will meet a VQO of retention to partial retention. 

No resource concerns were identified for Roads, Geology, Heritage, Soils and Wildlife. 
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    Total Unit Acres: 49 Unit Number: 85 
LUD: SV,TM Logging 

Systems: 
Helicopter Harvest Acres: 49 In Alternatives: E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T253, T193 
 

 

Photo Number: 1198-114  

High:
Medium:

Low:
Non-forested:

25 
20 
4 
 

MBF: 385 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 47% western 
hemlock, 10% Sitka spruce, 13% redcedar and 30% yellow cedar.  BA=246. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be 
bundled and placed in the water for rafting to processsing facilities, or stored on barges and towed to processing facilities.   

BOTANY RESOURCES:  Field surveys were not conducted. 

FISH/WATERSHED: 
Stream1 is a Class II stream on West side of setting T253.  Do not harvest in the RMA buffer which will be different for 
different channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 
13.16). 
Stream 2 is a Class I stream the flows along east side setting T193.  Do not harvest in the RMA buffer which will be different 
for different channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 
13.16). 
Stream 3 is a Class II stream on south side of setting T193.  Do not harvest in the RMA buffer which will be different for 
different channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 
13.16). 
Stream 4 is a Class III stream on the north side of setting T193. Do not harvest in the v-notch, additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Setting T193 is unseen. A small portion of T253 is visible from Stikine Strait and has an adopted VQO of partial 
retention. The proposed prescription will meet a VQO of retention to partial retention.  

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology, Heritage and Soils. 
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    Total Unit Acres: 46 Unit Number: 86 
LUD: SV, ML Logging 

Systems: 
Cable Harvest Acres: 39 In Alternatives: E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T251 
 

 

Photo Number: 1098-120  

High:
Medium:

Low:
Non-forested:

 
45 
1 
 

MBF: 674 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 43% western 
hemlock, 16% Sitka spruce, 13% redcedar and 28% yellow cedar.  BA=340.  Site Index based on PA is 80 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable logging to landings located on the proposed temporary 
extension of the 6543 road.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Alternative E would construct 0.78 miles of temporary road. Road will be decommisioned after 
the timber sale. The material source is located on rd. 6543 mp 1.6.  

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III stream at the northwestern corner of the unit. Do not harvest in the v-notch.  Additional protection may 
be neccesssary for windfirmness (BMP 13.9, 13.16). 
Stream 2-6 are Class IV streams within and adjacent to the unit.  Fall timber away from stream if feasible.  Full suspension or 
split yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams 
(BMP 13.9, 13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:    Unit contains slopes >72%.  Require full suspension on slopes steeper than 75%.   Additional information including 
logging system capability and where reserve patches will be located is needed to assess potential impacts. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage 
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    Total Unit Acres: 34 Unit Number: 87 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 34 

 
In Alternatives: E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T205 
 

 

Photo Number: 1198-121  

High:
Medium:

Low:
Non-forested:

 
34 
 
 

MBF: 500 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 39% western 
hemlock, 9% Sitka spruce and 52% yellow cedar.  BA=240.  Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable logging to landings located on the proposed temporary 
extension of the 6543 road.   

ENGINEERING/ROADS: Alternative E would construct 0.36 miles of temporary road. Road will be decommisioned after 
the timber sale. The material source is located on Rd. 6543 MP 1.6.  

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III stream on the south end of the unit.  Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16).  Hydro site may be necessary at temp road stream crossing. 
Stream 2 & 3 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

RECREATION: Most of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Spur road is located on 40-60% slopes.  

No resource concerns were identified for Geology, Heritage and Wildlife. 
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    Total Unit Acres: 49 Unit Number: 88 
LUD: ML Logging 

Systems: 
Helicopter Harvest Acres: 49 In Alternatives: C,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T210 
 

 

Photo Number: 1198-122  

High:
Medium:

Low:
Non-forested:

5 
13 
31 
 

MBF: 278 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 67% western 
hemlock, 26% Sitka spruce and 7% yellow cedar.  BA=242. Site Index based on PA is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings on the existing 6543.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There is a Class III stream on the northeast boundary of the unit.  Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Unit contains slopes >72%.  It is anticipated that helicopter harvest and retention of 70% of the stand will have little 
effect on the inherent slope stability of these sites. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology, Heritage and Recreation. 
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    Total Unit Acres: 9 Unit Number: 89 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 9 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T211 
 

 

Photo Number: 1198-123  

High:
Medium:

Low:
Non-forested:

 
8 
1 
 

MBF: 148 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 61% redcedar 
and 39% yellow cedar.  BA=286. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  

TIMBER/LOGGING:  This unit is designed for downhill cable logging to a landing located on the proposed temporary spur 
of the 6543 road. 

ENGINEERING/ROADS: Alternative C would construct 0.40 miles of temporary road. Road will be decommisioned after 
the timber sale.  

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Approximately 1.5 acres of productive land will be converted to temporary road in order to harvest 9 acres of timber, 
this exceeds soil quality standards.  Temporary road will be located to meet soil quality standards.  

No resource concerns were identified for Fish/Watershed, Geology, Heritage, Recreation and Wildlife. 
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    Total Unit Acres: 9 Unit Number: 90 
LUD: ML Logging 

Systems: 
Cable & Shovel Harvest Acres: 9 In Alternatives: C,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T220 
 

 

Photo Number: 1198-111  

High:
Medium:

Low:
Non-forested:

 
 
9 
 

MBF: 106 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 14% western 
hemlock, 23% Sitka spruce, 63% redcedar and 50% yellow cedar.  BA=246. Site Index based on PA is 86 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need. 

TIMBER/LOGGING:  This unit is designed for downhill cable logging to a landing located on the existing 6543 road.  Some 
shovel yarding is planned for the eastern side of the unit. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There is a Class II PA5/MM1 stream on the eastern boundary of the unit.  The RMA buffer built into unit design.  Additional 
protection may be necessary for wind firmness of the RMA buffer (BMP 13.9, 13.16).   

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Shovel tracks need to be supported by slash to protect soil resources (BMP 13.9 & 12.5). 

No resource concerns were identified for Roads, Geology, Heritage, Recreation and Wildlife. 
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    Total Unit Acres: 33 Unit Number: 91 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 33 In Alternatives: C,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T224 
 

 

Photo Number: 1198-124  

High:
Medium:

Low:
Non-forested:

 
27 
6 
 

MBF: 540 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 42% western 
hemlock, 33% redcedar and 25% yellow cedar.  BA=246. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need. 

TIMBER/LOGGING:  This unit is designed for uphill and downhill cable logging to a landing located on the proposed 
temporary spur of the 6543 road. 

ENGINEERING/ROADS: Alternative C,E, and F would construct 0.61 miles of temporary road. Road will be 
decommisioned after the timber sale.  

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Streams 1 & 2 are Class II streams on the southern boundary of the unit.  Do not harvest in the RMA buffer which will be 
different for different channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer 
(BMP 13.9, 13.16). 
Streams 4-6 are Class IV stream within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.     

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: There are slopes >72% in unit; recommend including them in Unit 93 with STS prescription. Helicopter harvest of 
Unit 93 can be used to create a windfirm boundary along the northern portion of Unit 91. 

No resource concerns were identified for Geology, Heritage and Recreation. 
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    Total Unit Acres: 22 Unit Number: 92 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 21 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T226 
 

 

Photo Number: 1198-124  

High:
Medium:

Low:
Non-forested:

2 
20 
 
 

MBF: 385 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 32% western 
hemlock, 18% redcedar and 50% yellow cedar.  BA=261. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an effective way to treat stands with high levels of stem decay (i.e. hemlock and cedar).  Plant and 
site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age 
depending on silvicultural need. 

TIMBER/LOGGING:  This unit is designed for uphill and downhill cable logging to a landing located on the proposed 
temporary spur of the 51001 road. 

ENGINEERING/ROADS: Alternative C would construct 0.29 miles of temporary road. Road will be decommisioned after 
the timber sale. The material source is located on rd. 6568 mp 0.07.  The proposal to extend the temporary road that accesses 
unit 91 into unit 92 to avoid steep slopes at the north end of unit 92 needs field verification (planned for 2007).  The proposal 
would add approximately 500’ of temporary road and cross a  class IV stream (shown on Unit 92 unit card).  

BOTANY RESOURCES:  Field surveys were not conducted. 

FISH/WATERSHED: 
There is a Class II stream on the west side of the unit.  Do not harvest in the RMA buffer associated with streams and lakes.  
Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.     

GEOLOGY/KARST: Potential for limestone bedrock in the unit. 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Spur road is located on slopes >72% directly upslope from Class II stream, recommend avoiding this location by 
accessing the unit from the southeast (extention of spur accessing Unit 91) and reconfiguring unit to avoid slopes >72%. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Heritage and Recreation. 
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    Total Unit Acres: 14 Unit Number: 93 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: 14 In Alternatives: C,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T225 
 

 

Photo Number: 1198-124  

High:
Medium:

Low:
Non-forested:

 
 
14 
 

MBF: 61 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 61% western 
hemlock, 27% redcedar and 12% yellow cedar.  BA=254.  Site Index based on PA is 50 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING: This unit is designed for helicopter yarding to a landing located on the proposed temporary spur of the 
6543 road.  

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

SCENERY: This unit is partially visible from the Mosman Inlet Viewshed, and has an adopted VQO of maximum 
modification. The proposed prescription will meet a VQO of retention due to the distance the unit can be seen from and the 
aspect visible. 

SOILS: Slopes steeper than 72% in southern part of the unit.  An on-site analysis for slope stability will be completed prior to 
or during unit layout.   

No resource concerns were identified for Roads, Fish/Watershed, Heritage, Recreation and Wildlife. 
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    Total Unit Acres: 49 Unit Number: 94 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: C-41 

D-43 
F-49 

In Alternatives: C,D,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M230, M231, M232, 
M73, M74 
 

 

Photo Number: 1198-126  

High:
Medium:

Low:
Non-forested:

19 
29 
1 
 

MBF: C-329 
D-342 
F-390 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition:  40% western 
hemlock, 20% Sitka spruce, 20% redcedar and 20% yellow cedar.  BA=210. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alt C- treats all settings except M74.   Alt D- Treats all settings except M73.  Alt F treats all settings. 

TIMBER/LOGGING:  In alternative C only settings M230, M231, M232, and M73 are proposed for management.  In 
alternative D settings M230, M231, M232 and M74 are proposed for management.  In alternative F all settings are included.  
This unit is designed for helicopter yarding to lancings located on the existing 6542 and 6540 roads.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Streams 1-4 are Class III streams that flow between settings.  Do not harvest in the v-notch.  Additional protection may be 
necessary for windfirmness (BMP 12.6, 12.6a, 13.16). 
Streams 5-8 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.     

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Unit contains slopes >72%. An on-site slope stability analysis will be completed prior to or during layout. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology, Heritage and Recreation. 
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    Total Unit Acres: 91 Unit Number: 95 
LUD: TM Logging 

Systems: 
Cable & Shovel Harvest Acres:

 
B,D-57 
C- 81 
E -48 

In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T319, T332, T334, 
T335 
 

 

Photo Number: 1198-158  

High:
Medium:

Low:
Non-forested:

47 
31 
13 
 

MBF:
 

B,C-1,516  
D-1,167  
E -979 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 47% western 
hemlock, 9% Sitka spruce, 19% redcedar and 25% yellow cedar.  BA=200. Site Index based on PA is 50 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method as it effectively treats stem decay in hemlock and encourages a 
desirable species mix, specifically spruce.  Plant and site prep if appropriate to ensure historical species mix and/or protect 
resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt B D and E treats all settings except 
T319.   Alt C treats all settings. 

TIMBER/LOGGING:  In alternative B, D, and E settings T332, T334, and T335 are proposed for management.  In 
alternative C all settings are included.  Settings T332, T334 and T335 are designed for downhill cable yarding to the proposed 
51403 road.  Setting T319 is designed for shovel and cable yarding to the proposed extension of the 6540 road.  A short 
temporary stub may be necessary to yard the east side of setting T334.  Retention will be located during layout in groups or 
clumps.  Alternative E will receive additional retention to maintain a vertical migration corridor between Kindergarten Lake 
and the Keating Range to the south. 

ENGINEERING/ROADS: Alternative B,C,D and E would construct 0.26-0.34 miles of temporary road. Road will be 
decommisioned after the timber sale. The material source is located on rd. 6540 mp 10.3, rd. 6540 mp 11.1. Refer to road 
cards 6540,51403. 

BOTANY RESOURCES: Field surveys were conducted in setting T319; no concerns were identified. 

FISH/WATERSHED: 
Stream 1 is a Class II/III/IV stream that bisects the unit.  For Class II portion of stream no harvest in RMA buffer.  Additional 
protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16).  For Class III portion of stream no harvest 
in v-notch, additional protection may be neccesssary for windfirmness (BMP 13.9, 13.16) .  For Class IV streams, fall timber 
away from streams if feasible.  Full suspension or split yard away from streams if feasible, a minimum of partial suspension is 
required.  Remove logging debris from streams (BMP 13.9, 13.16). 
Stream 2 is a Class IV stream within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Only setting T332 is visible. A small aspect of this setting can be seen from the Steamer Bay Viewshed, and a 
larger portion from Clarence Strait to the west. The adopted VQO for this visible setting is maximum modification. The 
proposed prescription will meet a VQO of retention to modification.  

SOILS:  Part of the unit is forested wetlands; shovel tracks need to be supported by slash (BMP 13.9). 

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.  Retain structure in the northeast corner of setting T334 to provide for elevational migration of 
wildlife. 

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 71 Unit Number: 96 
LUD: TM Logging 

Systems: 
Cable & Shovel Harvest Acres:

E -54
B,D-59 
C-37 

In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T320, T333, T321 
 

 

Photo Number: 1198-158  

High:
Medium:

Low:
Non-forested:

43 
17 
11 
 

MBF: B,D-1,099 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 20% western 
hemlock, 10% Sitka spruce, 44% redcedar and 26% yellow cedar.  BA=246. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat, wildlife corridor) with natural 
regeneration.  Even age management is an appropriate treatment for stands with high stem decays (i.e. cedars and hemlock).   
Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years 
of age depending on silvicultural need.  Alt B and D  treats settings T320 and T333.  Alt E treats settings T320 and T333 with 
additional retention to maintain a vertical migration corridor between Kindergarten Lake and the Keating Range to the south.  
Alt C treats settings T321 and T333. 

TIMBER/LOGGING:  In alternatives B, D, and E settings T320 and T333 are proposed for management.  In alternative C 
settings T321 and T333 are included.  This unit is designed for downhill and uphill cable yarding to landings located on the 
proposed extension of the 6540 road or temporary stub spurs.  Some shovel yarding will occur along the west edge of the unit.  
Retention will be located during layout in groups or clumps.   

ENGINEERING/ROADS: Alternatives B,C,D and E would construct 0.14  miles of temporary road. Road will be 
decommisioned after the timber sale. The material source is located on rd. 6540 mp 10.3, rd. 6540 mp 11.1. Refer to road card 
6540. 

FISH/WATERSHED: 
The unit borders a Class II lake (Kindegarten Lake).  Do not harvest 100’ from perimeter of lake.  Additional protection may 
be necessary for windfirmness. 
Stream 1 is a Class II/III stream that flows along the west side of the unit.   For Class II portion of stream no harvest in RMA 
buffer.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16).  For Class III portion of 
stream do not harvest in the v-notch.  Additional protection may be neccesssary for windfirmness (BMP 13.9, 13.16)  

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: The unit contains forested wetlands.  Shovel tracks need to be supported by slash (BMP 13.9). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Geology and Heritage. 
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    Total Unit Acres: 76 Unit Number: 97 
LUD: TM, SV Logging 

Systems: 
Cable & Shovel Harvest Acres:

E-18 
C-76 
 

In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T329, T328 
 

 

Photo Number: 1198-158  

High:
Medium:

Low:
Non-forested:

12 
15 
49 
 

MBF:
 

C-1,091 
E -254 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 88% western 
hemlock, 8% Sitka spruce, 4% redcedar and 10% yellow cedar.  BA=246. Site Index based on PA is 75 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method as desirable species such as spruce and cedar are able to become established.  Plant and site 
prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age 
depending on silvicultural need.  Alt C-treats both settings.   Alt E treats setting T328.   

TIMBER/LOGGING: In alternative E only setting T328 is included.  In alternative C all settings are proposed.  This unit is 
designed for uphill cable and shovel yarding to the proposed 6540 road and a temporary extension of the proposed 51403 road.  
Retention will be located during layout in groups or clumps.  Alternative E will receive additional retention to maintain a 
vertical migration corridor between Kindergarten Lake and the Keating Range to the south.    

ENGINEERING/ROADS: Alternative C and E would construct 0.04-0.36 miles of temporary road. Road will be 
decommisioned after the timber sale. The material source is located on rd. 6540 mp 10.3, rd. 6540 mp 11.1. Refer to road card 
6540. 

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class II/III stream that flows along the east side of the unit.  For Class II portion of stream no harvest in RMA 
buffer.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16).  For Class III portion of 
stream do not harvest in the v-notch.  Additional protection may be neccesssary for windfirmness (BMP 13.9, 13.16). 
Streams 2 Class IV stream on west side of the unit.  Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Only setting T329 is visible, and is seen from Clarence Strait. The adopted VQO for the setting is partial 
retention. Only a very slight opening of the T329 setting is apparent, and is practically unoticed from the distance over 
Clarence Strait. The proposed prescription will meet a VQO of retention to partial retention.  

SOILS: Setting T329 contains slopes >72%, this area is not recommended for exclusion because of high risk of blowdown.  
Shovel tracks need to be supported by slash (BMP 13.9). 

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.  Retain structure along the eastern edge of the unit to provide for elevational migration of wildlife.  

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 41 Unit Number: 98 
LUD: TM,SV Logging 

Systems: 
Cable Harvest Acres: 41 In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T326 
 

 

Photo Number: 1198-223  

High:
Medium:

Low:
Non-forested:

4 
6 
31 
 

MBF: 217 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 50% western 
hemlock, 8% Sitka spruce, 35% redcedar and 7% yellow cedar.  BA=330.  Site Index based on PA is 50 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Two-aged prescription retaining at least 15% of the BA (all trees, 16 inches (DBH) or less) to meet 
visual quality objectives (VQOs).  Plan next entry in 80 years; thin understory if needed. 

TIMBER/LOGGING:  This unit is designed for uphill cable yarding to the temporary spur road off of the proposed 6540 
road.  Retention will be evenly distributed across the unit to address wildlife and visual concerns.  A skyline yarder with 
lateral yarding capability will be necessary.   

ENGINEERING/ROADS: Alternatives C and E would construct 0.43 miles of temporary road. Road will be decommisioned 
after the timber sale. The material source is located on rd. 6540 mp 10.3, rd. 6540 mp 11.1.  

FISH/WATERSHED: 
There are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away from 
streams if feasible, a minimum of  partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 
The unit has a high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.    

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: This unit is seen from Clarence Strait and the Steamer Bay Viewshed. The adopted VQO is partial retention. The 
proposed prescription will meet a VQO of retention to partial retention.  

SOILS: Unit contains forested wetlands, spur road will be located on forested wetlands; minimize road footprint in wetland. 

WILDLIFE: Apply Standards and Guideline for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Geology, and Heritage. 
 
 

                         Navy Timber Sale DEIS, Unit Cards B - 203



Appendix B 

 

Unit 99
Setting T327

Unit 100
Setting T330

Unit 98
Setting T326

Unit 97
Setting T329

_66540

Proposed Unit
Adjacent Proposed Units

RMA Buffers

Marten Guidelines Apply

330' Eagle Nest Buffer

Goshawk Nest Buffers

Existing Harvest Units

Water

Existing NFS Road

Decommissioned Road

NFS Road Requiring Reconstruction

Proposed Temporary Road

Proposed NFS Road

Q Rare Plant Site

# Eagle Nest Tree

100' contour

500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

³

Unit 99 Navy Timber Sale Draft EIS 13 acres

Last Edited: September 19, 2007
0 500 1000 1500

Feet  
 

                         Navy Timber Sale DEIS, Unit Cards B - 204



 Appendix B 
 

    Total Unit Acres: 13 Unit Number: 99 
LUD: TM, SV Logging 

Systems: 
Cable & Shovel Harvest Acres: 13 In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T329 
 

 

Photo Number: 1198-223  

High:
Medium:

Low:
Non-forested:

 
3 
10 
 

MBF: 66 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 88% western 
hemlock, 8% Sitka spruce, 4% redcedar and 50% yellow cedar.  BA=269. Site Index based on PA is 50 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Two-aged prescription retaining at least 15% of the BA (all trees, 16 inches (DBH) or less) to meet 
visual quality objectives (VQOs).  Plan next entry in 80 years, thin understory if needed. 

TIMBER/LOGGING:  This unit is designed for uphill cable and shovel yarding to the temporary spur road off of the 
proposed 6540 road.  Retention will be evenly distributed across the unit to address visual concerns.  A skyline yarder with 
lateral yarding capability will be necessary.  

ENGINEERING/ROADS: Alternatives C and E would construct 0.16 miles of temporary road. Road will be decommisioned 
after the timber sale. The material source is located on rd. 6540 mp 10.3, rd. 6540 mp 11.1. Refer to road card 6540. 

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Estimate 8% of the unit will have detrimental soil disturbance from spur road construction.  Minimize road footprint, 
minimize disturbance from shovel yarding.  Shovel tracks need to be supported by slash to protect soil resources (BMP 13.9 & 
12.5); redistribute slash used to support shovel; minimize road footprint in wetland. 

No resource concerns were identified for Fish/Watershed, Geology, Heritage and Wildlife. 
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    Total Unit Acres: 37 Unit Number: 100 
LUD: SV Logging 

Systems: 
Cable Harvest Acres: 37 In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T330 
 

 

Photo Number: 1198-223  

High:
Medium:

Low:
Non-forested:

 
11 
25 
 

MBF: 199 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 50% western 
hemlock, 18% Sitka spruce, 15% shore pine and 5% yellow cedar.  BA=160.  Site Index based on PA is 50 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Two-aged prescription retaining at least 15% of the BA (all trees, 16 inches (DBH) or less) to meet 
visual quality objectives (VQOs).  Plan next entry in 80 years, thin understory if needed. 

TIMBER/LOGGING:  This unit is designed for uphill cable yarding to the temporary spur road off of the proposed 6540 
road.  Retention will be evenly distributed across the unit to address visual concerns.  A skyline yarder with lateral yarding 
capability will be necessary.   

ENGINEERING/ROADS: Alternatives C and E would construct 0.25 miles of temporary road. Road will be decommisioned 
after the timber sale. The material source is located on rd. 6540 mp 10.3, rd. 6540 mp 11.1.  

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III stream on the southern boundary of the unit.  Do not harvest in the v-notch.  Additional protection may 
be neccesssary for windfirmness (BMP 13.9, 13.16). 
There are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away from 
streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 13.16). 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.    

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Unit has high windthrow risk.  Leave windfirm boundaries. 

WILDLIFE: Tongass Plan Implementation Policy Clarification (1998) states that Standards and Guidelines for marten should 
not be applied to high-value marten habitat patches <2 acres in size.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 27 Unit Number: 101 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 27 In Alternatives: C,D 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T308 
 

 

Photo Number: 1198-159  

High:
Medium:

Low:
Non-forested:

9 
13 
5 
 

MBF: 480 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 39% western 
hemlock, 16% Sitka spruce, 34% redcedar and 12% yellow cedar.  BA=358. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to a temporary stub spur off of the 6545 road.   

ENGINEERING/ROADS: Alternatives C and D would construct 0.26 miles of temporary road. Road will be decommisioned 
after the timber sale.  

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented in the unit.  
No mitigation measures are recommended due to the number of known populations located in the vicinity of the unit.  Marten 
habitat retention could be used to protect the population. 

FISH/WATERSHED: 
Stream 1 is a Class II stream on the southern unit boundary.  A RMA buffer has been built into unit design but winfirmness 
buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a Class IV stream that runs through unit.  See geology/karst section for protection requirements. 
This unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward edge of stream buffers and where windthrow has been historically 
evident.     

GEOLOGY/KARST: There is an area with marble bedrock to the north of this unit.  A small part of the unit is on the marble. 
The Class IV stream on northeast side of the unit (stream 2) is a resurgent stream that provides water to a downslope fen.  
Protect stream with RAW buffer.   

HERITAGE RESOURCES: No resource concerns. 

RECREATION: Part of this unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit has slopes >72% in western half of unit, requiring full suspension.  Backline will be susceptible to windthrow 
increasing risk of landslide initiation on steep slopes above the unit. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
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    Total Unit Acres: 95 Unit Number: 102 
LUD: SV Logging 

Systems: 
Helicopter Harvest Acres: 95 In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

 
T301,T302,T303 

 

Photo Number: 1198-221  

High:
Medium:

Low:
Non-forested:

81 
10 
4 
 

MBF: 773 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 64% western 
hemlock, 17% Sitka spruce and 19% redcedar.  BA=242.  Site Index based on PA is 85 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be 
bundled and placed in the water for rafting to processsing facilities, or stored on barges and towed to processing facilities.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III stream on the north side of the unit.  Do not harvest in the v-notch (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a Class I stream on the east side of the unit.  A 100’ RMA buffer built into unit design (BMP 12.6, 12.6a, 13.16).  
The unit has a high risk of windthrow.  Prescription adequately addresses windthrow concerns and RAW buffer requirements. 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: The unit is seen from the Kindergarten Bay Viewshed.  The proposed prescription will meet the adopted VQO of 
partial retention. 

SOILS: The unit contains a cliff with slopes >72% in an area with high windthrow potential.  Exclude steep slopes adjacent to 
v-notches during layout.  Helicopter harvest and retention of 70% of the stand will reduce the risk of detrimental soil 
disturbance. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 35 Unit Number: 103 
LUD: ML  

TM 
Logging 

Systems: 
Cable Harvest Acres: 35 In Alternatives: C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T234 
 

 

Photo Number: 1198-123  

High:
Medium:

Low:
Non-forested:

10 
25 
 
 

MBF: 645 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 37% western 
hemlock, 12% Sitka spruce, 31% redcedar, 16% yellow cedar and 4% shore pine.  BA=286. Site Index based on PA is 50 
(Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if 
appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to landings located on the proposed extension of the 
6545 road.  The far southern tip of the unit is not accessible from the proposed road and will not be included in the unit.   

ENGINEERING/ROADS: Alternative D and F would construct 0.20 miles of temporary road. Road will be decommisioned 
after the timber sale. The material source is located on rd. 6545 mp 1.22. Refer to road card 6545. 

BOTANY RESOURCES:  One population of Listera convallarioides  (broad-lipped twayblade), 16 individuals, was 
documented in the unit.  If practicable, adjust the unit boundary to provide a buffer. 

FISH/WATERSHED: 
Streams 1 and 2 are Class IV streams that run through unit.  Fall timber away from streams if feasible.  Full suspension or split 
yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 
13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology, Heritage and Soils. 
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   Total Unit Acres: 33 Unit Number: 104 
LUD: ML  

TM 
Logging 

Systems:
Cable Harvest Acres: 33 In Alternatives: B,C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

 
T234 

 

Photo Number: 1198-161  

High:
Medium:

Low:
Non-forested:

 
32 
1 
 

MBF: 553 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock, 15% Sitka spruce, 23% redcedar and 22% yellow cedar.  BA=310. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to landings located on the proposed temporary road. 

ENGINEERING/ROADS: All alternatives would construct 0.35 miles of temporary road. Road will be decommisioned after 
the timber sale. The material source is located on rd. 6545 mp 1.22.  

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented within the 
unit.  No mitigation measures are recommended due to the number of populations located in the vicinity of the unit.  

FISH/WATERSHED: 
Stream 1 is a Class II/III/IV that runs along the northern boundary of unit.  For Class II alluvial fan portion, no harvest in the 
RMA buffer.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16).  The stream has 
sensitive channel types that may need large RAW buffers in this high risk windthrow area.  For Class III section no harvest in 
the v-notch.  Additional protection may be necessary for windfirmness (BMP 13.9, 13.16).  For Class IV section, fall timber 
away from streams if feasible.  Full suspension or split yard away from streams if feasible, a minimum of partial suspension is 
required.  Remove logging debris from streams (BMP 13.9, 13.16). 
Stream 2 is a Class II alluvial fan stream that runs along the northeast edge of the unit.  No harvest in the RMA buffer.  
Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16).  The stream has sensitive 
channel types that may need large RAW buffers in this high risk windthrow area. 
Stream 3 is a Class IV stream within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
Temporary road as mapped crosses Class II and Class III alluvial fan.  Move road up the hill and cross above alluvial fan and 
fish habitat if possible.  If road cannot be moved upslope, a designed structure will be necessary for fish passage and to 
mediate depositional characteristics of the channel.   

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

No resource concerns were identified for Geology, Heritage, Soils and Wildlife. 
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    Total Unit Acres: 26 Unit Number: 105 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 23 In Alternatives: B,C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T296 
 

 

Photo Number: 1198-162  

High:
Medium:

Low:
Non-forested:

25 
1 
 
 

MBF:
CCF:

556 
1,134 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock, 15% Sitka spruce, 24% redcedar and 21% yellow cedar.  BA=310.  Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to landings on the existing and proposed extension 
of the 51009 road.  Some shovel yarding may occur in the southwest portion of the unit.   

ENGINEERING/ROADS: Alternative F would construct 0.12 miles of temporary road. Road will be decommisioned after 
the timber sale. The material source is located on rd. 51009 mp 0.86.  For Alternatives B, C, D and E refer to the road card for 
the 51009 road. 

FISH/WATERSHED: 
Stream 1 & 2 are Class IV streams that run through unit. Fall timber away from streams if feasible.  Full suspension or split 
yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 
13.9, 13.16).  

GEOLOGY/KARST:  Small solution (karst) features found along proposed road location contributing water to class IV 
stream.   

SCENERY: Unit is not seen from any visual priority travel route or use area. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Heritage, Recreation and Soils. 
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   Total Unit Acres: 54 Unit Number: 106 
LUD: ML, SV Logging 

Systems: 
Cable Harvest Acres: 46 In Alternatives: B,C,D 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T257, T258 
 

 

Photo Number: 1198-162  

High:
Medium:

Low:
Non-forested:

54 
 
 
 

MBF: 1,076 
- 
- 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 61% western 
hemlock, 13% Sitka spruce, 18% redcedar and 8% yellow cedar.  BA=302. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING: This unit is designed for downhill cable yarding to the proposed temporary spur extension of the 6545 
road.  Retention will be located during layout in groups or clumps.  

ENGINEERING/ROADS: Construct 0.73 miles of temporary road to access this unit.  The temporary road will be 
decomissioned after the timber sale.  The material required to construct the road will likely come from a pit along the 
beginning portion of this segment. 

FISH/WATERSHED: 
Stream 1 is a Class I mainstem of Quiet Creek on the east side of the unit.  No harvest in the RMA buffer which will be 
different for different channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer 
(BMP 13.9, 13.16). 
Stream 2 is a Class II stream on the southeast corner of the unit.  No harvest in the RMA buffer which will be different for 
different channel types around unit.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 
13.16). 
Streams 3-7 are Class IV streams within the unit.  fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
Temporary road as mapped crosses Class II stream.  Move road up the hill and cross above fish habitat if possible.  If road 
cannot be moved upslope, a designed structure will be necessary for fish passage.  Limit road building in the RMA. 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.     

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains slopes >72% along the backline, including a short pitch with steeper ground will allow better deflection 
resulting in less soil disturbance.  Require full supension on slopes >72% (BMP 13.9).    

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Geology and Heritage. 
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    Total Unit Acres: 55 Unit Number: 107 
LUD: SV Logging 

Systems: 
Cable Harvest Acres: 27 In Alternatives: B,C,D 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T59 
 

 

Photo Number: 1198-162  

High:
Medium:

Low:
Non-forested:

50 
3 
2 
 

MBF: 579 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 43% western 
hemlock and 57% Sitka spruce.  BA=320. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with reserves (50% for visuals and marten habitat) with 
natural regeneration.  Even age management is an appropriate regeneration method given the stands high wind throw potential.  
Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of 
age depending on silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the proposed spur off of the 51009 road.  Final 
implementation of this unit may result in a series of patch cuts.  Retention will be located during layout in groups or clumps.  

ENGINEERING/ROADS: Construct 0.27 miles of temporary road to access this unit.  The temporary road will be 
decommissioned after the sale.  The material to construct the road will likely come from a pit associated with the construction 
of the 51009 road. 

FISH/WATERSHED: 
Stream 1 is a Class II stream on the northwest side of the unit.  A RMA buffer has been built into unit design but winfirmness 
buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
The unit has a high risk of windthrow (based on field reconnaissance and aerial photo interpretation).  Design adequate RAW 
buffer to protect any RMA buffer present. 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is seen from the Quiet Harbor Viewshed, and has an adopted VQO of partial retention. The proposed 
prescription will meet a  VQO of partial retention. 

SOILS:  The unit contains a cliff with slopes >72%.  Consider excluding this from unit and helicopter yard the upper slope. 
Require full supension on slopes >72% (BMP 13.9) if they are included in unit. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Geology and Heritage. 
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   Total Unit Acres: 28 Unit Number: 108 
LUD: ML,SV Logging 

Systems:
Cable & Shovel Harvest Acres: B,C,D-

25 
E-16 
 

In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T261, T262 
 

 

Photo Number: 1198-162  

High:
Medium:

Low:
Non-forested:

17 
8 
3 
 

MBF: B,C,D-472
 E-340 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 60% western 
hemlock and 40% yellow cedar.  BA=160. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut and clearcut with reserves (martin habitat) with natural 
regeneration.  Even age management is an appropriate regeneration method to regenerate desirable species and treat mistletoe 
and stem decay.  Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT 
at 15-35 years of age depending on silvicultural need.  Alt B, C, D and E will treat the portion of unit 108 that is in Scenic 
Viewshed LUD (T261) with an even-aged Rx of clearcut with reserves (marten habitat).  In Alts B, C and D will treat the 
portion of unit 108 (T262) that falls in Modified Landscape with a clearcut with shovel yarding.   Alt E treats only T261with a 
clearcut with reserves for marten habitat.   

TIMBER/LOGGING:  In alternative E only setting T261 is proposed.  In alternatives B, C and D all settings are included.  
This unit is designed for downhill cable yarding and shovel yarding to the proposed extension of the 51009 road.  Setting 
T262 can be entirely shovel yarded.  If the final location of the 51009 road is not common with setting T262 a short temporary 
stub may be necessary.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Refer to road card 51009. 

FISH/WATERSHED: 
There is a Class II/III stream on the southwestern boundary of the unit.  For the Class II section of stream RMA buffer has 
been built into unit design but winfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).  
For the Class III section of stream no harvest in v-notch, additional protection may be neccesssary for windfirmness (BMP 
13.9, 13.16). 

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: The unit contains a cliff with slopes >72%.  Consider excluding this from unit and helicopter yard the upper slope. 
Require full supension on slopes >72% (BMP 13.9) if they are included in unit. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Geology and Heritage. 
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    Total 
Unit 

Acres:

110 Unit Number: 109 

LUD: ML Logging 
Systems: 

Cable Harvest Acres:
C -102

B -83 In Alternatives: B,C, 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T289,264,263,265  

Photo Number: 1198-162  

High:
Medium:

Low:
Non-forested:

30 
77 
3 
 

MBF: C -1,853 
B -1,530 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 54% western 
hemlock, 10% Sitka spruce, 24% redcedar and 12% yellow cedar.  BA=313. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if 
appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.  Alt B - treats settings T289 and T263.  Alt C- treats all settings. 

TIMBER/LOGGING:  In alternative B settings T289 and T263 are proposed for management.  In alternative C all settings 
are proposed.  This unit is designed for uphill cable yarding to landings located on the proposed 51009 road or temporary spur 
roads off of this road.  Some shovel yarding occurs in settings T289 and T264.  Retention will be located during layout in 
groups or clumps.  An additional 2 acres of retention will be necessary in alternative C to keep the size of the created opening 
less then 100 acres. 

ENGINEERING/ROADS: Alternatives B and C would construct up to 0.88 miles of temporary road. Road will be 
decommisioned after the timber sale. See detailed discussion in the 510009 road card. 

FISH/WATERSHED: 
Stream 1 is a Class II stream on the northeast corner of the unit.  Do not harvest in the RMA buffer which will be different for 
different channel types.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Stream 2 is a Class II stream that runs along the southern boundary of the unit.  Do not harvest in the RMA buffer which will 
be different for different channel types.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 
13.16). 
Stream 3 is a Class II stream on the southwest corner of the unit.  Do not harvest in the RMA buffer which will be different for 
different channel types.  Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Stream 4 is a Class III stream that bisects the unit.  Do not harvest in the v-notch.  Additional protection may be neccesssary 
for windfirmness (BMP 13.9, 13.16). 
Stream 5 is a Class III tributary of stream 4 on the northern end of the unit.  Do not harvest in the v-notch  Additional 
protection may be neccesssary for windfirmness (BMP 13.9, 13.16). 
Stream 5 & 6 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
Temporary Road in unit crosses Class III stream provide adequate structure for crossing.  May be able to minimize road 
building by downhill yarding to 6546 road. 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.     

GEOLOGY/KARST:  Marble canyon bisects the unit.   Small solution features were found adjacent to the stream, no 
solution features were located in the uplands.   

RECREATION: Most of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: One small area on the east side, and adjacent to, stream 4, just below the confluence of stream 4 and 5, is flagged for 
exclusion from harvest due to shallow soils over carbonate bedrock. 
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WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No concerns were identified for Heritage and Botany. 
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   Total Unit Acres: 42 Unit Number: 110 
LUD: SV,ML Logging 

Systems:
Cable Harvest Acres: 21 In Alternatives: B,C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T288 
 

 

Photo Number: 1198-218  

High:
Medium:

Low:
Non-forested:

 
42 
 
 

MBF: 358 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 55% western 
hemlock, 21% Sitka spruce, 7% redcedar and 17% yellow cedar.  BA=281. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method, desirable species are able to become established in the next cohort of trees (spruce and 
cedars) and it is an effective way to deal with mistletoe and stem decay in hemlock.  Plant and site prep if appropriate to 
ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural 
need.  

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to landings on the proposed 51009 road.   

ENGINEERING/ROADS: See detailed discussion in the 51009 road card. 

FISH/WATERSHED: 
There is a Class III stream on the east side of the unit.  Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.     

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is visible from the Stikine Strait Viewshed; however, only a small part of the opening would be noticable. 
The unit will meet the adopted VQO of partial retention. 

No resource concerns were identified for Botany, Geology, Heritage, Soils and Wildlife 
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    Total Unit Acres: 32 Unit Number: 111 
LUD: ML,SV Logging 

Systems: 
Cable Harvest Acres: 30 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T279 
 

 

Photo Number: 1198-218  

High:
Medium:

Low:
Non-forested:

7 
21 
4 
 

MBF: 563 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 59% western 
hemlock, 32% Sitka spruce, 5% redcedar and 4% yellow cedar.  BA=266. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method to encourage desirable shade tolerant species such as spruce.   
Plant and site prep if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years 
of age depending on silvicultural need. 

TIMBER/LOGGING:  This unit is designed for uphill cable yarding to landings on a temporary spur off the proposed 51009 
road.  Retention will be located during layout in groups or clumps.   

ENGINEERING/ROADS: Alternative C would construct 0.27 miles of temporary road. Road will be decommisioned after 
the timber sale. Refer to road card 51009. 

FISH/WATERSHED: 
There is a Class IV streams that runs through unit.  Fall timber away from stream if feasible.  Full suspension or split yard 
away from stream if feasible, a minimum of partial suspension is required.  Remove logging debris from stream (BMP 13.9, 
13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Geology, Heritage and Soils. 
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    Total Unit Acres: 241 Unit Number: 112 
LUD: SV Logging 

Systems: 
C, -Cable & Heli 
E-Helicopter 

Harvest Acres:
 

241 In Alternatives: C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T282,283,284,285,286,
287 
 

 

Photo Number: 1198-218,1198-219  

High:
Medium:

Low:
Non-forested:

62 
170 
26 
 

MBF: 1,964 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 31% western 
hemlock, 32% Sitka spruce, 19% redcedar and 18% yellow cedar.  BA=302. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Two-aged prescription retaining all trees 16” or less (DBH) which will equal or exceed 15% of the 
stand BA. Plan next entry in 80 years with commercial thinning if needed.  Alt C- treats settings T282 and T287 with two age 
management  and the remainder of the settings being unevenaged with (single tree selection STS) Alt E- Uneven-aged 
prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no more than 50% 
BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration. 

TIMBER/LOGGING:  In alternative C settings T282 and T 287 will be uphill cable yarded to temporary spur roads off of 
the proposed 51009 road.  The remainder of the settings will be yarded by helicopter.  In alternative E all settings will be 
helicopter yarded.  In cable settings retention will be evenly distributed across the unit and a skyline yarder with lateral 
yarding capability will be necessary.  Settings designed for helicopter will be yarded directly to offshore log landing barges.  
Logs will be bundled and placed in the water for rafting to processsing facilities, or stored on barges and towed to processing 
facilities.   

ENGINEERING/ROADS: Alternative C would construct 0.30 miles of temporary road. Road will be decommisioned after 
the timber sale. Refer to road card 510009. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.  Alternatives that utilize helicopter yarding should not need RAW buffer due to a smaller opening size. 
There are multiple Class III streams along the unit boundaries.  Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Only setting T284 is not seen. The other settings are visible from either the Stikine Stait or Kindergarten Bay 
Viewsheds, and the proposed prescription will meet the adopted VQO of partial retention. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Geology, Heritage and Soils. 
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    Total Unit Acres: 160 Unit Number: 113 
LUD: SV Logging 

Systems: 
C-Cable & Heli 
E -Helicopter 

Harvest Acres: 160 
 

In Alternatives: C,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T270,272,274,275,277, 
280 
 

 

Photo Number: 1198-163,1198-217  

High:
Medium:

Low:
Non-forested:

103 
56 
 
 

MBF: 1,306 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 57% western 
hemlock, 14% Sitka spruce, 14% redcedar and 15% yellow cedar.  BA=296. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Two-aged prescription retaining all trees 16” or less (DBH) which will equal or exceed 15% of the 
stand BA.  Plan next entry in 80 years with commercial thinning if needed.  Alts C will apply a two-aged prescription to 
settings T275, T277, and T280  
Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration.  Alt 
C- settings270, 272 and 274.  Alt E- All settings.  

TIMBER/LOGGING: In alternative C settings T275, T277, and T 280 will be uphill cable yarded to a temporary spur roads 
off of the proposed 51009 road.  The remainder of the settings will be yarded by helicopter to the proposed temporary roads.  
In alternative E all settings will be helicopter yarded.  In cable settings retention will be evenly distributed across the unit and a 
skyline yarder with lateral yarding capability will be necessary.  Approximately 15 acres of setting T 275 will be included with 
the helicopter settings to avoid creating a two-aged stand larger than 100 acres.  Settings designed for helicopter will be yarded 
directly to offshore log landing barges.  Logs will be bundled and placed in the water for rafting to processsing facilities, or 
stored on barges and towed to processing facilities.   

ENGINEERING/ROADS: Alternative C would construct 0.28 miles of temporary road. Road will be decommisioned after 
the timber sale. Refer to road card 6545. 

FISH/WATERSHED: 
There are multiple Class III streams along the unit boundaries.  Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.  Alternatives that utilize helicopter yarding should not need RAW buffer due to a smaller opening size. 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Settings T270 and T274 are not visible. The other settings are visible from the Stikine Strait Viewshed.  The 
proposed prescription will meet the VQO of partial retention. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Botany, Geology, Heritage and Soils. 
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    Total Unit Acres: 14 Unit Number: 114 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 14 In Alternatives: C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T90 
 

 

Photo Number: 1198-74  

High:
Medium:

Low:
Non-forested:

 
14 
 
 

MBF: 236 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock and 60% yellow cedar.  BA=220. Site Index based on PA is 80 (Sitka Spruce, Farr 50) 
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt 
C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration. 

TIMBER/LOGGING:  This unit is designed for uphill cable yarding to landings on the proposed temporary spur road off of 
the existing 51540 road. 

ENGINEERING/ROADS: Construct 0.16 miles of temporary road to access this unit.  The temporary road will be 
decommissioned after the timber sale.  The rock required for construction of this road may come from an existing pit on the 
51540 road or by developing a small pit near the beginning of this road. 

BOTANY RESOURCES:   No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class II stream on the southwestern boundary of the unit.  A RMA buffer has been built into unit design but 
winfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
Minimize temporary road building in the RMA.  Move road location out of RMA if feasible. 
Stream 2 is a Class IV stream within the unit.  Fall timber away from stream if feasible.  Full suspension or split yard away 
from stream if feasible, a minimum of partial suspension is required.  Remove logging debris from stream (BMP 13.9, 13.16). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

No resource concerns were identified for Geology, Heritage, Recreation, Soils and Wildlife. 
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    Total Unit Acres: 20 Unit Number: 115 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 18 In Alternatives: B,C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T93  

Photo Number: 1198-73  

High:
Medium:

Low:
Non-forested:

17 
3 
 
 

MBF: 420 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 36% western 
hemlock, 35% redcedar and 29% yellow cedar.  BA=371. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt 
C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration. 

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to landings located on the existing 51540 road.   

FISH/WATERSHED: 
Stream 1 is a Class II stream in the southern portion of the unit.  A RMA buffer has been built into unit design but 
winfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).  No harvest permitted below the 
51540 road. 
Stream 2 & 3 are Class III streams on both sides of the unit.  Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 
Stream 3 is a Class IV stream within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from stream if feasible, a minimum of partial suspension is required.  Remove logging debris from stream (BMP 13.9, 13.16). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains slopes >72%. Exclude steep slopes adjacent to the western v-notch.  Require full supension on slopes 
>72%. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Botany, Geology, Heritage and Recreation. 
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    Total Unit Acres: 17 Unit Number: 116 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 15 In Alternatives: B,C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T860,T86 
 

 

Photo Number: 1098-112  

High:
Medium:

Low:
Non-forested:

9 
4 
4 
 

MBF: 266 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 18% western 
hemlock, 72% redcedar and 10% yellow cedar.  BA=276. Site Index based on PA is 86 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt 
C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration. 

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to landings located on the existing 51540 road.  
Retention will be located during layout in groups or clumps. 

FISH/WATERSHED: 
Stream 1 is a Class II stream in the southern portion of the unit.  A RMA buffer has been built into unit design but 
winfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).  No harvest permitted below the 
51540 road. 
Streams 2-4 are Class III streams on the sides of the unit.  Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 
Stream 5 is a Class IV stream within the unit.  Fll timber away from streams if feasible.  Full suspension or split yard away 
from stream if feasible, a minimum of partial suspension is required.  Remove logging debris from stream (BMP 13.9, 13.16). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains slopes >72% in scattered patches across the unit.  Require full supension on slopes >72%.   

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Botany, Heritage and Recreation. 
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    Total Unit Acres: 11 Unit Number: 117 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 11 In Alternatives: B,C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T39 
 

 

Photo Number: 1098-111  

High:
Medium:

Low:
Non-forested:

1 
10 
 
 

MBF: 192 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 30% western 
hemlock and 70% redcedar.  BA=160. Site Index based on PA is 65 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt 
C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration. 

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to a landing located on the existing 51540 road.  
Retention will be located during layout in groups or clumps.  A short temporary stub spur may be necessary if the 51540 road 
is not outside of the beach buffer. 

BOTANY RESOURCES:  One population of Hymenophyllum wrightii (Wright’s filmy fern) was documented within the 
unit.  No mitigation measures are recommended due to the number of populations located in the vicinity of the unit. 

FISH/WATERSHED: 
There is a Class III stream on the southern boundary of the unit.  Do not harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.     

SCENERY: Unit is not seen from any visual priority travel route or use area. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology, Heritage, Recreation and Soils. 
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    Total Unit Acres: 30 Unit Number: 118 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 26 In Alternatives: B,C,D,E 

and F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T38 
 

 

Photo Number: 1098-112  

High:
Medium:

Low:
Non-forested:

23 
7 
 
 

MBF: 530 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 54% western 
hemlock and 46% redcedar.  BA=273. Site Index based on PA is 86 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt 
C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration. 

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to landings located on the existing 51540 road. Some 
shovel yarding may occur on the east side of the unit.  Retention will be located during layout in groups or clumps. 

FISH/WATERSHED: 
There is a Class II/III stream on the east and north end of the unit.  For Class II section of stream, no harvest in RMA buffer, 
which will be different for different channel types.  Additional protection may be necessary for wind firmness of RMA buffer 
(BMP 13.9, 13.16).  For Class III section of stream no harvest in v-notch, additional protection may be neccesssary for 
windfirmness (BMP 13.9, 13.16). 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.     

SCENERY: Unit is seen from the head of the Anita Bay viewshed, and has an adopted VQO of maximum modification. The 
unit is barely seen, and the proposed prescription will meet a VQO of partial retention. 

SOILS: Unit contains slopes >72%.  If these areas are included in final unit design require full suspension (BMP 13.9). 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Botany, Geology, Heritage and Recreation. 
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    Total Unit Acres: 12 Unit Number: 119 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: 12 In Alternatives: C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T97 
 

 

Photo Number: 1198-72  

High:
Medium:

Low:
Non-forested:

8 
4 
 
 

MBF: 96 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 47% western 
hemlock and 63% Sitka spruce.  BA=440. Site Index based on PA is 100 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut (CC) with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.  Alt 
C- Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of the stand BA with no 
more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings on the existing 51541 road.  The landing will 
be located southeast of the existing landslide that crosses and closes the road.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

SCENERY: The unit is seen from the head of the Anita Bay Viewshed.  The adopted VQO is maximum modification.  The 
proposed prescription will meet a VQO of partial retention.  

SOILS: The unit has high windthrow potential.  Unit contains cliffs with slopes >72%.  These areas may be excluded, if they 
are included few trees will be removed.  Helicopter harvest and retention of 70% of the stand will reduce the risk of 
detrimental soil disturbance.  Opening the stand may make it more susceptible to windthrow and associated landslides.    

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Fish/Watershed, Heritage and Recreation. 
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    Total Unit 
Acres:

117 Unit Number: 120 

LUD: TM Logging 
Systems: 

Helicopter Harvest Acres: 
 

C,D,E -117 
F-26 

In 
Alternatives:

C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T85,T94,T95,T95a 
 

 

Photo Number: 1198-73  

High:
Medium:

Low:
Non-forested:

2 
90 
25 
 

MBF: C,D,E -832 
F-170 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multi-canopy uneven-aged stand.  Species composition: 22% western 
hemlock, 5% Sitka spruce, 4% redcedar 36% yellow cedar and 33% mountain hemlock.  BA=284.  Site Index based on PA is 
55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alts C, D, E - treat all settings.  Alt F will only treat setting T95.   

TIMBER/LOGGING:  In alternative F only setting T95 is proposed for management.  In alternatives C, D, and E all settings 
are included.  This unit is designed for helicopter yarding to landings along the existing 51541 and 51540 roads. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Streams 1-6 are Class III streams within or adjacent to the unit.  Do not harvest in the v-notch (BMP 13.9, 13.16).  
Streams 7 & 8 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Remove logging debris from 
streams (BMP 13.9, 13.16). 

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY:The unit is seen in the background from the head of the Burnett Inlet Viewshed. It is not visible from Anita Bay. 
The adopted VQO for the unit is maximum modification.  The proposed prescription will meet a VQOof partial retention. 

SOILS:  Unit contains slopes >72%.  Helicopter harvest and retention of 70% of the stand will reduce the risk of detrimental 
soil disturbance.   

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit 
Acres:

82 Unit Number: 121 

LUD: TM Logging 
Systems: 

Helicopter Harvest 
Acres:

C,D,E -82 
F-21 

In Alternatives: C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T79, T79A 
 

 

Photo Number: 1098-112  

High:
Medium:

Low:
Non-forested:

 
71 
11 
 

MBF: C,D,E, -601 
F-150 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 45% western 
hemlock, 18% Sitka spruce, 18% redcedar and 19% yellow cedar.   
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alts C, D and E – treats all settings.  Alt F will treat setting T79. 

TIMBER/LOGGING:  In alternative F only setting T79 is proposed for management.  In alternatives C, D, and E all settings 
are included.  This unit is designed for helicopter yarding to landings along a temporary stub spur off of the existing 51540 
road. 

ENGINEERING/ROADS: Alternative C,D,E, and F would reconstruct 0.15 miles of temporary road. Road will be 
decommisioned after the timber sale. The material source is located on rd. 51540 mp 8.3.  

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Streams 1 & 2 are Class III streams on the unit boundary.  Do not harvest in the v-notch (BMP 13.9, 13.16). 

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: The unit is seen from the head of the Burnett Inlet and Anita Bay Viewsheds. The adopted VQO is maximum 
modification.  The proposed prescription will meet a VQO of partial retention. 

SOILS: Unit contains very steep slopes  (>90%), modify during layout to exclude. 

No resource concerns were identified for Geology, Heritage and Wildlife. 
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    Total Unit Acres: 20 Unit Number: 122 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: 20 In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T39A 
 

 

Photo Number: 1098-112  

High:
Medium:

Low:
Non-forested:

5 
3 
12 
 

MBF: 118 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 50% western 
hemlock, 18% Sitka spruce, 15% redcedar and 35% yellow cedar.  BA=181. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings along the existing 51540 road.   

FISH/WATERSHED: 
There is a Class III stream on the unit boundary.  Do not harvest in the v-notch (BMP 13.9, 13.16). 

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: The unit is seen from the head of the Anita Bay Viewshed. The adopted VQO is maximum modification.  The 
proposed prescription will meet a VQO of partial retention. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Botany, Geology, Heritage and Soils. 
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    Total Unit Acres: 52 Unit Number: 123 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: 52 In Alternatives: C 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T82, T83, T81  

Photo Number: 1098-113  

High:
Medium:

Low:
Non-forested:

13 
39 
 
 

MBF: 410 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 60% western 
hemlock, 14% Sitka spruce, 13% redcedar and 13% yellow cedar.  BA=246. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings along the existing 51540 road.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review.  

FISH/WATERSHED:  There are three Class III streams along the unit boundary.  Do not harvest in the v-notch (BMP 13.9, 
13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: The unit is seen from the heads of the Burnett Inlet and Anita Bay Viewsheds. The adopted VQO is maximum 
modification.  The proposed prescription will meet a VQO of partial retention. 

SOILS:  High elevation site.  Unit contains slopes >72%, modify unit to exclude steep ground adjacent to the v-notch in 
middle setting, and eastern tail of the northern most setting.  Helicopter harvest and retention of 70% of the stand will reduce 
the risk of detrimental soil disturbance. 

WILDLIFE: Tongass Plan Implementation Policy Clarification (1998) states that Standards and Guidelines for marten should 
not be applied to high-value marten habitat patches <2 acres in size.   

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 171 Unit Number: 124 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: 171 In Alternatives: B,C,D,E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T41, T42, T43, T44  

Photo Number: 1198-21  

High:
Medium:

Low:
Non-forested:

95 
36 
40 
 

MBF: 1,253 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 45% western 
hemlock, 8% Sitka spruce, 37% redcedar and 10% yellow cedar.  BA=257. Site Index based on PA is 75 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding across Fishtrap Creek to landings along the existing 
51540 road.   

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class I stream (Fishtrap Creek) that runs along the west edge of the unit.  Do not harvest in the RMA buffer.  
Additional protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Stream 2 is a Class II segment of stream on the western edge of settingT41.  Do not harvest in the RMA buffer.  Additional 
protection may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Streams 3-7 are Class III streams that are within or adjacent to the unit.  Do not harvest in the v-notch.  Additional protection 
may be neccesssary for windfirmness (BMP 13.9, 13.16). 
Streams 8-14 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains slopes >72%.  More field information needed. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit 
Acres:

225 Unit Number: 125 

LUD: TM Logging 
Systems: 

Helicopter Harvest 
Acres:

B,C,D-225 
F-80 

In Alternatives: B,C,D,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T25, T25A, T25B 
 

 

Photo Number: 1098-115  

High:
Medium:

Low:
Non-forested:

93 
98 
34 
 

MBF: 
 

B,C,D-1,696 
F-637 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 5% western 
hemlock, 18% redcedar and 32% yellow cedar.  BA=322. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alts B, C, D - treats all aettings.  Alts F- treats settings T25 and T25B. 

TIMBER/LOGGING:  In alternative F only settings T25 and T25B are proposed for management.  In alternatives B, C, and 
D all settings are included.  This unit is designed for helicopter yarding to landings along the existing 51540 road.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There are Class III streams on the unit boundary.  No harvest in the v-notch (BMP 13.9, 13.16). 

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: The unit is seen in the distance from the head of the Burnett Inlet Viewshed, and is not visible from Anita Bay. 
The adopted VQO is maximum modification.  The proposed prescription will meet a VQO of partial retention. 

SOILS:  Unit contains slopes >72%.  More field information needed. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit 
Acres:

110 Unit Number: 126 

LUD: TM Logging 
Systems: 

Helicopter Harvest 
Acres:

B,C,D-110 
F-44 

In Alternatives: B,C,D,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

 
T23,T23A 

 

Photo Number: 1098-116  

High:
Medium:

Low:
Non-forested:

 
7 
103 
 

MBF: B,C,D-511
F-221 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 10% western 
hemlock, 18% Sitka spruce, 22% redcedar and 50% yellow cedar.  BA=225. Site Index based on PA is 70 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alts B,C,and D- treats all settings.  Alt F- treats setting T23. 

TIMBER/LOGGING:  In alternative F only setting T23 is proposed for management.  In alternatives B, C, and D all settings 
are included.  This unit is designed for helicopter yarding to landings along the existing 51540 road.   

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There is a Class III stream on the unit boundary.  No harvest in the v-notch (BMP 13.9, 13.16). 

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains slopes >72%.  More field information is needed. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 40 Unit Number: 127 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 34 In Alternatives: E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T45 
 

 

Photo Number: 1198-23  

High:
Medium:

Low:
Non-forested:

36 
4 
 
 

MBF: 724 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 49% western 
hemlock and 51% redcedar.  BA=270. Site Index based on PA is 86 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill and uphill cable yarding to a landing located on a temporary stub 
spur off of the existing 51543 road.  Retention will be located during layout in groups or clumps. 

ENGINEERING/ROADS: Alternative E would construct 0.44 miles of temporary road. Road will be decommisioned after 
the timber sale. The material source is located on rd. 51540 mp 6.3.  

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class I/II stream on the western edge of the unit.  A RMA buffer has been built into unit design but winfirmness 
buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
High windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be necessary for 
RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been historically 
evident.     

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains slopes >72%. Exclude from unit or require full suspension. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit 
Acres:

145 Unit Number: 128 

LUD: TM Logging 
Systems: 

Helicopter Harvest 
Acres:

 

B-121 
C-145  
E-84,F-54 

In Alternatives: B,C,E,F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T47, T47A, T48, T54, 
T54A 
 

 

Photo Number: 1098-116  

High:
Medium:

Low:
Non-forested:

26 
109 
10 
 

MBF: 
 

B-960 C-1,116 
E-660  F-438 
 
 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 20% western 
hemlock, 6% Sitka spruce, 30% redcedar, 32% yellow cedar and 12% mountain hemlock.  BA=293. Site Index based on PA is 
55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alt B treats settings T47, 47A, 54 and 54A,  Alt  C treats all settings.  Alt E treats settings T54 and 
T54A.  Alt F treats setting T47 and T54.   

TIMBER/LOGGING:  In alternative B settings T54, T54A, T47, and 47A are proposed for management.  In alternative C all 
settings are included.  In alternative E settings T54 and T54A are included.  In alternative F settings T54 and T 47 are 
proposed for management.  This unit is designed for helicopter yarding to landings along the existing 51543 road or a 
temporary extension of this road.   

ENGINEERING/ROADS: Alternative B,C,D,E, and F would construct 0.31 miles of temporary road. Road will be 
decommisioned after the timber sale. The material source is located on rd. 51540 mp 6.3.  

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains slopes >72%.   More field information is needed. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Fish/Watershed, Geology and Heritage. 
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    Total Unit Acres: 41 Unit Number: 129 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: 41 In Alternatives: C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T56, T58 
 

 

Photo Number: 1098-117  

High:
Medium:

Low:
Non-forested:

5 
36 
 
 

MBF: 327 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 45% western 
hemlock, 40% redcedar and 15% yellow cedar.  BA=297. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings along the proposed temporary extension of 
the existing 51543 road.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Rugged area with large (vertical) rock outcrops located in unit.   

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Fish/Watershed, Geology and Heritage. 
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    Total Unit Acres: 16 Unit Number: 130 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 14 In Alternatives: C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T55 
 

 

Photo Number: 1098-117  

High:
Medium:

Low:
Non-forested:

9 
7 
 
 

MBF: 313 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 80% western 
hemlock, 8% Sitka Spruce and 12% redcedar.  BA=246. Site Index based on PA is 75 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep 
if appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the proposed temporary extension of the 51543 
road.  Some shovel yarding may occur on the west half of the unit.   

ENGINEERING/ROADS: Alternative C and E would construct 0.22 miles of temporary road. Road will be decommisioned 
after the timber sale. The material source is located on rd. 51540 mp 6.3. 

FISH/WATERSHED: 
Stream 1 is a Class II stream that flows along the western edge of the unit.  A RMA buffer has been built into unit design but 
winfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
The temporary road mapped in RMA will be moved upslope out of RMA during layout. 
High windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be necessary for 
RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been historically 
evident.     

RECREATION: Part of this unit is in the North Etolin Inventoried Roadless Area (#232).  

SCENERY: Unit is not seen from any visual priority travel route or use area.  

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Botany, Geology, Heritage and Soils. 
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    Total Unit Acres: 50 Unit Number: 131 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 43 In Alternatives: C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T57, T59 

Photo Number: 1098-117 

High:
Medium:

Low:
Non-forested:

38 
12 
 
 

MBF: 874 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 45% western 
hemlock, 45% redcedar and 10% yellow cedar.  BA=273. Site Index based on PA is 86 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat).  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the proposed temporary extension of the 51543 
road.  Retention will be located during layout in groups or clumps.  Final road location and unit boundary will be common and 
will be located outside of the RMA buffer.   

ENGINEERING/ROADS: Alternative C and E would construct 0.64 miles of temporary road. Road will be decommisioned 
after the timber sale. The material source is located on rd. 51540 mp 6.3. 

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III aluvial fan on the north side of the unit.  No harvest in the RMA buffer.  Additional protection may be 
necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Additional field work will be necessary to determine extent of alluvial influence on the unit. 
Stream 2 is a Class III stream that bisects the unit.  No harvest in the v-notch.  Additional protection may be neccesssary for 
windfirmness (BMP 13.9, 13.16) 
Stream 3 is a Class IV stream within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
The temporary road mapped in RMA will be moved upsolpe out of RMA during layout. 
High windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be necessary for 
RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been historically 
evident.     

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  Unit contains slopes >72%, which will be excluded during layout. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 56 Unit Number: 132 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: 56 In Alternatives: C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T61, T60  

Photo Number: 1098-118  

High:
Medium:

Low:
Non-forested:

 
 
56 
 

MBF: 245 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 10% western 
hemlock, 25% redcedar and 65% yellow cedar.  BA=246. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.   

TIMBER/LOGGING:  This unit is designed for helicopter yarding to landings along the proposed temporary extention of the 
existing 51543 road. 

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class II stream the affects the northeast corner of the unit.  No harvest in the RMA buffer.  Additional protection 
may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Stream 2 is a Class III stream that bisects the unit.  No harvest in the v-notch.  Additional protection may be neccesssary for 
windfirmness (BMP 13.9, 13.16). 
Stream 3 is a Class IV stream within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard away 
from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains slopes >72%. An old landslide tracts initiates in the unit.  There is a high risk for additional landslides.  
Lay out backline to avoid areas with slopes >90%.   

No resource concerns were identified for Raods, Geology, Heritage and Wildlife. 
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    Total Unit Acres: 63 Unit Number: 133 
LUD: TM Logging 

Systems: 
Cable Harvest Acres: 60 In Alternatives: C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T12, T11 
 

 

Photo Number: 1098-118  

High:
Medium:

Low:
Non-forested:

18 
39 
6 
 

MBF: 1,123 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 43% western 
hemlock, 7% Sitka Spruce, 30% redcedar and 10% mountain hemlock.  BA=314. Site Index based on PA is 55 (Sitka Spruce, 
Farr 50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) with natural regeneration.  
Even age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if 
appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to the proposed temporary extension of the 51540 
road.   

ENGINEERING/ROADS: Alternative C and E would construct 0.81 miles of temporary road. Road will be decommisioned 
after the timber sale.  

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 & 2 are Class III streams in the southern portion of the unit.  No harvest in the v-notch.  Additional protection may 
be neccesssary for windfirmness (BMP 13.9, 13.16). 
Streams 3-5 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 
There is an alluvial fan RMA buffer along the northern unit.  No harvest permitted in the active portion of the alluvial fan.  A 
RAW buffer may also needed to protect RMA. 
Temporary road has several stream crossings including three Class III stream crossings that will need adequate structures.  All 
structures will be removed at the end of timber sale operations (BMP 13.16). 
The unit has high windthrow potential (based on field reconnaissance and aerial photo interpretation).  RAW buffers will be 
necessary for RMA buffers especially on the windward (southeasterly) edge of stream buffers and where windthrow has been 
historically evident.     

RECREATION: Most of this unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains slopes >72%. Recommend lowering the back line to avoid areas where slopes >72%.  Full suspension 
is required for harvest on slopes > 72%. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Geology and Heritage. 
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    Total Unit Acres: 37 Unit Number: 134 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: C-37 

E -26 
In Alternatives: C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T11, T14 
 

 

Photo Number: 1098-118  

High:
Medium:

Low:
Non-forested:

27 
9 
1 
 

MBF: C-303 
E -209 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 8% western 
hemlock, 7% Sitka Spruce, 20% mountain hemlock and 65% yellow cedar.  BA=369.  Site Index based on PA is 55 (Sitka 
Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alt C- treats both settings.  Alt E- treats setting T11. 

TIMBER/LOGGING:  In alternative E only setting T11 is proposed for management.  In alternative C both settings are 
included.  This unit is designed for helicopter yarding to landings located on the proposed temporary extension of the 51540 
road. 

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There are Class III streams along unit boundaries.  No harvest in the v-notch.  Additional protection may be neccesssary for 
windfirmness (BMP 13.9, 13.16).  No harvest in active portion of the alluvial fan on the north side of the unit.   

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS: Unit contains slopes >72%.  An old landslide begins in the unit.  There is high risk for additional landslides. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 33 Unit Number: 135 
LUD: TM Logging 

Systems: 
Helicopter Harvest Acres: C-33 

E -19 
In Alternatives: C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

T10, T9, T7, T8 
 

 

Photo Number: 1098-119  

High:
Medium:

Low:
Non-forested:

 
1 
32 
 

MBF: C-149 
E -84 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 10% western 
hemlock, 15% Sitka Spruce, 30% redcedar and 45% yellow cedar.  BA=297. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration.  Alt C- treats all settings.  Alt E- treats setting T10 and T9. 

TIMBER/LOGGING:  In alternative E only settings T9 and T10 are proposed for management.  In alternative C all settings 
are included.  This unit is designed for helicopter yarding to landings located on the proposed temporary extension of the 
51540 road. 

BOTANY RESOURCES: No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 & 2 are Class III streams along the unit boundaries.  No harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16).  No harvest in active portion of the alluvial fan on the south side of the unit. 
Stream 3 is a Class IV stream within the unit.  Fall timber away from stream if feasible.  Remove logging debris from stream 
(BMP 13.9, 13.16). 

RECREATION: This unit is in the North Etolin Inventoried Roadless Area (#232). 

SCENERY: The top half of setting T7 is visible from the head of the Burnett Inlet Viewshed. Unit is not visible from Anita 
Bay Viewshed. The adopted VQO is maximum modification.  The proposed prescription will meet a VQO of partial retention. 

SOILS: Unit contains slopes >72%.   Helicopter harvest and retention of 70% of the stand will reduce the risk of detrimental 
soil disturbance. 

No resource concerns were identified for Roads, Geology, Heritage and Wildlife. 
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    Total Unit Acres: 80 Unit Number: 136 
LUD: ML Logging 

Systems: 
Helicopter Harvest Acres: 80 In Alternatives: B, C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M228  

Photo Number: 1098-8  

High:
Medium:

Low:
Non-forested:

 
78 
2 
 

MBF: 616 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 30% western 
hemlock, 15% Sitka Spruce, 10% redcedar and 45% yellow cedar.  BA=293. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be 
bundled and placed in the water for rafting to processsing facilities, or stored on barges and towed to processing facilities. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
There are two Class III streams along the unit boundaries.  No harvest in the v-notch (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Unit is seen from various points along the Burnett Inlet Viewshed. The adopted VQO is modification.  The 
proposed prescription will meet a VQO of partial retention. 

SOILS: Unit contains slopes >72%.   Helicopter harvest and retention of 70% of the stand will reduce the risk of detrimental 
soil disturbance. 

WILDLIFE:  If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter 
yarding within ¼ mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 325 Unit Number: 137 
LUD: ML, 

SV 
Logging 

Systems: 
Helicopter Harvest Acres: 325 In Alternatives: B, C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M212-M220, M222 
 

 

Photo Number: 1198-6, 1198-7  

High:
Medium:

Low:
Non-forested:

104 
221 
 
 

MBF: 2,597 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 30% western 
hemlock, 20% Sitka Spruce, 25% redcedar and 25% yellow cedar.  BA=223. Site Index based on PA is 86 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be 
bundled and placed in the water for rafting to processsing facilities, or stored on barges and towed to processing facilities.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 & 2 are Class II streams on the north and south end of unit.  No harvest in the RMA buffer.  Additional protection 
may be necessary for wind firmness of RMA buffer (BMP 13.9, 13.16). 
Streams 3-7 are Class III streams within the unit.  No harvest in the v-notch.  Additional protection may be neccesssary for 
windfirmness (BMP 13.9, 13.16). 
There are at least 8 identified Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or 
split yard away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams 
(BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Only setting M220 is unseen from the Burnett Inlet Viewshed. The adopted VQOs are modification and partial 
retention. The proposed prescription will meet a VQO of partial retention. 

SOILS:  Unit contains slopes >72% with most of it in settings M217, M218 and the backline of setting M216.  Based on field 
review of site conditions, slopes steeper than 90% should be excluded from the unit.  

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 111 Unit Number: 138 
LUD: ML,SV Logging 

Systems: 
Helicopter Harvest Acres: 111 In Alternatives: B, C, E 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

M205-M209 
 

 

Photo Number: 1198-6  

High:
Medium:

Low:
Non-forested:

49 
48 
14 
 

MBF: 845 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multi-canopy uneven-aged stand.  Species composition: 88% western 
hemlock, 8% Sitka Spruce and 4%.redcedar.  BA=214. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. 

TIMBER/LOGGING:  This unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be 
remanufactured on barges with slash disposed of inside cutting units.  Logs may then either be; bundled and placed in the 
water for rafting to processsing facilities, or stored on barges and towed to processing facilities.   

BOTANY RESOURCES:  One population of Tiarella trifolatia var. laciniata (lacinate three-leaf foamflower) was 
documented in the unit.  Marten habitat retention could be placed to protect the population. 

FISH/WATERSHED: 
Stream 1 is a Class II/III stream on the northern end of the unit.  A RMA buffer has been built into unit design but 
winfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a Class IV stream within the unit.  Fall timber away from streams if feasible.  Remove logging debris from streams 
(BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Settings M206, M207, and M208 are unseen.  The adopted VQOs for the unit range from modification to partial 
retention. The proposed prescription will meet a VQO of partial retention for all settings visible from the Burnett Inlet and 
Clarence Strait Viewsheds.  

SOILS:  Unit contains slopes >72%.  Helicopter harvest and retention of 70% of the stand will reduce the risk of detrimental 
soil disturbance. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 102 Unit Number: 139 
LUD: SV,ML Logging 

Systems: 
Helicopter Harvest Acres: B,C -18 

E-102 
In Alternatives: B, C, E 

Volume Strata Acres:  Net Harvest Volume: Setting Number(s): M204, M290, M291 
 

Photo Number: 1098-98 

High:
Medium:

Low:
Non-forested:

64 
38 
 
 

MBF: B,C -137 
E-833 
 
 

SILVICULTURE:  
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock and 60% yellow cedar.  BA=290. Site Index based on PA is 55 (Sitka Spruce, Farr 50)  
Silvicultural Prescription:  Uneven-aged prescription using single-tree selection (STS) with retention of approximately 70% of 
the stand BA with no more than 50% BA of the cedar and spruce being removed to ensure species diversity and promote 
desired regeneration. Alt B, C - treats setting 204.  Alt E- treats all settings. 

TIMBER/LOGGING:  In alternatives B and C only setting M204 is proposed for management.  In alternative E all settings 
are included.  This unit is designed for helicopter yarding directly to offshore log landing barges.  Logs will be bundled and 
placed in the water for rafting to processsing facilities, or stored on barges and towed to processing facilities.   

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class I stream on the west side of the unit.  A RMA buffer has been built into unit design but winfirmness buffer 
may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16). 
Stream 2 is a Class III on the northwest corner of the unit.  No harvest in the v-notch (BMP 12.6, 12.6a, 13.16). 
Stream 3 is a Class II/III stream that bisects the unit.  For Class II stream segment a RMA buffer has been built into unit 
design but winfirmness buffer may also be necessary for additional protection (BMP 12.6, 12.6a, 13.16).  For Class III stream 
segment no harvest in the v-notch (BMP 12.6, 12.6a, 13.16). 
Streams 4-6 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Remove logging debris from 
streams (BMP 13.9, 13.16). 

RECREATION: This unit is in the Mosman Inventoried Roadless Area (#233). 

SCENERY: Setting M204 is unseen.  The adopted VQOs range from modification to partial retention. The proposed 
prescription will meet a VQO of partial retention for all settings visible from the Burnett Inlet and Clarence Strait Viewsheds. 

SOILS:  Unit contains slopes >72%.   Helicopter harvest and retention of 70% of the stand will reduce the risk of detrimental 
soil disturbance. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   
If active, one or more known bald eagle nests near this unit may require seasonal restrictions on helicopter yarding within ¼ 
mile of the nests in accordance with the Interagency Bald Eagle MOU. 

No resource concerns were identified for Roads, Geology and Heritage. 
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    Total Unit Acres: 5 Unit Number: 140 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 4 In Alternatives: B, C, D, E, 

F 

Volume Strata Acres:  Net Harvest Volume: Setting 
Number(s): 

B30 
 

 

Photo Number: 998-51  

High:
Medium:

Low:
Non-forested:

5 
 
 
 

MBF: 91 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock, 20% Sitka Spruce, 20% redcedar and 20% yellow cedar.  BA=214. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with reserves (marten habitat) natural regeneration.  Even 
age management is an appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if 
appropriate to ensure historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on 
silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to a landing on the existing 51720 road. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III stream in the southern portion of the unit.  No harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 
Stream 2 & 3 are Class IV streams within the unit.  Fall timber away from streams if feasible.  Full suspension or split yard 
away from streams if feasible, a minimum of partial suspension is required.  Remove logging debris from streams (BMP 13.9, 
13.16). 

SCENERY: This unit is visible from Anita Bay Viewshed where the adopted VQO is modification. The small unit size and 
proposed prescription will meet a VQO of partial retention. 

WILDLIFE: Apply Standards and Guidelines for marten in those portions of the unit where high-value marten habitat is 
identified.  Retain 10-20% of original stand structure as measured by basal area or trees per acre.  Maintain an average of 4 
large live trees/acre (20-30’’ dbh), 3 snags or decadent trees/acre (20-30’’ dbh), and 3 large, downed trees/acre (20-30’’ dbh).  
Where trees this large are not available, substitute next largest trees.  Trees identified for retention should have a reasonable 
assurance of windfirmness.   

No resource concerns were identified for Roads, Geology, Heritage, Recreation and Soils. 
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    Total Unit Acres: 9 Unit Number: 141 
LUD: ML Logging 

Systems: 
Cable Harvest Acres: 9 In Alternatives: B,C,D,E,F 

Volume Strata Acres:  Net Harvest Volume: Stand Number(s): B14 
 

 

Photo Number: 998-51  

High:
Medium:

Low:
Non-forested:

 
8 
1 
 

MBF: 149 
 

SILVICULTURE: 
Existing Stand Condition/Vegetation:  Wind generated multicanopy uneven-aged stand.  Species composition: 40% western 
hemlock, 20% Sitka Spruce, 20% redcedar and 20% yellow cedar.  BA=214. Site Index based on PA is 55 (Sitka Spruce, Farr 
50)  
Silvicultural Prescription:  Even-aged prescription using clearcut with natural regeneration.  Even age management is an 
appropriate regeneration method given the stands high wind throw potential.  Plant and site prep if appropriate to ensure 
historical species mix and/or protect resource values.  Plan to PCT at 15-35 years of age depending on silvicultural need.   

TIMBER/LOGGING:  This unit is designed for downhill cable yarding to a landing on the existing 51720 road. 

BOTANY RESOURCES:  No field surveys were conducted; however, no resource concerns were identified through habitat 
review. 

FISH/WATERSHED: 
Stream 1 is a Class III stream along the western boundary of the unit. No harvest in the v-notch.  Additional protection may be 
neccesssary for windfirmness (BMP 13.9, 13.16). 

SCENERY: Unit is not seen from any visual priority travel route or use area. 

SOILS:  If shovel logging is used, shovel tracks need to be supported by slash (BMP 13.9). 

No resource concerns were identified for Roads, Geology, Heritage, Recreation and Wildlife. 
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Appendix C, Road Cards  

Road Management Objectives  
Purpose and Use  
The road management objectives (RMOs) presented in this appendix establish the intended purpose and display 
design maintenance and operation criteria (as per FSH 7709.55) for each proposed and reconstructed National Forest 
System road in the Navy project area.  The information on the RMO form will be part of the Forest Transportation 
Atlas, a permanent database that can be updated periodically as access needs, issues, and budgets change (FSM 
7711.03).  The information on the site specific design criteria form will be used during design, construction, and 
initial monitoring of any road work proposed in this document.    

General Design Criteria  
The general design criteria provide various descriptions of the type of road and the intended purpose and future use 
of the road.  From this information, the maintenance and operation criteria can be developed.  All Navy Timber Sale 
roads are constructed and maintained for silvicultural purposes. Wetlands will be avoided to the extent practicable. 
The practices described in BMP 12.5 will be applied to minimize impacts to wetlands where avoidance is not 
practicable.  Therefore, all proposed roads meet the criteria for a silvicultural exemption from permitting under the 
Clean Water Act Section 404.  

General Design Criteria and Elements are shown on the Road Management Objectives portion of the road cards and 
are defined as follows:  

Functional Class:  Local (L), Collector (C), and Arterial (A) classifications  

Service Life:  Long (L) or Short (S), Constant (C) or Intermittent (I)   

Operation Criteria  
The operation criteria section includes a presentation of each of the five traffic management strategies identified in 
FSM 7731 (encourage, accept, discourage, prohibit, and eliminate) to be applied to different traffic classes on each 
road.  The traffic management narrative describes what actions will be taken in order to apply each strategy.  For 
example, if the strategy “eliminate” is prescribed for standard passenger and high-clearance vehicles, the narrative 
describes the method to accomplish this, such as removal of stream crossing structures, gating, etc.  

Site-specific Design Criteria  
The site-specific design criteria include road location objectives, wetland information, erosion control, proposed 
rock borrow sources, and all streams within the project area with proposed construction or rehabilitation of stream 
crossing structures.  
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Operational and Objective Maintenance Levels  
Operational Maintenance Levels indicate the level of road maintenance, either Maintenance Level 2 or 3, during 
sale-related activities.  Objective Maintenance Levels indicate the long-term maintenance plan for the roads as 
described in the following definitions.  Applicable maintenance levels for the project area are:    

Maintenance Level 1 (ML 1):  Roads are closed by barrier, bridge removal or organic encroachment and are 
monitored for resource protection.  Basic custodial maintenance is performed to perpetuate the road and to facilitate 
future management activities.   

Maintenance Level 2 (ML 2):  Roads are maintained for high-clearance vehicles and monitored for resource 
protection.  Traffic would be minor, consisting of logging trucks during sale operations, and administrative uses.   

Maintenance Level 3 (ML 3):  Roads are maintained for travel by a prudent driver in a standard passenger vehicle 
and are subject to the provisions of the Highway Safety Act.  Road use is by administrative and passenger vehicles, 
and by logging trucks.  

AFRPA Status  
AFRPA Class:  Under the Alaska Forest Resources and Practices Act, all roads will be maintained as "Active" 
during harvest-related activities.  After these activities are completed, the AFRPA classes on the road cards will be 
implemented.  These classes include:   

Active:  A forest road being actively used for hauling logs, pulpwood, chips, or other major forest products, or rock 
and other road building materials.    

Inactive:  A forest road on which commercial hauling is discontinued for one or more logging seasons, and the forest 
landowner desires continuation of access for fire control, forest management activities, occasional or incidental use 
for forest products harvesting, or similar activities.  

Closed:  A road is closed when the following activities have been completed:  a road is outsloped or waterbarred, or 
is left in a condition suitable to control erosion.  The ditches are also left in a condition suitable to control erosion, 
and bridges, culverts, and fills are removed from surface waters.  

The road segments are described using mileposts (MP) as beginning and ending points (Beginning milepost = Bmp; 
Ending milepost = Emp).  Lengths are given in miles (mi).  Road width is given in feet.  Culverts are identified as 
cmp.   

Blasting Restrictions 
Seasonal restrictions on blasting are required within ½ mile of active bald eagle nests.   

During road construction, blasting operations will be designed to reduce the risk of mass failure on potentially 
unstable or saturated soils (BMP 14.6).  Blasting and/or excavation under saturated soil conditions are restricted. 

Erosion Control 
All erosion control measures are required to be in place before the end of the normal operating season, and 
maintained during operations outside the normal operating season.   

Figure RC-1 is a project area map showing road locations. 
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 Insert 11” x 17" black and white fold in map 
Figure_RC_1.doc 
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Back of Figure_RC_1.doc 
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Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM  

Route No.: 51001  Route Name:  Harbor Creek Spur  Status:  Existing 

Begin M.P.:  0.00  Length (miles):  0.31 Begin Termini: MP 0.24 of 
the 51000 Rd.

End Termini:  MP 0.31 in 
Granite Unit 20

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Unit 92.  The road 
will be used for future timber management and administration. 

Maintenance Criteria: 

Bmp 
 

Emp 
 Operational Maintenance Level Objective Maintenance Level: AFRPA Class: 

 
  Existing Condition Desired Condition  
0.00 0.20 2 2 Active 
0.20 0.31 1  Closed 
  Planned Condition   
0.20 0.31 2  Active 
0.00 0.31  1 Inactive 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs.  “Inactive” status:  Road is stored.  Where feasible, culverts will be left in place with adequate 
protection – typically waterbars. Waterbars may be added on steep grades.  The road will be placed in a self-
maintaining state.     

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System  
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 

Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed (stored) and motor vehicle use will be prohibited. 

 

District Ranger Approval (signature) __________________________________________Date:___________                                 
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Road Management Objectives 
Site-specific Design Criteria 

Road No.  51001 
 

Road Location:  There is no new road location associated with this road. 

Wetlands:  No wetlands exist along the existing road. 

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
reconstruction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  No rock pit development is expected in the maintenance and reconstruction of this road.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  N/A 
Silviculture:  N/A 
Wildlife/Botany:  N/A 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 51001 

There are no new stream crossings associated with this road. 



Appendix C 

10 ■ Road Cards – Appendix C Navy Timber Sale DEIS 

!

!

Unit 112

Unit 107

Unit 109

Unit 113

Unit 110

Unit 111

Unit 105

Unit 108

Unit 106

51
00

9

MP 0.8

MP 3.81

Road 51009 Navy Timber Sale Draft EIS

Proposed Units
Existing Harvest Units
Water

330' Eagle Nest Buffer

# Eagle Nest Tree

!H LTF--Log Transfer Facility

NFS Road
NFS Road Requiring Reconstruction
New NFS Road
100' contour
500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

0 1000 2000 3000
Feet

³



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 11 

Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  ML, SV  

Route No.: 51009 Route Name:  Kindergarten Pass  Status:  Opportunity 

Begin MP:  0.80  Length (miles):  3.01 Begin Termini: MP 0.67 of 
the 6538 Rd.

End Termini: MP 3.81 in 
Proposed Unit 113.

 
General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Yarder Log Truck 10 mph 
 
Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Units 105 - 113.  
The road will be used for future timber management and administration. 

Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level: 
  Objective Maintenance Level  AFRPA Class: 

 
  Current Condition Desired Condition  
0.00 0.80 2 2 Active 
  Planned Initial Condition   
0.80 3.81 2  Active 
0.80 3.81  1 Inactive 

 
Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. The existing road 
segment from MP 0.00-0.80 will be maintained and repaired as necessary prior to log haul. 

AFR&P Regs.  “Inactive” status:  The road from MP 0.80-3.81 will be stored.  Where feasible, culverts will be 
left in place with adequate protection – typically waterbars. Waterbars may be added on steep grades.  The road will 
be placed in a self-maintaining state.     

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 
Travel Management Strategies (MP 0.80-3.81): 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed at MP 0.80 and motor vehicle use will be prohibited 
beyond that point. 

 

District Ranger Approval (signature) __________________________________________Date:___________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 51009 
 

Road Location:  The purpose of this road is to access Units 105 through 113.  The existing 51009 road is adequate 
for hauling with minimal pre-haul maintenance.  The new road segment begins near the 1000-foot elevation contour 
and for the most part maintains that elevation.  This enables uphill yarding for most units which minimizes soil 
disturbance and gives more options for silvicultural systems.   

Wetlands:  Wetlands exist from MP 0.9 to MP 1.7.  The road has been located through this section to avoid as much 
wetlands as possible.  However there is a critical switchback where the only possible location went through some 
wetlands.   

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  This road travels through areas of 
visual concern and therefore attention to visual effects will be necessary when selecting location, size, and layout of 
a rock pit along this road.  The rock pit at MP 0.9 of the 51009 road was noted as an initial potential rock source.  
Other potential initial rock sources are the nearby existing rock pits.  After construction of the initial road segment, it 
is expected that rock pits will be required at 1-1.5 mile increments depending on the conditions.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  Portions of the road have some sub-grade failures that will need to be fixed.  No large stream 
crossings but all streams will need adequate size culverts (BMP 13.16, 14.3, and 14.5). 
At MP 1.68 is a Class II crossing, a hydro site will need to be established and proper structure installed.  MP 
2.04 Class III crossing will need adequate structures.  MP 2.12 crosses a small Class II stream; road location 
may be modified to reduce road crossing in this area.  A hydro site will need to be established at that crossing if 
the road location does not change.   
The road crosses the same Class III stream twice more at MP 2.66 and MP 2.76; adequate structures will be 
needed at those locations.  All other stream crossing will need adequate structures (BMP 13.16, 14.3, and 14.5). 
Additional fieldwork will be completed in 2007. 
Silviculture: N/A 
Wildlife/Botany: N/A 
Lands/Minerals/Geology/Karst:  There is marble bedrock to the west of where new road construction begins.  
The road will cross a band of marble in Unit 109, no features have been found that would require protection.   
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 51009 
 

A.) Mi: 0.91 AHMU:  4 Channel Type:  HC1 BF Width:  1-3’ BF Depth:   Substrate:  bedrock, gravel, 
cobble 

Gradient:  8-10% Structure:  18-24” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

B.) Mi: 1.68 AHMU:  2 Channel Type:  HC3 BF Width:  15’ BF Depth:  2’ Substrate:  Gravel, cobble 
Gradient:  15-25% Structure:  48-60” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  Due to an adjusted alignment, the stream crossing is now above the fish habitat. (QS Note) 

 

C.) Mi: 2.04 AHMU:  2 Channel Type:  HC3 BF Width:  30’ BF Depth:  4’ Substrate: Gravel  
Gradient:  2% Structure:  50-70’ Bridge Passage Req'd:  Yes Timing Dates:  Timing dates will be 

determined during layout 
Narrative:  A detailed survey will be needed for the design of this bridge.  The actual crossing site is downstream 
from what is shown on the map. 

The new alignment will not cross this or the next creek. (QS note). 

 

D.) Mi: 2.56 AHMU:  4 Channel Type:  HC2 BF Width:  3-5’ BF Depth:  Not 
noted 

Substrate:  cobble, boulder 

Gradient:  15% Structure:  36” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

E.) Mi: 2.655 AHMU:  3 Channel Type:  HC5 BF Width:  8-10’ BF Depth:  Not 
noted 

Substrate:  bedrock, 
boulder 

Gradient:  10-15% Structure:  60-72” CMP or a 
short bridge. 

Passage Req'd:  No Timing Dates:  None 

Narrative:   

 

F.) Mi: 2.762 AHMU:  3 Channel Type:  HC5 BF Width:  8-10’ BF Depth:  Not 
noted 

Substrate:  boulder, 
bedrock 

Gradient:  10-15% Structure:  60-72” CMP or a 
short bridge. 

Passage Req'd:  No Timing Dates:  None 

Narrative:   

 



Appendix C 

14 ■ Road Cards – Appendix C Navy Timber Sale DEIS 

!

!

Unit 96

Unit 95

Unit 97

6540

51403

51011

65
40

MP 0

MP 0.47

Road 51403 Navy Timber Sale Draft EIS

Proposed Units
Existing Harvest Units
Water

330' Eagle Nest Buffer

# Eagle Nest Tree

!H LTF--Log Transfer Facility

NFS Road
NFS Road Requiring Reconstruction
New NFS Road
100' contour
500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

0 1000 2000
Feet

³



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 15 

 Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM  

Route No.: 51403 Route Name:  South Mussel Shell Status:  Opportunity 

Begin M.P.:  0.00  Length (miles):  0.47 Begin Termini: MP 10.95 
of the 6540  road 

End Termini:  MP 0.47 in 
Unit 

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

 

Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Units 95-97.  The 
road will be used for future timber management and administration. 

 
Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level: 
Planned Condition 

Objective Maintenance Level: 
Desired Condition 

AFRPA Class: 
 

0.00 0.47 2  Active 
0.00 0.47  1 Inactive 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs.  “Inactive” status:  Where feasible, culverts will be left in place with adequate protection – 
typically waterbars. Waterbars may be added on steep grades.  The road will be placed in a self-maintaining state.     

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System  
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 

Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed (stored) and motor vehicle use will be prohibited. 

 

District Ranger Approval (signature) __________________________________________Date:___________ 

 
                                                                       



Appendix C 

16 ■ Road Cards – Appendix C Navy Timber Sale DEIS 

Road Management Objectives 
Site-specific Design Criteria 

Road No. 51403 
 

Road Location:  The purpose of this road is to access Units 95 through 97.  From the beginning of the road near the 
6540 the road climbs until getting above Unit 95 which will enable uphill yarding.  Uphill yarding minimizes soil 
disturbance and gives more options for silvicultural systems.   

Wetlands:  Wetlands exist along the entire length of proposed road (MP 0.0 to MP 0.5).  The road is constrained by 
a Class III stream at the base of a slope on the east and by more wetlands.  An opportunity to shift the location of the 
junction with the 6540 road will be examined.  This has a potential to reduce the impact to some of the wetlands.  

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  This road travels through areas of 
visual concern and therefore attention to visual effects will be necessary when selecting location, size, and layout of 
a rock pit along this road.  A rock pit developed in conjunction with the new 6540 road segment will most likely be 
used as initial rock source for the new 51403 road.  After construction of the initial road segment, it may be 
necessary to develop an additional rock pit along this road. 

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  MP 0.286-MP 0.344 limit disturbance to Class III stream that parallels the road.  All unmapped 
stream crossings will need adequate structures (BMP 13.16, 14.3, and 14.5). 
Silviculture:  N/A 
Wildlife/Botany:  N/A 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM  

Route No.: 51421 Route Name:  West Mosman Inlet Status:  Opportunity 

Begin M.P.:  0.45 Length (miles):  0.81 Begin Termini: MP 0.77 of 
the 6542 road 

End Termini:  MP 1.26 in 
Unit 50 

 
General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Yarder Log Truck 10 mph 
 
Intended Purpose/Future Use:  The intended purpose of this road is timber management in Units 49-51.  The road 
will be used for future timber management and administration. 

Maintenance Criteria: 

Bmp 
 

Emp 
 Operational Maintenance Level Objective Maintenance Level 

Desired Condition: 
AFRPA Class: 
 

  Current Condition   
0.00 0.45 2  Active 
  Planned Condition   
0.45 1.26 2  Active 
0.00 1.26  1 Inactive 

 
Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance.  The existing road 
segment from MP 0.00-0.45 will be maintained and repaired as necessary prior to log haul. 
AFR&P Regs.  “Inactive” status:  Road is stored.  Where feasible, culverts will be left in place with adequate 
protection – typically waterbars. Waterbars may be added on steep grades.  The road will be placed in a self-
maintaining state.     

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 
Travel Management Strategies (MP 0.45-1.26): 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 
Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed at MP 0.45 and motor vehicle use will be prohibited 
beyond that point.  The road segment from MP 0.00 to 0.45 may also be closed at that time or later. 

 

District Ranger Approval (signature) __________________________________________Date:___________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 51421 
Road Location:  The purpose of this road is to access Units 49 through 51.  The existing 51421 road is adequate for 
hauling with minimal pre-haul maintenance.  The road was located at the base of a ridge and extends along its base 
of it with minimal change in elevation.  Downhill yarding will be used for timber management in the units.  Near 
MP 0.50 the road travels through a small section of epikarst.  A geologist has reviewed the area and the following 
protection measures will be followed in the karst area.  Road width will be limited to 14 feet, clearing limits will be 
restricted to a minimum, overlay construction will be used and no ditching will be done in this area.   

Wetlands:  No wetlands exist along proposed road. 

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  A new rock pit near the end of the 
existing 51421 road segment is a potential rock source.  The rock pit location has been reviewed by a geologist and 
approved for development.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  MP 0.230 has a 60” pipe that has a large amount of bedload stored just above the pipe; stream 
cleaning may be necessary to ensure pipe does not fail.  MP 0.569 crosses a very active Class III stream 
channel; a bridge may be necessary at this location.  MP 0.735, 0.817 are large stream crossings that will need 
hydro site surveys.  Several other stream crossings will need adequate structures (BMP 13.16, 14.3, and 14.5).  
The road was originally proposed on slopes steeper than 67% from MP 0.95 to 1.2.  Relocated the road 
downslope to avoid this area. 
Silviculture:  N/A 
Wildlife/Botany:  N/A 
Lands/Minerals/Geology/Karst:  There is a karst area with a resurgent stream below the road at MP 0.50  
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 51421 
 
A.) Mi: 0.23  AHMU:  3 Channel Type:  HC5 BF Width:  7.5’ BF Depth:  Not 

noted 
Substrate:  Not noted 

Gradient:  22% Structure:  Existing 60” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  Minimal sediment accumulation in the culvert that may need to be cleaned. 

 
B.) Mi: 0.41 AHMU:  3 Channel Type:  HC5 BF Width: 8.5’  BF Depth:  Not 

noted 
Substrate:  Not noted 

Gradient:  22% Structure: Existing 60” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  No maintenance requirements noted. 

 
C.) Mi: 0.57 AHMU:  3 Channel Type: HC5  BF Width:  8’ BF Depth: Not 

noted  
Substrate:  cobble, boulder 

Gradient:  20-30% Structure:  48-60” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  High bedload 

  
D.) Mi: 0.69 AHMU:  4 Channel Type: HC5  BF Width:  1-2’ BF Depth:  Not 

noted 
Substrate:  cobble, boulder 

Gradient:  27% Structure:  24” or smaller CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 
E.) Mi: 0.73 AHMU:  3 Channel Type: HC5  BF Width:  8’ BF Depth:  Not 

noted 
Substrate:  bedrock, 
boulder, gravel 

Gradient:  33% Structure:  24-36” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 
F.) Mi: 0.79 AHMU:  4 Channel Type: HC5  BF Width:  1-2’ BF Depth:  Not 

noted 
Substrate:  gravel, boulder 

Gradient:  15-20% Structure:  24” or smaller CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 
G.) Mi: 0.82 AHMU:  4 Channel Type: HC5  BF Width:  2’ BF Depth:  Not 

noted 
Substrate:  gravel, cobble 

Gradient:  38% Structure:  24” or smaller CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 
H.) Mi: 0.92 AHMU:  4 Channel Type: HC1  BF Width:  1-2’ BF Depth:  Not 

noted 
Substrate:  gravel, cobble 

Gradient:  40% Structure:  24” or smaller CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 
I.) Mi: 1.05 AHMU:  4 Channel Type: HC5  BF Width:  3-5’ BF Depth:  Not 

noted 
Substrate:  boulder, cobble, 
gravel 

Gradient:  20% Structure:  24-36” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   
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 Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM  

Route No.: 51442 Route Name:  No Bear Status:  Opportunity 

Begin M.P.:  0.00 Length (miles):  1.11 Begin Termini: MP 2.98 of 
the 6544 Rd.

End Termini:  MP 1.11 in 
Unit 80 

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Yarder Log Truck 10 mph 
 

Intended Purpose/Future Use: The intended purpose of this road is for timber management in Units 80 and 81.  
The road will be used in the future for future timber management and administration. 

 
Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level 
Current Initial Condition: 

Objective Maintenance Level 
Desired Condition: 

AFRPA Class: 
 

0.00 1.11 2  Active 
0.00 1.11  1 Inactive 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs.  “Inactive” status:  Road is stored.  Where feasible, culverts will be left in place with adequate 
protection – typically waterbars. Waterbars may be added on steep grades.  The road will be placed in a self-
maintaining state.     

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 

Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed and motor vehicle use will be prohibited. 

 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 51442 
 

Road Location:  The purpose of this road is to access Units 80 and 81.  The road travels northwest for the first 0.2 
miles before making a turn toward the south and climbing to access the bottom of the units.  Downhill yarding will 
be used for both units.   Favorable grades from 8 to 17% exist on the road. 

Wetlands:  The proposed road crosses wetland from MP 0.1 to MP 0.3 while making a large turn to gain elevation 
to access harvest Units 80 and 81. The proposed road also crosses wetland from MP 0.5 to MP 0.7 where wetland 
runs from the toe to the ridge of the slope. 

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  The rock pits at MP 1.7 and 2.2 of the 
6544 road were noted as potential initial rock sources.  After construction of the initial road segment, it is expected 
that another rock pit will be required, most likely near MP 0.2 and/or MP 0.7 depending on the conditions.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  There is a section from MP 0.90 to 0.95 where the road crosses slopes steeper than a 67% 
gradient.  Construction will be completed with full bench and end haul, with no material sidecast (BMP 14.12).  
Any fill material will be free of loose stumps and slash (BMP 13.10).  The road was pinched between a v-notch 
and steep slopes as it curved around a ridge making it a necessity to go through the steep side slopes. 
Silviculture:  N/A 
Wildlife/Botany:  N/A 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 25 

Road Management Objectives 
Stream Crossings 

Road No. 51442 
 

A.) Mi: 0.18 AHMU:  3 Channel Type:  HC6 BF Width:  8-10’ BF Depth:  Not 
noted 

Substrate:  Bedrock 

Gradient:  10-20% Structure:  30’ bridge Passage Req'd:  No Timing Dates:  None 
Narrative:  A 72” pipe would also be adequate for this crossing but substantial in-stream work would be required. 

 

 

B.) Mi: 0.66 AHMU:  3 Channel Type:  HC6 BF Width:  Not 
Noted 

BF Depth: Not 
noted  

Substrate:  Not Noted 

Gradient:  Not 
Noted 

Structure:  48-60” CMP Passage Req'd:  No Timing Dates:  None 

Narrative:  Same stream as listed earlier. 
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 Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  ML  

Route No.: 51461 Route Name:  School Marm West Status:  Opportunity 

Begin M.P.:  0.00 Length (miles):  0.69 Begin Termini: MP 5.65 Rd 
6546

End Termini:  MP 0.69 in 
Unit 30 

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

 

Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Units 29-31.  The 
road will be used for future timber management and administration. 

 
Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level 
Planned Condition: 

Objective Maintenance Level 
Desired Condition: 

AFRPA Class: 
 

0.00 0.69 2  Active 
0.00 0.69  1 Inactive 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs.  “Inactive” status:  Road is stored.  Where feasible, culverts will be left in place with adequate 
protection – typically waterbars. Waterbars may be added on steep grades.  The road will be placed in a self-
maintaining state.      

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System 
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 

Travel Management Narrative:  During and after the timber harvest, public motorized traffic will be prohibited.  
After the timber harvest the road will be closed (stored). 

 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 51461 
 

Road Location:  The purpose of this road is to access Units 29 through 31.  The road travels northeast as it climbs 
up the creek valley and accesses the bottom of the units.  Downhill yarding will be used for the units.    

Wetlands:  No wetlands exist on proposed road location 

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  The development of a new rock pit 
near the beginning of the road is very likely.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  MP 0.256 Class III crossing will need adequate size structure.  MP 0.556 large Class III channel 
may need a bridge.  Crossing must be above alluvial fan and road corridor should not impact RMA area on 
alluvial fan.  No harvest permitted in the alluvial fan RMA.  All other stream crossing will need adequate 
structures (BMP 13.16, 14.3, and 14.5). 
Silviculture:  N/A 
Wildlife/Botany:  Road construction is proposed within 400 feet of the goshawk nesting habitat buffer.  Permit 
no continuous disturbance likely to result in nest abandonment within the 600-foot nest buffer from March 15 to 
August 15.   
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 51461 
 

A.) Mi: 0.26 AHMU:  3 Channel Type:  HC5 BF Width:  6-10’ BF Depth:  Not 
noted 

Substrate:  cobble, boulder 

Gradient:  15-20% Structure:  60’ CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

B.) Mi: 0.38 AHMU:  4 Channel Type:  HC5 BF Width:  2’ BF Depth:  Not 
noted 

Substrate:  cobble, boulder 

Gradient:  35% Structure:  24” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

C.) Mi: 0.56 AHMU:  3 Channel Type:  HC5 BF Width:  7’ BF Depth:  Not 
noted 

Substrate:  gravel, cobble, 
boulder, bedrock 

Gradient:  17% Structure:  48” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   
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 Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  ML  

Route No.: 51462 Route Name:  School Marm East Status:  Opportunity 

Begin M.P.:  0.00 Length (miles):  0.37 Begin Termini: MP 5.77 of 
6546 Rd.

End Termini:  MP 0.37 in 
Unit 28 

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I B Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

 

Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Unit 28.  The road 
will be used for future timber management and administration. 

 
Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level 
Planned Condition: 

Objective Maintenance Level 
Desired Condition: 

AFRPA Class: 
 

0.00 0.37 2  Active 
0.00 0.37  1 Inactive 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs.  “Inactive” status:  Road is stored.  Where feasible, culverts will be left in place with adequate 
protection – typically waterbars. Waterbars may be added on steep grades.  The road will be placed in a self-
maintaining state.     

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System 
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 

Travel Management Narrative:  During and after the timber harvest, public motorized traffic will be prohibited.  
After the timber harvest the road will be closed (stored). 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 51462 
 

Road Location:  The purpose of this road is to access Unit 28.  The road travels northeast as it climbs up the creek 
valley and accesses the bottom of the unit.  Downhill yarding will be used for this unit.    

Wetlands:  Wetlands exist from MP 0.0 to 0.1 on the proposed road.  Crossing this wetland was unavoidable due to 
a critical control point (bridge) on the 6546 road.  

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  The development of a new rock pit 
near the beginning of the road is very likely.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  MP 0.186 Class III crossing hydro site may be necessary for adequate size structure.  All other 
stream crossings will need adequate structures (BMP 13.16, 14.3, and 14.5). 
Silviculture:  N/A 
Wildlife/Botany:  N/A 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 51462 
 

A.) Mi: 0.140 AHMU:  4 Channel Type:  HC5 BF Width:  2-5’ BF Depth:  Not 
noted 

Substrate:  gravel, cobble 

Gradient:  11% Structure:  24” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

B.) Mi: 0.186 AHMU:  3 Channel Type:  HC5 BF Width:  6’ BF Depth:  Not 
noted 

Substrate:  bedrock, cobble, 
boulder 

Gradient: 13-15%  Structure:  48’ CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   
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Road Management Objectives 
 
Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM  

Route No.: 51540 Route Name:  Fishtrap Status:  Existing 

Begin MP:  7.71 Length (miles):  0.71 Begin Termini: MP 6.16 of 
6540 Rd.

End Termini:  MP 8.41 in 
Section 11

 
General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Yarder Log Truck 10 mph 
 
Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Units 126, 133-135.  
The road will be used for future timber management and administration. 

Maintenance Criteria: 

Bmp 
 

Emp 
 Operational Maintenance Level Objective Maintenance Level 

Desired Condition: 
AFRPA Class: 
 

  Current Condition   
0.00 7.71 2 2 Active 
7.71 8.41 1  Inactive 
  Planned Initial Condition   
7.71 8.41 2  Active 
7.71 8.41  1 Inactive 

 
Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance.  Roadway from MP 7.71 
to 8.41 will be reconditioned to meet ML 2 standards prior to log haul. 

AFR&P Regs.  “Inactive” status:  The road from MP 7.71to 8.41 will be stored after the timber sale.  Where 
feasible, culverts will be left in place with adequate protection – typically waterbars. Waterbars may be added on 
steep grades.  The road will be placed in a self-maintaining state.     

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 
Travel Management Strategies (MP7.71-8.41): 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  NA 
Prohibit:  Public motorized vehicles during and after the timber 

harvest. 
Eliminate  Gate at MP 3.01 eliminates all public motorized traffic. 

 
Travel Management Narrative:  Public motorized traffic will be prohibited beyond the gate at MP 3.01 due to 
environmental concerns before, during and after harvest.  After the timber harvest the road from MP 7.71-8.41 will 
be stored and the structure at MP 7.71 will be removed, which will eliminate motorized administrative access.  

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 51540 
 

Road Location:  The purpose of this road reconditioning is to access Unit 126, 133, 134, and 135.  The existing 
51540 road should be adequate for hauling with minimal maintenance up to MP 7.7.  From MP 7.7 to MP 8.4 the 
road needs a couple stream crossing structures replaced and minor maintenance, including replacing shot rock.   

Wetlands:  Wetlands exist along the proposed road reconstruction from MP 7.8 to MP 8.4.  These wetlands will not 
be affected by the proposed road reconditioning.   

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  Due to the relatively minor nature of the road reconditioning, pit development will not be needed for 
this road.  It is likely that a rock pit will be needed to replace shot rock where necessary.  The rock will most likely 
come from an existing rock pit.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  MP 7.71 has a removed bridge that needs to be replaced.  There are several blocked culverts on 
the existing road; culvert cleaning or replacement will be necessary to remove accumulated debris.  There are 
also several erosion features that need to be corrected and ditches that need to be cleaned (BMP 14.4 and BMP 
14.5).   
Silviculture:  N/A 
Wildlife/Botany:  Road construction is proposed within or near a goshawk nesting habitat buffer.  New road 
construction is permitted if no other reasonable roading alternatives exist outside the mapped nesting habitat.  
Permit no continuous disturbance likely to result in nest abandonment within 600 feet of an active goshawk nest 
from March 15 to August 15. 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 51540 
 

A.) Mi: 7.71 AHMU:  3 Channel Type:  HC6 BF Width:  29’ BF Depth: Not 
noted  

Substrate:  boulder, cobble 

Gradient:  23% Structure:  Bridge Passage Req'd:  No Timing Dates:  None 
Narrative:   
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Road Management Objectives 
 
Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM  

Route No.: 51543 Route Name:  East Fishtrap Status:  Existing 

Begin MP:  0.18 Length (miles):  0.35 Begin Termini: MP 6.91 of 
the 51540 Rd.

End Termini:  MP 0.53 in 
Section 12

 
General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Yarder Log Truck 10 mph 
 
Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Units 127-132.  The 
road will be used for future timber management and administration. 

Maintenance Criteria: 

Bmp 
 

Emp 
 Operational Maintenance Level:Objective Maintenance Level: AFRPA Class: 

 
  Existing Condition Desired Condition  
0.00 0.18 2 2 Active 
0.18 0.53 1  Closed 
  Planned Condition   
0.18 0.53 2  Active 
0.18 0.53  1 Closed 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance.  Roadway from MP 0.18 
to 0.53 will be reconditioned to meet ML 2 standards prior to log haul. 
AFR&P Regs.  “Closed” status:  The road from MP 0.18 to 0.53 will be stored after the timber sale.  The culverts 
will be removed and waterbars may be added where necessary. 

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 
Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  NA 
Prohibit: Public motorized vehicles during and after the timber 

harvest. 
Eliminate  NA 

 
Travel Management Narrative:  Public motorized traffic will be prohibited beyond the gate at MP 3.01 of road 
51540 due to environmental concerns, before, during and after harvest.  After the timber harvest the road from MP 
0.18-0.53 will be stored and the bridge at MP 0.18 will be removed which will eliminate all motorized access. 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 51543 
 

Road Location:  The purpose of this road reconditioning is to access Units 127 through 132.  At MP 0.18 a large 
bridge has been removed.  After that point all cross drains and stream crossing structures have been removed and 
will need to be replaced before management activities associated with this road commence. 

Wetlands:  Wetlands exist along proposed road reconstruction from MP 0.0 to MP 0.3.  No additional fill will be 
placed in the wetlands.  These wetlands will not be affected by the proposed road reconditioning.   

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  Due to the relatively minor nature of the road reconditioning, pit development will not be needed for 
this road.  It is likely that a rock pit will be needed to replace shot rock where necessary.  The rock will most likely 
come from an existing rock pit.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  MP 0.180 the bridge over Fishtrap Creek will need to be replaced.  There are several culverts left 
on the existing road; culvert cleaning will be necessary remove accumulated debris.  The ditches will also need 
to be cleaned where necessary (BMP 14.4 and BMP 14.5).  
Silviculture:  N/A 
Wildlife/Botany:  N/A 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 41 

Road Management Objectives 
Stream Crossings 

Road No. 51543 
 

A.) Mi: 0.18 AHMU:  2 Channel Type:  LC1 BF Width:  35’ BF Depth:  Not 
noted 

Substrate:  bedrock, 
boulder 

Gradient:  2% Structure:  Bridge Passage Req'd:  Yes Timing Dates:  June 1st-September 15th 
Narrative:   
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Road Management Objectives 
 

Project/DEIS: Navy   System: Cooney Cove   Land Use Designation:  ML, SV 

Route No.: 51551 Route Name:  Old Beaver Status:  Opportunity 

Begin M.P.:  0.00 Length (miles):  0.25 Begin Termini: MP 2.22 of 
the 6555 Rd

End Termini:  MP 0.25 at 
the jct of temporary roads

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

 

Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Units 5, 7, and 8. 
The road will be used for future timber management and administration. 

 
Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level 
Current Condition 

Objective Maintenance Level 
Desired Condition 

AFRPA Class: 
 

0.00 0.25 2  Active 
0.00 0.25  1 Closed 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs.  “Closed” status:  Road is stored.  The culverts will be removed and waterbars will be added where 
necessary.   

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System  
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 

Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed (stored) and motor vehicle use will be prohibited. 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 51551 
 

Road Location:  The purpose of this road is to access Units 5, 7, and 8.  The road is located along relatively flat 
ground.  The three units served by this road will require temporary roads to access the landings.   

Wetlands:  This short section of proposed road is located on wetlands (from MP 0.0 to MP 0.25) due to the 
topography of the area.  Large forested wetlands are interrupted by steep hillsides, making it impossible to avoid this 
wetland. 

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  This road travels through areas of 
visual concern and therefore attention to visual effects will be necessary when selecting location, size, and layout of 
a rock pit along this road.  If possible, the rock pit should be located near the beginning of the road, outside the area 
of visual concern.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  All stream crossings will need adequate structures (BMP 13.16, 14.3, and 14.5). 
Silviculture:  N/A 
Wildlife/Botany:  This road is within one half mile of one or more bald eagle nests and may be subject to 
timing restrictions for blasting under the Interagency bald eagle MOU.  
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 45 

This page intentionally left blank.   
  



Appendix C 

46 ■ Road Cards – Appendix C Navy Timber Sale DEIS 

#

!

!

Unit 11

Unit 13

Unit 9
Unit 10

Unit 12

51
56

1
65

56

MP 0

MP 1.02

Road 51561 Navy Timber Sale Draft EIS

Proposed Units
Existing Harvest Units
Water

330' Eagle Nest Buffer

# Eagle Nest Tree

!H LTF--Log Transfer Facility

NFS Road
NFS Road Requiring Reconstruction
New NFS Road
100' contour
500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

0 1000 2000 3000 4000 5000
Feet

³



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 47 

Road Management Objectives 
 

Project/DEIS: Navy   System: Navy   Land Use Designation:  ML, SV 

Route No.: 51561 Route Name:  Deer Skull Status:  Opportunity 

Begin M.P.:  0.00 Length (miles):  1.02 Begin Termini: MP 0.26 of 
the 6556 Road

End Termini:  MP 1.02 at 
the jct of two temp roads.

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

 

Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Units 9-12.  The 
road will be used for future timber management and administration. 

 
Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level 
Planned Condition 

Objective Maintenance Level 
Desired Condition 

AFRPA Class: 
 

0.00 1.02 2  Active 
0.00 1.02  1 Closed 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs.  “Closed” status:  Road is stored.  The culverts will be removed and waterbars will be added where 
necessary.   

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System  
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 

Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed (stored) and motor vehicle use will be prohibited. 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 51561 
 

Road Location:  The purpose of this road is to access Units 9 through 12.  The road climbs from its beginning 
termini on the 6556 road as it exits the beach buffer and heads south.  All of the units except portions of Unit 9 will 
be yarded downhill.   

Wetlands:  Wetlands exist from MP 0.0 to 0.1, MP 0.3 to MP 0.5, and MP 0.9 to MP 1.02. The proposed road is 
located on the toe of the slope and gains elevation to make control points at the stream (MP 0.568) and a narrow 
bench near MP 0.7. The road crosses these wetlands to make the control points. 

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  This road travels through areas of 
visual concern and therefore attention to visual effects will be necessary when selecting location, size, and layout of 
a rock pit along this road.  A single rock pit, depending on the conditions, near the beginning of the road or possibly 
on the 6556 road may be enough to complete the construction.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water: MP 0.152 Class II crossing will need hydro site for bridge or designed culvert.  Road runs parallel 
to Class II stream, no harvest permitted within RMA of stream.  MP 0.568 as mapped a Class II stream 
crossing, may be able to move road above fish habitat to avoid fish crossing if not hydro site will be necessary.  
All other stream crossing will need adequate structures (BMP 13.16, 14.3, and 14.5). 
Silviculture:  N/A 
Wildlife/Botany:  This road is within one half mile of two or more bald eagle nests and may be subject to 
timing restrictions for blasting under the interagency bald eagle MOU.  
This proposed road segment passes through a rare lance-leaf moonwort (Botrychium lanceolatum) population in 
Unit 11 (setting N4).  The population is flagged and if practicable, road realignment could provide a 100-foot 
buffer around the population. 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 49 

Road Management Objectives 
Stream Crossings 

Road No. 51561 
 

A.) Mi: 0.13 AHMU:  4 Channel Type:  HC1 BF Width:  2-3’ BF Depth:  Not 
noted 

Substrate:  gravel, cobble 

Gradient:  5-7% Structure:  36” or smaller CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  Minor structure 

 

B.) Mi: 0.16 AHMU:  2 Channel Type:  HC3 BF Width:  2-6’ BF Depth:  Not 
noted 

Substrate:  gravel, cobble 

Gradient:  5% Structure:  36” or smaller CMP Passage Req'd:  Yes Timing Dates:  June 1st-September 15th 
Narrative:  Minor structure 

 

C.) Mi: 0.37 AHMU:  4 Channel Type:  HC1 BF Width:  2-3’ BF Depth:  Not 
noted 

Substrate:  gravel, cobble 

Gradient:  22% Structure:  36” or smaller CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  Minor structure 

  

D.) Mi: 0.57 AHMU:  2 Channel Type:  HC1 BF Width:  4-6’ BF Depth:  Not 
noted 

Substrate:  gravel, cobble 

Gradient:  12% Structure:  48-60” CMP Passage Req'd:  Yes Timing Dates:  June 1st-September 15th 
Narrative: 
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Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM  

Route No.: 6539 Route Name:  Snow Ridge Status:  Existing 

Begin M.P.:  0.85 Length (miles):  0.36 Begin Termini: MP 4.85 of 
the 6540 Rd.

End Termini:  MP 1.35 in 
Section 2. 

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

 

Intended Purpose/Future Use:  The intended purpose of this road is timber management in Units 45.  The road 
will be used for future timber management and administration. 

Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level 
Existing Condition 

Objective Maintenance Level 
Desired Condition 

AFRPA Class: 
 

0.00 1.35 2  Active 
0.00 1.35  1 Inactive 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs.  “Inactive” status:  Road is stored.  Stream crossing structures in the high-vulnerability area (MP 
0.85 to MP 1.21) will be removed.  Other culverts may be removed and waterbars may be added.   

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Motorized use after timber harvest until road is closed. 
Discourage:  Public use during the timber harvest. 
Prohibit:  NA 
Eliminate  NA 

 

Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will remain open to motor vehicle use until the road is closed by 
road maintenance. 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 6539 
 

Road Location:  The purpose of this road reconditioning is to access Unit 45.  The existing 6539 road should be 
adequate for hauling with minimal maintenance up to MP 0.85.  From MP 0.85 to MP 1.21 the road needs 
substantial maintenance, including replacing shot rock and cleaning ditches and catch basins.  The existing road 
provides access directly to Unit 45 where downhill yarding is the most feasible means to extract the timber.  The 
road provides favorable haul along its length. 

Wetlands:  No wetlands exist along this proposed road reconstruction. 

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8).  

Rock Pits:  Due to the relatively minor nature of the road reconditioning, pit development will not be needed for 
this road.  It is likely that a rock pit will be needed to replace shot rock where necessary.  The rock will most likely 
come from an existing rock pit.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  There are several erosion features located on the existing road.  There are also sections of the 
existing road that have been washed out and are nearly undrivable.  Ditch and culvert cleaning will be necessary 
and new structures may have to be added in this dynamic area (BMP 14.4 and BMP 14.5).  The current road 
location is on an alluvial fan. 
Silviculture: N/A  
Wildlife/Botany: N/A 
Lands/Minerals/Geology/Karst: N/A  
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 6539 
 

A.) Mi: 0.88 AHMU:  3 Channel Type:  HC5 BF Width:  14.5’ BF Depth:  Not 
noted 

Substrate:  Cobble and 
boulder 

Gradient:  17% Structure: Existing modular 
bridge 

Passage Req'd:  No Timing Dates:  None 

Narrative:  Maintenance may be needed for the deck on this 50’ Hamilton Bridge.  The stream is encroaching on 
the sills, may need repair by the time the road is reconstructed but the sills are okay for now.    

 

B.) Mi: 1.022 AHMU:  3 Channel Type:  AF2 BF Width:  Not 
noted 

BF Depth:  Not 
noted 

Substrate:  Not noted 

Gradient:  Not 
noted 

Structure:  Existing 18” CMP Passage Req'd:  No Timing Dates:  None 

Narrative:  No maintenance requirements noted. 

 

C.) Mi: 1.078 AHMU:  3 Channel Type:  AF2 BF Width: Not 
noted  

BF Depth:  Not 
noted 

Substrate:  Not Noted 

Gradient:  Not 
noted 

Structure:  Existing 18” CMP Passage Req'd:  No Timing Dates:  None 

Narrative:  No maintenance requirements noted. 

 

D.) Mi: 1.14 AHMU:  3 Channel Type:  HC5 BF Width: 6.5’  BF Depth:  Not 
noted 

Substrate:  Not noted 

Gradient:  25% Structure:  Existing 36” CMP. Passage Req'd:  No Timing Dates:  None 
Narrative:  MP 1.12 RCS.  No maintenance requirements noted. 

 

E.) Mi: 1.164 AHMU:  4 Channel Type:  HC5 BF Width: 1-2’ BF Depth:  Not 
noted 

Substrate:  cobble, boulder 

Gradient:  40% Structure:  Drivable Waterbar Passage Req'd:  No Timing Dates:  None 
Narrative:  This is an intermittent stream that flows only during high rainfall events. 

 

F.) Mi: 1.176 AHMU:  4 Channel Type:  HC5 BF Width: 1-2’ BF Depth:  Not 
noted 

Substrate:  cobble, boulder 

Gradient:  50% Structure:  Drivable Waterbar Passage Req'd:  No Timing Dates:  None 
Narrative:  This is an intermittent stream that flows only during high rainfall events. 



Appendix C 

54 ■ Road Cards – Appendix C Navy Timber Sale DEIS 

!

!

Unit 97

Unit 96

Unit 95

Unit 100

Unit 101

Unit 99

Unit 98

6540

51403

51011

65
40

MP 12.01

MP 10.73

Road 6540 Navy Timber Sale Draft EIS

Proposed Units
Existing Harvest Units
Water

330' Eagle Nest Buffer

# Eagle Nest Tree

!H LTF--Log Transfer Facility

NFS Road
NFS Road Requiring Reconstruction
New NFS Road
100' contour
500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

0 1000 2000 3000 4000 5000
Feet

³



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 55 

Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM and SV 

Route No.: 6540 Route Name:  Mussel Shell Status:  Opportunity 

Begin M.P.:  10.73 of 
existing 6540 Rd. 

Length (miles):  1.28 Begin Termini: South 
Anita Bay LTF

End Termini:  MP 12.01 in 
Unit 99 

 
General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Yarder Log Truck 10 mph 
 
Intended Purpose/Future Use:  The intended purpose of this road is timber management in Units 96-100.  The 
road will be used for future timber management and administration. 

Maintenance Criteria: 

Bmp 
 

Emp 
 Operational Maintenance Level Objective Maintenance Level 

 
AFRPA Class: 
 

  Existing Condition: Desired Condition  
0.00 10.73 3 3 Active 
  Planned Initial Condition   
10.73 12.01 2  Active 
10.73 12.01  1 Inactive 

 
Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance.  Road from 0.00 to 10.73 
will be maintained and repaired as necessary prior to log haul. 

AFR&P Regs.  “Inactive” status:  Road is stored.  Where feasible, culverts will be left in place with adequate 
protection – typically waterbars.  Waterbars may be added on steep grades.  The road will be placed in a self-
maintaining state.     

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 

Travel Management Strategies (MP 10.73-12.01): 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 
Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed, (stored) from MP 10.73 to 12.01 and motor vehicle 
use will be prohibited. 

District Ranger Approval (signature) __________________________________________Date:_____________ 

                                                                      



Appendix C 

56 ■ Road Cards – Appendix C Navy Timber Sale DEIS 

Road Management Objectives 
Site-specific Design Criteria 

Road No. 6540 
 

Road Location:  The purpose of this road is to access Units 96-100 and provides access to the beginning of the 
proposed 51403.  The existing 6540 road should be adequate for hauling with minimal maintenance.  From MP 10.7 
to the end (MP 12.00) the road climbs as it passes through Units 96 and 97 before getting on top of a ridge to access 
Unit 99.  This enables uphill yarding for Unit 99 and much of 97, which minimizes soil disturbance and gives more 
options for silvicultural systems.   

Wetlands:  This area is largely wetland, so it is difficult to avoid crossing them.  For the most part, the roads skirted 
around the edges of muskegs where possible, and crossed them only where engineering constraints such as stream 
crossings or grades made it a requirement.  Wetlands exist from MP 10.8 to MP 11.3 and from MP 11.6 to MP 12.01 
on the proposed road.  

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  This road travels through areas of 
visual concern and therefore attention to visual effects will be necessary when selecting location, size, and layout of 
a rock pit along this road.  MP 10.3 was noted as an initial potential rock source.  Other potential initial rock sources 
are at MP 10.7 (end of existing road) or other nearby existing rock pits.  After construction of the initial road 
segment, it is likely that rock pits will be needed at 1-1.5 mile increments depending on the conditions.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  The new construction has a Class II crossing at MP 10.814 a hydro site will need to be completed 
and adequate structure installed.  There are two Class III crossings at MP 11.530 and MP 11.544 hydro sites 
may be necessary here.  All other stream crossings will need adequate structures (BMP 13.16, 14.3, and 14.5).  
Silviculture:  N/A 
Wildlife/Botany: Road construction is proposed within or near a goshawk nesting habitat buffer.  New road 
construction is permitted if no other reasonable roading alternatives exist outside the mapped nesting habitat.  
Permit no continuous disturbance likely to result in nest abandonment within 600 feet of an active goshawk nest 
from March 15 to August 15. 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 6540 
 

A.) Mi: 10.813 AHMU:  2 Channel Type:  MC1 BF Width:  6-10’ BF Depth:  Not 
Noted 

Substrate:  Gravel, Cobble 

Gradient:  1-2% Structure:  Bridge Passage Req'd:  Yes Timing Dates:  Additional field data 
necessary during layout. 

Narrative:   

 

B.) Mi: 11.530 AHMU:  3 Channel Type:  HC5 BF Width:  5-8’ BF Depth: Not 
Noted 

Substrate:  Boulder, 
bedrock, gravel 

Gradient:  15% Structure:  60’CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

C.) Mi: 11.554 AHMU:  3 Channel Type:  HC5 BF Width:  4-6’ BF Depth:  Not 
Noted 

Substrate:  Cobble, gravel 

Gradient:  24% Structure:  48” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   
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Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM, ML  

Route No.: 6543 Route Name:  Little Lake Status:  Existing 

Begin M.P.:  0.00 Length (miles):  1.68 Begin Termini: MP 8.54 
6540 Rd

End Termini:  MP 1.68 in 
Sec. 29 

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Yarder Log Truck 10 mph 
 

Intended Purpose/Future Use:  The intended purpose of this road is to provide access for timber management 
activities in Units 85-87 and 90.  The road will be used for future timber management and administration. 

 
Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level 
Existing Condition: 

Objective Maintenance Level 
Desired Condition: 

AFRPA Class: 
 

0.00 1.68 2  Active 
0.00 1.68  1 Inactive 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance.  Reconstruction of this 
road will be necessary before log haul. 

AFR&P Regs.  “Inactive” status:  Road is stored.  Where feasible, culverts will be left in place with adequate 
protection – typically waterbars. Waterbars may be added on steep grades.  The road will be placed in a self-
maintaining state.   

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 

Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed (stored) and motor vehicle use will be prohibited. 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 6543 
 

Road Location:  The purpose of this road reconditioning is to access Units 85-87 and 90.  Along the length of the 
road, from MP 0.0 to MP 1.7, the road needs maintenance, including replacing shot rock and cleaning ditches and 
catch basins.  The existing road provides access directly to Unit 90 where downhill yarding is the most feasible 
means to extract the timber.  A temporary road is necessary to access Units 85-87.  

Wetlands:  Wetlands exist from MP 0.0 to 0.9 along this proposed road reconstruction.  No additional fill material 
will be placed in wetlands.  These wetlands will not be affected by the proposed road reconditioning.   

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  The rock pit at MP 7.9 of the 6540 
road was noted as a potential rock source for shot rock replacement.     

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  Fix road problems especially where road is slumping.  Clean ditches and culverts as needed 
(BMP 14.4 and BMP 14.5) 
Silviculture:  N/A 
Wildlife/Botany: N/A 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage: N/A  
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Road Management Objectives 
Stream Crossings 

Road No. 6543 
 

A.) Mi: 0.39 AHMU:  4 Channel Type:  HC BF Width:  3’ BF Depth:  Not 
noted 

Substrate:  Not noted 

Gradient:  16% Structure:  Existing 24” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  No maintenance requirements noted. 

 

B.) Mi: 1.62 AHMU:  3 Channel Type:  HC BF Width:  7’ BF Depth:  Not 
noted 

Substrate:  Not noted 

Gradient:  39% Structure:  Existing 48” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  No maintenance requirements noted. 

 

C.) Mi: 1.66 AHMU:  4 Channel Type:  HC BF Width:  5.5’ BF Depth:  Not 
noted 

Substrate:  Not noted 

Gradient:  49% Structure:  Existing 18” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  No maintenance requirements noted. 

  



Appendix C 

62 ■ Road Cards – Appendix C Navy Timber Sale DEIS 

!

!

Unit 81

Unit 80

Unit 82

Unit 79

65
44

51442

6544

MP 2.98

MP 1.91

Road 6544 Navy Timber Sale Draft EIS

Proposed Units
Existing Harvest Units
Water

330' Eagle Nest Buffer

# Eagle Nest Tree

!H LTF--Log Transfer Facility

NFS Road
NFS Road Requiring Reconstruction
New NFS Road
100' contour
500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

0 1000 2000 3000 4000 5000
Feet

³



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 63 

Road Management Objectives 
 

Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM, ML, SV  

Route No.: 6544 Route Name:  Ribbon Chert Pit Status:  Existing 

Begin M.P.:  1.91 Length (miles):  1.07 Begin Termini: MP 8.06 
6540 Rd

End Termini:  MP 2.98 in 
Section 20

 
General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Yarder Log Truck 10 mph 
 
Intended Purpose/Future Use:  The intended purpose of this road is to help access timber management activities in 
Units 80-82.  The road will be used for future timber management and administration. 

Maintenance Criteria: 

Bmp 
 

Emp 
 Operational Maintenance Level Objective Maintenance Level: AFRPA Class: 

 
  Existing Condition Desired Condition  
0.00 1.91 2 2 Active 
1.91 2.98 1  Inactive 
  Planned Condition   
1.91 2.98 2  Active 
0.00 2.98  1 Inactive 

 
Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance.  Roadway from MP 1.91 
to MP 2.98 will be reconstructed to meet ML 2 standards before log haul. 

AFR&P Regs.  “Inactive” status:  Road is stored.  Where feasible, culverts will be left in place with adequate 
protection – typically waterbars. Waterbars may be added on steep grades.  The road will be placed in a self-
maintaining state.     

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 
Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 
Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed (stored) from MP 1.91 to 2.98 and motor vehicle use 
will be prohibited. 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 6544 
 

Road Location:  The purpose of this road reconditioning is to provide access to the beginning of the 51442 road, 
which will in turn access Units 80-82.  The existing 6544 road from MP 0.0 to MP 1.9 should be adequate for 
hauling with minimal maintenance.  From MP 1.9 to MP 3.0 the road will require reconditioning, including 
replacing shot rock where necessary, clearing alder, and cleaning ditches and catch basins.   

Wetlands:  Wetlands exist from MP 2.2 to MP 2.7 along the proposed road reconstruction.  No additional fill 
material will be placed in wetlands.  These wetlands will not be affected by the proposed road reconditioning.   

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits: During periods of high rainfall (as defined in current Regional specifications), blasting operations will be 
suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  The existing rock pits at MP 1.7 and 
2.2 of the 6544 road were noted as a potential rock source for shot rock replacement.    

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  N/A 
Silviculture:  N/A 
Wildlife/Botany: N/A 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 6544 
 

A.) Mi: 0.59 AHMU:  2 Channel Type:  MM BF Width:  8’ BF Depth:  Not 
noted 

Substrate:  Gravel and 
cobble 

Gradient:  3% Structure:  Existing 84”x120” 
CMP 

Passage Req'd: Yes.  
Existing. 

Timing Dates:  More information needed 
during layout 

Narrative:  Sediment in the culvert may need to be removed. 

 

B.) Mi: 1.06 AHMU:  3 Channel Type:  HC BF Width:  6.5’ BF Depth:  Not 
noted 

Substrate:  Not noted 

Gradient:  25% Structure:  Existing 48” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  Stream has overrun the road.  Larger (60”) culvert may be needed. 

 

C.) Mi: 1.34 AHMU:  4 Channel Type:  MM BF Width:  3.5’ BF Depth:  Not 
noted 

Substrate:  Not noted 

Gradient:  2% Structure: Existing 36” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  No maintenance requirements noted. 

  

D.) Mi: 1.36 AHMU:  4 Channel Type:  
HC/MM 

BF Width: 2.5’  BF Depth:  Not 
noted 

Substrate:  Not noted 

Gradient:  2/45% Structure: Existing 24” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:  Small partial blockage, culvert needs to be cleaned. 

 

E.) Mi: 2.57 AHMU:  2 Channel Type:  MM BF Width:  11’ BF Depth:  Not 
noted 

Substrate:  Coarse gravel 
and cobble 

Gradient:  5% Structure:  Existing 84” CMP Passage Req'd:  N/A Timing Dates:  N/A 
Narrative:  No maintenance requirements noted.  Existing red pipe. 
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Road Management Objectives 
 
Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  ML, SV 

Route No.: 6546 Route Name:  East Mosman Inlet Status:  Opportunity 

Begin M.P.:  2.06 Length (miles):  5.37 Begin Termini: MP 5.48 of 
the 6540 Rd.

End Termini:  MP 7.43 
located in Unit 23

 
General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

 
Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Units 23-37.  The 
road will be used for future timber management and administration. 

 
Maintenance Criteria: 

Bmp 
 

Emp 
 Operational Maintenance Level:Objective Maintenance Level: AFRPA Class: 

 
  Existing Condition Desired Condition  
0.00 2.06 2 2 Active 
  Planned Condition   
2.06 7.43 2  Active 
2.06 7.43  2 Inactive 

 
Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs. “Inactive” status:  After haul, stormproof MP 2.06-7.43 by providing drivable waterbars/rolling 
dips. 

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest.  Administrative 

motorized use. 
Discourage:  Public use during the timber sale. 
Prohibit:  Motorized public access during and after the timber harvest. 
Eliminate  Motorized public access during and after the timber harvest. 

 

Travel Management Narrative:  During and after the timber harvest, public motorized traffic will be prohibited 
and eliminated by a gate near MP 2.06.  After the timber harvest the road will be stormproofed and only 
administrative motorized use and public non-motorized use will be allowed due to wildlife considerations. 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 6546 
 
Road Location:  The purpose of this road is to access Units 23 through 37.  The existing 6546 road is adequate for 
hauling with minimal maintenance.  For most of the road length, the road location is constrained by two things, 
beach buffer to the West and a steep hillside to the East.  Generally the road was located at the base of the steep 
slopes.  From roughly MP 2.4 to 3.3 the road is forced into the beach buffer to stay on a moderate slope.  Other than 
that the road is located along the bottom of most units, which will enable downhill yarding.    

Wetlands:  Wetlands were largely avoided along this road but they do exist from MP 4.7 to 4.8.  The road 
attempted to hug the side-slope and stay above the wetlands as much as possible. 

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8).). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  This road travels through areas of 
visual concern and therefore attention to visual effects will be necessary when selecting location, size, and layout of 
a rock pit along this road.  MP 1.6 was noted as an initial potential rock source.  Other potential initial rock sources 
are at MP 2.1 (near the end of the existing road) or other nearby existing rock pits.  After initial construction, it is 
likely that rock pits will be needed at 1-1.5 mile increments depending on the conditions.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  MP 2.443 Class II crossing will need hydro site and adequate structure to pass fish.  Additional 
unmapped stream crossing may be present on road from 2.443 to 5.349 where Class III stream is present.  
Adequate size pipe will be necessary avoid impacts to the RMA area wherever possible.  MP 5.719 will need to 
install a bridge at Boss creek crossing.  At MP 7.354 and 7.359 there are two Class III streams crossing mapped 
just about the confluence of the streams.  A hydro site may be necessary at this location to determine adequate 
structure.  All other unmapped stream crossings will need adequate structures (BMP 13.16, 14.3, and 14.5). 
Slopes over 67% exist between MP 3.1 and between MP 3.3, MP 6.5 and MP 6.6 along the proposed road.  
Require full bench construction with no side casting of material (BMP 14.12).  Blasting restrictions during 
periods of high rainfall will apply (BMP 14.6).  
Silviculture:  N/A 
Wildlife/Botany:  This road is within one half mile of three or more bald eagle nests and may be subject to 
timing restrictions for blasting under the Interagency Bald Eagle MOU. The northern portion of this road is 
approximately 400 feet from a bald eagle nest.  No vegetation clearing activities are allowed within 330 feet of 
any bald eagle nest without a variance from USFWS. 
Road construction is proposed within or near two goshawk nesting habitat buffers.  New road construction is 
permitted if no other reasonable roading alternatives exist outside the mapped nesting habitat.  Permit no 
continuous disturbance likely to result in nest abandonment within 600 feet of an active goshawk nest from 
March 15 to August 15.   
Lands/Minerals/Geology/Karst:  The road crosses a band of marble near Boss Creek.  No karst landform 
features were identified for protection. 
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 6546 
 

A.) Mi: 2.44 AHMU:  2 Channel Type:  HC3 BF Width:  2-4’ BF Depth:  Not 
Noted 

Substrate:  gravel, cobble 

Gradient:  10-15% Structure:  Short bridge, or 36” 
culvert 

Passage Req'd:  Maybe Timing Dates:  More information needed 
during layout 

Narrative:  This road location is at the upper extent of fish habitat, if road location can be moved up hill slightly 
fish passage will not be affected and a 36’ pipe will provide proper drainage. 

 

B.) Mi: 5.35 AHMU:  3 Channel Type:  HC5 BF Width:  3’ BF Depth:  Not 
Noted 

Substrate:  Gravel, cobble, 
bedrock 

Gradient:  25-50% Structure:  36”CMP Passage Req'd: No Timing Dates: None 
Narrative:   

 

C.) Mi: 5.72 AHMU:  3 Channel Type: MM1  BF Width:  40’ BF Depth:  Not 
Noted 

Substrate: Bedrock   

Gradient:  2-5% Structure:  60-80’ bridge Passage Req'd:  No Timing Dates:  None 
Narrative:  A detailed survey will be required for the bridge design at this site. 

  

D.) Mi: 7.35 AHMU:  3 Channel Type: HC5  BF Width:  8’ BF Depth:  Not 
Noted 

Substrate:  bedrock, cobble

Gradient:  36% Structure:  60” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

E.) Mi: 7.36 AHMU:  3 Channel Type: HC5  BF Width:  Not 
Noted 

BF Depth:   Substrate:  Not Noted 

Gradient:  Not 
Noted 

Structure:  48” or smaller CMP Passage Req'd:  No Timing Dates:  None 

Narrative:  Road location may be moved down slope slightly to avoid crossing two streams. 
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Road Management Objectives 
 
Project/DEIS: Navy   System: Anita Bay   Land Use Designation:  TM, SV  

Route No.: 6547 Route Name: Burnett Inlet Status:  Existing/Opportunity 

Begin M.P.:  1.18 Length (miles):  4.02 Begin Termini: MP 0.96 of 
the 6540 Rd.

End Termini:  MP 5.18 in 
Unit 57. 

 
General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

 
Intended Purpose/Future Use:  The intended purpose of this road is for timber management in Units 57-66.  The 
road will be used for future timber management and administration. 

Maintenance Criteria: 

Bmp 
 

Emp 
 Operational Maintenance Level:Objective Maintenance Level:  AFRPA Class: 

 
  Existing Condition Desired Condition  
0.00 1.16 3 2 Active 
1.16 1.18 1 1 Closed 
  Planned Condition   
1.18 5.18 2  Active 
1.18 5.18  1 Closed 

 
Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance.  Road from 0.00 to 1.16 
will be maintained and repaired as necessary prior to log haul.  Existing road from MP 1.16 to 1.18 will require 
reconstruction. 

AFR&P Regs.  “Closed” status:  Road is stored.  The culverts will be removed and waterbars will be added where 
necessary.       

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System ownership 
 
Travel Management Strategies (MP 1.16-5.18): 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 
Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed (stored) from MP 1.16 to 5.18 and motor vehicle use 
will be prohibited. 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 6547 
 
Road Location:  The purpose of this road is to access Units 57 through 66.  The existing 6547 road is adequate for 
hauling with pre-haul maintenance due to alder growth.  From MP 1.1 to 3.6 the road extends from the existing 
portion of the 6547, across Detailer Creek and then climbs as it nears the MP 3.6 to enable uphill yarding for many 
of the units.  Uphill yarding minimizes soil disturbance and gives more options for silvicultural systems.  From MP 
3.6 to the end of the road, the road location is constrained by the saltwater to the West and a steep hillside to the 
East.  Generally the road was located at the base of the steep slopes.  From roughly MP 3.6 to 4.9 the road is forced 
into the beach buffer to stay off the steep slopes to the East.  This creates a need for a temporary road at MP 4.9 to 
switch back to access the lower portions of several settings.     

Wetlands:  Wetlands are encountered at two of the major stream crossings, from MP 1.5 to MP 1.6, and from MP 
2.9 to MP 3.0. There is also a section from MP 1.8 to MP 2.0 where the road goes through wetlands as it climbs 
above the beach buffer while avoiding steep side slopes higher on the hillside. .  

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8).). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  This road travels through areas of 
visual concern and therefore attention to visual effects will be necessary when selecting location, size, and layout of 
a rock pit along this road.  The rock pit at MP 0.74 of the 51720 road was noted as an initial potential rock source.  
Other potential initial rock sources are at MP 1.1 of the 6547 road (near the end of the existing road) or other nearby 
existing rock pits.  After construction of the initial road segment, it is expected that rock pits will be required at 1-
1.5 mile increments depending on the conditions.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  From MP 0.967 to 1.272 the road will have to be completely reconstructed and any structures 
present in that portion will have to be replaced or cleaned to properly function (BMP 14.4 and BMP 14.5).  At 
MP 1.372 there is a Class III crossing that will need a proper structure.  At 1.459 there is a Class III crossing 
that will need a hydro site and probably a bridge.  At 2.641 there is a Class III crossing that will need a large 
structure.   
The crossing at MP 2.938 is mapped as an alluvial fan Class II stream crossing.  A fishery/hydrology specialist 
will need to be consulted to determine if an alternate road crossing is possible and what the best course of action 
will be to build a road that does not impact fishery resources.  A site visit will also be needed to address road 
crossing.  
MP 3.010 is the Class II crossing of Detailer Creek, a bridge will be needed at this location.  MP 3.112 is a 
Class IV stream crossing and may need a hydro site survey.  All other stream crossings will need adequate 
structures (BMP 13.16, 14.3, and 14.5). 
Silviculture:  N/A 
Wildlife/Botany:  This road is within one half mile of six or more bald eagle nests and may be subject to timing 
restrictions for blasting under the interagency bald eagle MOU.  Parts of this road are within 330’ of bald eagle 
nest trees.  No vegetation clearing activities or road building are allowed within 330 feet of any bald eagle nest 
without a variance from USFWS. 
Road construction is proposed within or near two goshawk nesting habitat buffers.  New road construction is 
permitted if no other reasonable roading alternatives exist outside the mapped nesting habitat.  Permit no 
continuous disturbance likely to result in nest abandonment within 600 feet of an active goshawk nest from 
March 15 to August 15. 
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Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 6547 
 

A.) Mi: 1.37 AHMU:  3 Channel Type:  HC5 BF Width:  Not 
Noted 

BF Depth:  Not 
Noted 

Substrate:  Not Noted 

Gradient:  Not 
Noted 

Structure:  36” or smaller CMP Passage Req'd:  No Timing Dates:  None 

Narrative:   

 

B.) Mi: 1.46 AHMU:  3 Channel Type:  HC2 BF Width:  Not 
Noted 

BF Depth:  Not 
Noted 

Substrate:  Not Noted 

Gradient:  Not 
Noted 

Structure:  36” or smaller CMP Passage Req'd:  No Timing Dates:  None 

Narrative:   

 

C.) Mi: 1.97 AHMU:  4 Channel Type:  HC5 BF Width:  1-2’ BF Depth:   Substrate:  cobble 
Gradient:  26% Structure:  24” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

D.) Mi: 2.64 AHMU:  3 Channel Type:  HC5 BF Width:  2-6’ BF Depth:   Substrate:  cobble, bedrock, 
boulder 

Gradient:  48% Structure:  48” CMP Passage Req'd: No Timing Dates:  None 
Narrative:   

 

E.) Mi: 2.94 AHMU:  2 Channel Type:  AF2 BF Width:  5-8’ BF Depth:   Substrate:  cobble, boulder 
Gradient:  6-12% Structure:  60”-84” CMP Passage Req'd:  Yes Timing Dates:  Will determine during 

layout 
Narrative:  This site will be examined during layout to determine several factors including fish presence, channel 
verification, and structure design. 

 

F.) Mi: 3.01 AHMU:  2 Channel Type:  MC3 BF Width:  12-15’ BF Depth:   Substrate:  boulder, 
bedrock, cobble 

Gradient:  5% Structure:  Bridge Passage Req'd:  Yes Timing Dates:  June 1st-September 15th 
Narrative:  Main Detailer Creek bridge crossing will need design information for this structure. 

 

There are several small stream crossings at the end of this road but more information will need to be collected 
during layout for specific site information. 



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 75 

This page intentionally left blank.  
 



Appendix C 

76 ■ Road Cards – Appendix C Navy Timber Sale DEIS 

!

!

!H

Unit 7

Unit 2

Unit 6

Unit 4

Unit 5

Unit 1

Unit 8

Unit 3

65
55

51551

MP 0

MP 2.79

Road 6555 Navy Timber Sale Draft EIS

Proposed Units
Existing Harvest Units
Water

330' Eagle Nest Buffer

# Eagle Nest Tree

!H LTF--Log Transfer Facility

NFS Road
NFS Road Requiring Reconstruction
New NFS Road
100' contour
500' contour

Stream Class
! ! ! ! ! I
! ! ! ! ! II
! ! ! ! ! ! III
! ! ! ! ! ! IV

0 1000 2000 3000 4000 5000 6000
Feet

³



Appendix C 

Navy Timber Sale DEIS                                               Road Cards – Appendix C ■ 77 

Road Management Objectives 
 

Project/DEIS: Navy   System: Cooney Cove   Land Use Designation:  ML, OG, SV  

Route No.: 6555 Route Name:  Deer Flats Status:  Opportunity 

Begin M.P.:  0.00 Length (miles):  2.79 Begin Termini: MP 0.00 at 
Cooney Cove MAF

End Termini:  MP 2.79 in 
Unit 6 

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

 

Intended Purpose/Future Use:  The intended purpose of this road is to provide an opportunity for timber 
management in the Cooney Cove area including Units 1-8.  The road will be used for future access into the Cooney 
Cove area for timber management and administration. 

 
Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level 
Planned Condition: 

Objective Maintenance Level 
Desired Future Condition: 

AFRPA Class: 
 

0.00 2.79 2  Active 
0.00 2.79  1 Closed 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs.  “Closed” status:  Road is stored.  The culverts will be removed and waterbars will be added where 
necessary.       

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System  
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 

Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed (stored) and motor vehicle use will be prohibited. 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 6555 
 

Road Location:  The purpose of this road is to access Units 1 through 8.  The road begins at the Mosman Inlet LTF 
in Cooney Cove.  The LTF and the first road segment are in an OGR.  The alternative sites either had more miles of 
road in the beach buffer and OGR or if the LTF was sited farther south, the road would have had an additional Class 
I stream crossing.  0.4 miles of road is in the OGR.  After the road exits the OGR it climbs and eventually enters 
until 1 where downhill yarding would be used for harvest.  The road continues to climb and access Units 2 and 4 
(shovel yarding) before it terminates in Unit 6 where uphill yarding could be employed.  Uphill yarding and shovel 
yarding minimizes soil disturbance and gives more options for silvicultural systems.   

Wetlands:  Wetlands exist from MP 0.1 to MP 0.9 where the proposed road gains elevation from the LTF to round 
the toe of the adjacent slope. The road crosses wetlands from MP 1.5 to MP 2.4 to avoid costly road construction 
from side-hilling through broken terrain.  The road will be located and constructed to minimize footprint in the tall 
sedge fen. 

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  This road travels through areas of 
visual concern and therefore attention to visual effects will be necessary when selecting location, size, and layout of 
a rock pit along this road.  A rock pit near the LTF will be required as an initial potential rock source.  After 
construction of the initial road segment, it is expected that rock pits will be required at 1-1.5 mile increments 
depending on the conditions.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  MP 0.858 is the Class II crossing of Cooney Creek, a bridge will be needed at this location.  MP 
1.033 is a Class II stream crossing, a hydro site will be needed at this location and the proper structure installed.  
All other stream crossing will need adequate structures (BMP 13.16, 14.3, and 14.5). 
Silviculture:  N/A 
Wildlife/Botany:  This road is within one half mile of one or more bald eagle nests and may be subject to 
timing restrictions for blasting under the bald eagle MOU.  
The proposed road corridor passes through a population of rare foamflower (Tiarella trifoliata var. laciniata) 
population within Unit 1.  The population is flagged and if practicable, road realignment could provide a buffer 
around the population. 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A 
Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 6555 
 

A.) Mi: 0.59 AHMU:  4 Channel Type:  MM1 BF Width:  2-3’ BF Depth:  Not 
Noted 

Substrate:  gravel, cobble 

Gradient:  1-3% Structure:  24” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

B.) Mi: 0.86 AHMU:  2 Channel Type:  PA5 BF Width:  10-20’ BF Depth:  Not 
Noted 

Substrate:  silt, sand 

Gradient:  0-1% Structure:  60”cmp or 30 ft 
bridge 

Passage Req'd:  Yes Timing Dates:  May 1st-September 15th 

Narrative:  This is the main crossing for Cooney Creek this will need to be designed. 

 

C.) Mi: 0.91 AHMU:  4 Channel Type:  HC5 BF Width:  2-3’ BF Depth:  Not 
Noted 

Substrate:  gravel, silt 

Gradient:  12% Structure:  24” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

  

D.) Mi: 1.13 AHMU:  4 Channel Type:  HC1 BF Width:  2-5’ BF Depth:  Not 
Noted 

Substrate:  cobble, gravel 

Gradient:  12% Structure:  36” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

E.) Mi: 1.19 AHMU:  2 Channel Type:  HC1 BF Width:  8-10’ BF Depth:  Not 
noted 

Substrate:  boulder, cobble, 
gravel 

Gradient:  13% Structure:  48” CMP Passage Req'd:  Yes Timing Dates:  May 1st-September 15th 
Narrative:   

 

F.) Mi: 1.82 AHMU:  4 Channel Type:  MC1 BF Width:  2-5 BF Depth:  Not 
noted 

Substrate:  bedrock, cobble

Gradient:  6-8% Structure:  36” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   
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Road Management Objectives 
 

Project/DEIS: Navy   System: Navy   Land Use Designation:  ML, SV 

Route No.: 6556 Route Name:  Navy Status:  Opportunity 

Begin M.P.:  0.00 Length (miles):  3.25 Begin Termini: MP 0.00 at 
the Navy LTF

End Termini:  MP 3.25 in 
Unit 21 

 

General Design Criteria and Elements 

Functional Service  Traffic Surface: Width: Critical Design Design 
Class: Life: Service Level:   Vehicle: Vehicle: Speed: 
Local I D Shot Rock 14 ft Mobile 

Yarder 
Log Truck 10 mph 

 

Intended Purpose/Future Use:  The intended purpose of this road is to provide an opportunity for timber 
management in the Navy drainage area including Units 9-22 of this proposed harvest.  The road will be used for 
future access into the Navy area for timber management and administration. 

 
Maintenance Criteria: 

Bmp 
 

Emp 
 

Operational Maintenance Level 
Planned Condition: 

Objective Maintenance Level 
Desired Condition: 

AFRPA Class: 
 

0.00 3.25 2  Active 
0.00 3.25  1 Closed 

 

Maintenance Narrative:   

AFR&P Regs. “Active” status:  Keep culverts, catch basins, ditches and ditch blocks functional.  Grade as needed 
to maintain crown and running surface.  Control roadside brush to maintain sight distance. 

AFR&P Regs.  “Closed” status:  Road is stored.  The culverts will be removed and waterbars will be added where 
necessary.   

Operation Criteria 

Highway Safety Act:  No Jurisdiction:  National Forest System  
 

Travel Management Strategies: 

Encourage:  NA 
Accept:  Non-motorized use after timber harvest. 
Discourage:  Public use during the timber harvest. 
Prohibit:  Motorized vehicles after the timber harvest. 
Eliminate  NA 

 

Travel Management Narrative:  During the timber harvest, motorized traffic will be discouraged due to safety 
considerations.  After the timber harvest the road will be closed (stored) and motor vehicle use will be prohibited. 

District Ranger Approval (signature) __________________________________________Date:_____________ 
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Road Management Objectives 
Site-specific Design Criteria 

Road No. 6556 
Road Location:  The purpose of this road is to access Units 9 through 22.  The road begins at the Burnett Inlet LTF, 
just over a half mile southwest of the point where Navy Creek enters the saltwater.  The road climbs as it exits the 
beach buffer and a switchback is needed near MP 0.3, close to the base of Unit 12.  A double switchback is needed 
at MP 0.4 before enough elevation is gained to enable Unit 12 to be yarded downhill.  The road rounds a point and 
heads east toward Navy Lake, crossing near the head of several Class I and II streams before crossing Navy creek.  
Near MP 1.8 the road is forced very close to Navy Lake due to some steep terrain to the West.  Downhill yarding 
would be used for all the units along the road. 

Wetlands:  Wetlands exist from MP 0.2 to MP 0.5 where the road makes multiple switchbacks. This was the only 
flat area to turn the road and gain necessary elevation. A critical stream crossing at MP 1.443 forces the road 
through a wetland on the north side where the road crosses a wetland from MP 1.4 to MP 1.6.  

Erosion Control:  An erosion control plan for construction and maintenance will be developed by the contractor 
and approved by the Contracting Officer (BMP 14.5).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded and fertilized (BMP 12.17, 14.8).). 

Rock Pits:  During periods of high rainfall (as defined in current Regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movement (BMP 
14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18).  This road travels through areas of 
visual concern and therefore attention to visual effects will be necessary when selecting location, size, and layout of 
a rock pit along this road.  A rock pit near the LTF will be required as an initial potential rock source.  After 
construction of the initial road segment, it is expected that rock pits will be required at 1-1.5 mile increments 
depending on the conditions.   

Resource Information (If applicable): 

Timber/Logging:  N/A 
Soils/Water:  At MP 0.724 the road crosses within fish habitat.  The road should be located outside of fish 
habitat if possible, but if it cannot a hydro site will be needed and a fish passage structure installed.  MP 0.852 
as mapped is right at the fish habitat extent, if possible road should be located above fish habitat extent.  MP 
0.974 and MP 1.017 Class III stream crossing with fish extent below road, a hydro site may be necessary at 
these locations to determine proper structures.  MP 1.155 Class II stream crossing, a hydro site will be 
necessary here to determine fish passage structure.  MP 1.22 and 1.367 Class III stream crossings may need 
hydro site survey to determine proper structure.  MP 1.443 Class II Navy Creek crossing, a bridge will be 
needed at this location.  All other stream crossings will need adequate structures (BMP 13.16, 14.3, and 14.5). 
MP 1.807 road is inside of lake RMA buffer; minimize wherever possible disturbance to RMA.  Immediately 
below the mouth of the lake, the road parallels the stream and may enter the stream buffer to avoid steep slopes 
to the west.  Minimize clearing width along this stretch of road (from Unit 20 to Unit 21). 
As currently mapped, the proposed road crosses slopes greater than 67% from MP 1.8 to MP 1.9. Moving the 
road downslope, closer to the lake will reduce road construction on steep slopes.  Where the road crosses steep 
slopes immediately above the lake, an erosion control solution should be constructed to prevent erosion and 
sedimentation of Navy Lake (BMP 14.18).  No side-casting (BMP 14.12).  Require controlled blasting with 
restrictions during periods of high rainfall (BMP 14.6) and prompt application of erosion control measures.  
Silviculture:  N/A 
Wildlife/Botany: This road is within one-half mile of 2 or more bald eagle nests and may be subject to timing 
restrictions for blasting under the interagency bald eagle MOU.  This road is within 330’ of a bald eagle nest 
trees near the MAP.  No vegetation clearing activities or road building are allowed within 330 feet of any bald 
eagle nest without a variance from USFWS. 
Lands/Minerals/Geology/Karst:  N/A 
Scenery/Recreation:  N/A   Heritage:  N/A 
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Road Management Objectives 
Stream Crossings 

Road No. 6556 
 
A.) Mi: 0.72 AHMU:  2 Channel Type:  HC2 BF Width: 7-10’  BF Depth: Not 

noted  
Substrate:  gravel, cobble, 
boulder, bedrock 

Gradient:  9-14% Structure:  60” CMP or bridge Passage Req'd:  Maybe Timing Dates:  Additional information 
needed during layout 

Narrative:  A larger structure may be needed for fish passage.  On the edge of fish habitat, may be able to get above 
fish passage. 

 

B.) Mi: 0.82 AHMU:  4 Channel Type:  HC5 BF Width:  2-4’ BF Depth:  Not 
noted 

Substrate:  cobble, boulder 

Gradient:  17% Structure:  36” CMP or smaller Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

C.) Mi: 0.97 AHMU:  3 Channel Type:  HC5 BF Width:  5’ BF Depth:  Not 
noted 

Substrate:  bedrock, 
boulder 

Gradient:  22% Structure:  48”-60” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

  

D.) Mi: 1.02 AHMU:  3 Channel Type:  HC5 BF Width:  5-7% BF Depth:  Not 
noted 

Substrate:  boulder, cobble 

Gradient:  46% Structure:  48”-60” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

E.) Mi: 1.10 AHMU:  4 Channel Type:  HC2 BF Width:  4-6’ BF Depth:  Not 
noted 

Substrate:  cobble, boulder 

Gradient:  25% Structure:  36” CMP or smaller Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

F.) Mi: 1.12 AHMU:  4 Channel Type:  HC2 BF Width:  1-2’ BF Depth:  Not 
noted 

Substrate:  cobble, boulder 

Gradient:  14% Structure:  36” CMP or smaller Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

G.) Mi: 1.16 AHMU:  2 Channel Type:  HC2 BF Width:  5-9’ BF Depth:  Not 
noted 

Substrate:  sand-bedrock 

Gradient:  10% Structure:  48-60” CMP  Passage Req'd:  Yes Timing Dates:  additional field 
information needed during layout. 

Narrative:  A larger structure may be needed for fish passage. 

H.) Mi: 1.22 AHMU:  3 Channel Type:  HC5 BF Width:  3-5’ BF Depth:  Not 
noted 

Substrate:  angular cobble, 
bedrock 

Gradient:  44% Structure:  36-48” CMP Passage Req'd:  No Timing Dates:  None 
Narrative:   
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I.) Mi: 1.27 AHMU:  4 Channel Type:  HC2 BF Width:  1-2’ BF Depth:  Not 
noted 

Substrate:  gravel, bedrock, 
boulder 

Gradient:  11% Structure:  36” CMP or smaller Passage Req'd:  No Timing Dates:  None 
Narrative:   

  

J.) Mi: 1.29 AHMU:  4 Channel Type:  HC5 BF Width:  1-4’ BF Depth:  Not 
noted 

Substrate:  silt, clay 

Gradient:  10% Structure:  36” CMP or smaller Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

K.) Mi: 1.37 AHMU:  4 Channel Type:  HC5 BF Width:  1-2’ BF Depth:  Not 
noted 

Substrate:  cobble, boulder 

Gradient:  15% Structure: 36” CMP or smaller Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

L.) Mi: 1.44 AHMU:  3 Channel Type:  HC2 BF Width:  5-6’ BF Depth:  Not 
noted 

Substrate:  bedrock, 
boulder 

Gradient:  40% Structure:  60” cmp Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

M.) Mi: 1.99 AHMU:  3 Channel Type:  HC2 BF Width:  2-4’ BF Depth:  Not 
noted 

Substrate:  cobble, boulder 

Gradient:  12% Structure:  36”cmp Passage Req'd:  No Timing Dates:  None 
Narrative:   

 

N.) Mi: 2.38 AHMU:  2 Channel Type:  MM2 BF Width:  20-30’ BF Depth:  Not 
noted 

Substrate:  bedrock, cobble, 
boulder 

Gradient:  2-6% Structure:  60-70 Ft Bridge Passage Req'd:  Yes Timing Dates:  June 1st- September 15th 
Narrative:  Navy Creek crossing. 
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Appendix D 
Navy LTF Site Selection, Design and Operating 
Guidelines 

Log Transfer Facilities 
 
A log transfer facility (LTF) is the location where logs are transferred between a ground-
based transport system of roads and trucks and a water-based transport system of rafts, 
barges, and tugboats. Appendix G of the Revised Forest Plan (USDA Forest Service, 
1997) contains LTF siting guidelines. The guidelines were developed by the Alaska 
Timber Task Force Log Transfer Facility Guidelines Technical Subcommittee in 1985.  
The guidelines identify physical characteristics necessary for safe and efficient log 
transport as well as minimum requirements for mitigation of water quality and aquatic 
habitat effects. We consider all of the guidelines and develop LTFs which represent the 
best mix: allowing activities to proceed while meeting all applicable statutory and 
regulatory requirements. The LTFs undergo a complex and rigorous permitting process 
involving multiple federal and state agencies. The information contained in this appendix 
is intended to facilitate the permitting process and provide an opportunity for the EIS 
reader to comment on Navy Timber Sale LTF locations, construction, operation, and 
monitoring. 

There are presently no existing roads in the vicinity of the proposed LTF sites.  
Alternative B proposes the construction of the Burnett Inlet LTF near Navy Creek.  The 
Burnett Inlet LTF site was sited to avoid the tidal flats associated with Navy Creek to the 
northeast of the proposed LTF site and the steep shoreline south of the site.  Additionally, 
the farther south a potential LTF would be sited, the greater the length of road within the 
beach buffer.  The original location for the LTF was dropped from consideration because 
it would have required the removal of an active eagle nest tree.  The alternate location 
was still within the 330’ buffer and a variance will be sought if Alternative B is chosen.  
A dive survey conducted by Haggitt Consulting for the Forest Service in April 2007 
stated that the site was well suited for the proposed use as an LTF and that LTF activities 
would not impact any areas of significant marine habitat.  Specific information for the 
LTF can be found on the RMO for the 6555 road. 

Alternative C proposes the construction of the Mosmon Inlet LTF in Cooney Cove.  The 
LTF location was selected because of a low angle beach to the mean low tide line.  To the 
Northwest the water depth and maneuvering space decreases closer to the head of the 
cove.  The beach to the Southeast is similar to the LTF however, there is a little less 
protection and more road construction required in the OGR.  A dive survey conducted by 
Haggitt Consulting for the Forest Service in April 2007 stated that the site was well 
suited for the proposed use as an LTF and that LTF activities would not impact any areas 
of significant marine habitat.  Specific information for the LTF can be found on the RMO 
for the 6556 road. 
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Many of the variables that can affect the design and operability of any given LTF are 
addressed through the LTF sighting guidelines. Four issues that are pertinent to analysis 
of the type of LTF to construct include in-water development, upland development, bark 
deposition and economics 

In-water Development – Usually, a low angle rock ramp designed for watering of logs 
requires rock fill to be placed in the water in such a manner that a log-loader can 
effectively drive down the ramp to the waters edge and place bundled logs into the water.  
The ramp length depends on the slope of the beach, with a shallower beach requiring a 
longer ramp to allow for effective use at any tidal stage. A barge facility is usually sited 
to take advantage of deep water, or a causeway is built across a shallow beach to a point 
where the water will be deep enough to allow barge access. While not ideally suited for 
barge loading, a low-angle rock ramp can be designed to accommodate either land-to-
water or land-to-barge log placement. Barge-only facilities cannot accommodate 
placement of logs into the water. 

A low angle ramp would be the most likely structure for both sites. 

Upland Development – LTFs designed for direct placement of logs into the water can 
operate at almost all stages of the tide. Usually, logs are trucked directly from the landing 
or a small sort yard (2 acres) to the LTF, where they are placed directly in the water. 
Since tide stage does not restrict use of the LTF, an even flow of work can be maintained 
and log handling is kept to a minimum. Barge facilities are usually accessible during 
limited tidal stages, and in order to make efficient progress during a short loading 
window, logs need to be stockpiled near the LTF. To meet the need for stockpiling logs 
between barge loading, either the LTF site needs to be significantly enlarged or a larger 
sort/storage yard (5+ acres) needs to be developed in close proximity to the LTF. 

It is not anticipated that a large log storage area will be needed at either site but potential 
sort/storage areas exist not far from the LTFs in and adjacent to  rock pits that would be 
developed for road construction.   

Bark Deposition – Loose bark and debris can be knocked off logs when they are placed 
directly in the water. This bark and debris can accumulate at LTF sites, reducing the 
marine productivity. Bark deposition is much less of a concern when logs are placed on 
barges, because considerably less bark is knocked off into the water. 

Economics – Design and construction costs are generally higher for barge-only facilities 
than for log-watering facilities. Barge facilities usually require a higher degree of 
technical design, more detailed construction requirements, and larger amounts of fill 
material. Economics of rafting versus barging varies with each operator. Designing 
facilities that can be easily modified to accommodate either rafting or barging allows 
potential operators the most flexibility to meet their transport needs. From an 
environmental standpoint, log-watering facilities generally pose more potential associated 
resource effects to the marine environment due to the potential for woody debris 
deposition. Because a log-watering type facility can process logs from land to water on 
an on-going basis, the upland sort/storage yard is generally minimal in size. This is 
favorable in respect to the consequences of taking land out of production, visual impacts, 
and potential for sedimentation into adjacent streams.  
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Maintenance – Over the lifetime of the structure, the LTFs will be maintained as needed 
to keep the facility in an operational condition.  Maintenance may include brushing, 
replacing rock, surfacing, log cribbing, cable lashing, or any other part of the facility that 
may need repair.  This does not authorize future expansion or significant alterations of 
the facility. 

It is likely that both LTFs will be low angle rock ramps.  The LTFs will be left in place as 
part of the forest transportation system after completion of the timber sale. 

Responses to project scoping indicated concerns about bark deposition at LTFs and 
impacts on marine productivity. To address these concerns, sites have been selected that 
we anticipate will meet the approval of National Marine Fisheries Service. Concerns 
were also raised about interference with commercial fishing activities. Given the 
constraints of coastal terrain and economics, we have limited opportunity to completely 
avoid potential conflicts between logging operations and commercial fishing. For 
example, barges, log rafts, or floating camps could be located in areas that are preferred 
crab or shrimp pot sites. If these conflicts occur, we anticipate they will be temporary and 
similar to conflicts, which typically occur between competing fishermen (Figure D-3). 

Additional site-specific information pertaining to the guidelines developed by the Alaska 
Timber Task Force Log Transfer Facility Guidelines Technical Subcommittee for the 
proposed LTF follows. 
 

Siting Guidelines 
S1. Proximity to Rearing and Spawning Areas: Avoid sites within 300 feet of the mouth of 
anadromous fish streams, or in areas known to be important for fish spawning or 
rearing. 

There are no anadromous fish streams within 300 feet of either LTF site. For the Navy 
Site the nearest anadromous fish stream is an unnamed stream 1800 feet to the south.  
There is very little estuarine habitat for this stream and no detrimental effects are 
expected.  Navy Creek is about 3100 feet to the north of the proposed LTF.  The site 
location does not interfere with the saltwater staging area of Navy Creek located more 
than ½ mile to the north.  There is a class II stream approximately 300 feet to the south 
but the size of the LTF and road location will not adversely affect resident fish 
populations.   

For the Cooney Cove site the nearest cataloged anadromous fish stream is Streets Lake 
Creek approximately ¾ of a mile to the north.  There is an unnamed stream at the head of 
Conney Cove approximately 1200 feet away that may have anadramous fish populations.  
Additional field data will be collected in 2007 to determine if anadramous fish are 
present.  There are no expected detrimental effects associated with either stream.  

S2. Protected Locations: Choose sites in weather-protected waters with bottoms suitable 
for anchoring and with at least 20 acres for temporary log storage and log booming. 

The Burnett Inlet LTF faces west and has minimal exposure from southern storm forces.  
The Mosmon Inlet LTF faces southwest and has some but not excessive exposure to 
southeast storm forces. 
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S3. Upland Facility Requirements: Choose sites with proximity to at least five acres of 
relatively flat uplands. The LTF should provide at least 60 linear feet of operating face 
along the water. 

Both sites have relatively large flat upland areas although the Burnett Inlet LTF location 
is both smaller and less flat when compared to the Mosmon site.  It is expected that the 
logs will be loaded onto barges, which means that a large area for sorting and storing logs 
is not as essential.  Both sites have more than 60 lineal feet of operating face along the 
water; however, the actual operating face will be as small as feasible to reduce visual 
concerns in scenic viewshed and OGR LUDs. 

S4. Safe Access to a Facility from the Uplands: Choose sites where access roads to the 
LTF can maintain a grade of ten percent or less. 

The access roads near the beach can be constructed at grades close to 10%. 

S5. Bark Dispersal: Choose sites where currents are likely to disperse sunken or floating 
wood debris. 

During the dive surveys for the Burnett Inlet LTF and Mosmon Inlet LTF sites no tidal 
current velocity was noted.  

S6. Site Productivity: Choose sites with the least productive intertidal and subtidal zones. 

According to the dive surveys overall species diversity and abundance at both of the 
proposed sites was similar when compared to other areas in the region. 

S7. Sensitive Habitat: Avoid sites on or adjacent to sensitive habitats: extensive tide flats, 
salt marshes, kelp or eelgrass beds, seaweed harvest areas or shellfish concentration 
areas. 

Neither of the proposed sites are located on or adjacent to sensitive habitats. 

S8. Safe Marine Access to Facilities: Choose sites that are safely accessible to tugboats 
with log rafts at most tides and on most winter days. 

The designs for the LTF sites are still pending.  This will dictate how accessible the sites 
are in relation to various tides.  Both beaches extend from 0 to –10 feet MLLW (Mean 
Lower Low Water) at grades between 20 and 25 percent, which should result in safer 
operations.  Winter weather (wind and high seas) may be a limiting factor at the sites 
since the locations are somewhat unprotected. Winter weather is likely to be a limiting 
factor for all logging operations. 

S9. Storage and Rafting: Choose sites where stored logs, log bundles, or log rafts will not 
ground at low tide. Minimum depths of 40 feet Mean Lower Low Water are preferred for 
log storage areas. 

It is anticipated that barging the logs will be used exclusively. 

S10. Bald Eagle Nest Trees: Avoid sites within 330 feet of bald eagle nests. 

The Burnett Inlet LTF location has a Bald Eagle Nest Tree within 330 feet.  A variance 
will need to be obtained before any work is done in the area. 
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Construction and Operation Guidelines 
C1. LTF Design: Design LTFs to be least environmentally damaging as practicable, 
considering economics, facility requirements, physical site constraints, site usage (timber 
volume) and duration, water quality and habitat mitigation, and other potential uses. 

Most environmental concerns are addressed through the siting guidelines described above 
for the site. Remaining concerns associated with erosion control, water quality, and 
visuals are addressed through design measures and operating guidelines. Physical 
constraints due to topography, as well as visual objectives, present design challenges at 
the sites. The LTFs will require separate upland sites for log sorting, storage, and 
equipment maintenance. Separation of the sort yards from the LTF sites will reduce the 
amount of bare ground, and equipment activity adjacent to marine waters, thereby, 
reducing risks associated with sediment transport, oil spills, and other potential hazards to 
marine water quality. 

C2. Fill Structures: Design and construct fill structures to prevent erosion, pollution, and 
structural displacement. 

Design for the LTFs is pending.  All of the above elements will be incorporated into the 
design. 

C3. Timing of Inwater Construction: If necessary, limit adverse impacts to marine 
resources and avoid conflicts with other users through construction and operation timing 
restrictions. 

Both LTFs were located to avoid adverse impacts to marine resources. No construction or 
timing restrictions are proposed to protect marine resources or to avoid conflicts with 
other users 

C4. Bark Accumulation Management: Use Best Management Practices to control inter-
tidal and submarine accumulations of bark and other debris. 

There should be very little bark accumulation due to barging the logs. 

C5. Solid Waste Management: Remove solid wastes, including wood, generated from the 
LTF and dispose of it at an approved upland solid waste disposal site. 

The contract will include provisions to ensure proper disposal of solid waste in 
accordance with NPDES and other permits. Disposal methods may vary with type of 
waste accumulated. Daily cleanup of the LTF is required when accumulations of bark and 
other wood debris are present. 

C6. Bark Accumulation: Comply with permitting agency cleanup requirements (if any) if 
inter-tidal and submarine bark accumulations exceed standards (100% coverage 
exceeding one acre or an accumulation exceeding ten centimeters at any point). 

To date, cleanup has not been required at existing LTF sites known to exceed these 
standards. There is still some question as to whether cleanup is feasible or even 
beneficial. Cleanup efforts will require cooperative efforts between the Forest Service 
and permitting agencies. If cleanup or remediation plans are developed, they would 
address alternative transfer devices and methods, operational practices, and removal of 
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bark from the ocean bottom. Remediation plans would be approved by ADEC and 
permitting agencies. 

C7. Bundle Speed: Control log bundle entry into receiving waters to the slowest speed 
practicable. 

Not applicable for barging logs. 

C8. Surface Drainage Management: Use Best Management Practices to control surface 
water runoff from LTFs. 

The small sort yards have been located away from LTFs to minimize bare ground 
adjacent to marine waters. Grade control, sediment detention ponds, cross-drains and site 
cleanup requirements will address erosion and sediment transport associated with surface 
water runoff. 

C9. Control of Hydrocarbons: Utilize oil pollution prevention plans (BMP 12.8) and oil 
pollution contingency plans (BMP 12.9) to minimize petroleum products entering waters. 

Petroleum product storage and equipment servicing and refueling will be controlled 
through specific contract provisions. Spill Prevention Control and Countermeasure plans 
provide organizational structure and procedures for responding to oil spills. 

C10. Onshore Log Storage: Where feasible, give preference to onshore storage and 
barging of logs. 

Not applicable for barging logs. 

C11. Facility Maintenance and Reclamation: Maintain active and intermittent LTFs and 
restore abandoned LTFs. 

Maintenance may include brushing, replacing rock, surfacing, log cribing, cable lashing, 
or any other part of the facility that may need repair.  This does not authorize future 
expansion or significant alterations of the facility.  The LTFs will be maintained as part 
of the forest transportation system. 

Monitoring and Reporting Guidelines 
M1-6. Monitoring Requirements: Monitor for bark accumulations, oil sheen, surface 
runoff associated with LTF construction, operation and maintenance. Assure that 
corrective actions occur if necessary. 

The LTF permits will specify monitoring requirements and methods. Typically, bark 
accumulation is monitored annually at the beginning of each operating season according 
to specific protocols by SCUBA surveys at active LTFs. Waters in the vicinity of the LTF 
are monitored daily for the presence of visible oil sheens during LTF operation. 

M7. Report results of monitoring annually. 

A summary of LTF monitoring results is available and reports are submitted annually to 
EPA and ADEC. LTF permits establish reporting procedures. 
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